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FOREWARD
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further development and verification of the GE Dry John Waste Collection System.
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Hunt, Biomedical Programs Manager, and Mr. R. W. Murray, Program Manager. Appreciation
is_expressed to Mr. J. A. Geating, Biomedical Laboratory Supervisor, and Mrs.
Louise Walker who spent numerous hours reviewing and proofing the final report and
to Mrs. H. M. Ross, Secretary for Environmental Engineering, whose perserverance at
the typewriter was indispensable in the completion of the reports for the program.
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JdSC; Mr. D. Griggs, Chief, Zero Gravity Operations; Mr. J. Slight, Zero Gravity
Test Director and Mr. A. Lucero, Aerial Photographer.
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SUMMARY , CONCLUSIONS AND RECOMMENDATIONS



1.0 SUMMARY

1.1 Objectives
The Solid Metabolic Waste Transport and Stowage Investigation (NAS 9-13518) had

three bésic objectives:
o Determine and optimize in a separation/transport study the separation
forces and transport velocities required for solid waste transport in
the Dry John/Slinger concept.
e Incorporate system improvements identified in the separation transport
studies into the existing GE Dry John Zero Gravity Test Unit and
perform zero gravity tests to verify:
- Proper separation/transport air flows for feces and urine collection
- Feces slinger and urine separator performance
- Human factors design and operational procedures.
® Perform an engineering evaluation of air drying as an alternate approach
to vacuum drying solid metabolic waste (fecesf and tissue wipes for possible

application to Space Shuttle.

1.2 Feces Separation/Transport Investigation

An experimental investigation of solid waste (feces) separation and waste transport
air velocities was conducted to assess and optimize the GE "Dry John" Solid Waste
Collection System (WCS). Using design features of the GE WCS, simulations of the
anal area and fecal stools were used in a neutral bouyancy test chamber. Static
forces associated with stool separation were measured for several transport tube
inlet configurations at varied air flow rates. High speed photography was used

to record dynamics of stool transport after separation. Anomalies including
improper seat seal, airfiow orifice plugging, and diarrheti; movement collections

were also investigated.
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1.3 Zero Gravity Testing of a Waste Management System

A study was conducted to demonstrate the functional capability of a GE Shuttle

Type Dry John for waste collection in a zerc gravity environment. System

improvements for the Dry John suggested by previous studies were utilized during

these tests. The tests verified separation/transport air flows for the feces
i,

and yrine processors; slinger and urine separator performance in zero "g"; and

human factors design and operation.

Limited ground baseline tests and extensive aircraft zero "g" tests resulted in
extensive data derived from motion picture film, user/subject experience; as well
as other experimenter and engineering observations. A total of 242 parabolas were
completed in the NASA KC-135 Zero "G" aircraft resulting in an available zero "g"
test time approaching two hours. A total of 12 female and seven male subjects
participated in the study. Forty-five urine collections and 10 fecal collections

were obtained.

1.4 Investigation of Air Drying of Fecal Wastes as an Alternative for the Shuttle

Orbiter Waste Management System

Vacuum drying of fecal waste is the current baseline for spacecraft usage. In view
of the potential advantages of air drying, which would reduce external spacecraft
equipment contamination, a feasibility study assessing air drying as an alternate

to vacuum drying was performed using a GE Dry John. Studies identified the possible
sources of air for drying, and evaluation of bacterial activity has shown that drying
conditions adequate for safe storage of fecal material for the duration of Shuttle
Orbiter missions are possible. Tests have also established requirements for
equipment configuration and airflows to obtain proper drying conditions in the GE

Dry John. A 120 man-day user test was initiated to simulate a nominal 4 man crew
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usage of a Dry John with air drying. Results indicate that this approach is
eminently feasible as either a primary system or a backup to the present vacuum-

drying space-venting approach.
2.0 GENERAL CONCLUSION

2.1 Fecal Separation/Transport Investigation

The basic WCS design under consideration in these studies utilized air flow to
separate the stool from the WCS user and to transport the fecal material to a
slinger device for subsequent deposition on a storage bowel. The major parameters
goyerning stool separation and transport were found to be the area of the air
inlet orifices, the configurétion of fhe air inlet orifice and the transport air
flow. Separation force and transport velocity of the stool weré studied. The GE
developed inlet orifice configuration was found to be an effective design for
providing fecal separation and transport. The inlet ring configuration had a

10 cm (4 in) diameter, 4.4 ¢m (1.75 in) height and included twenty-four 0.6 em

(1/4 in) diameter holes directed radially inward at an angle of 0.61 radians
(35“) above horizontal'essentiai]y forming a pone—]ike confiéuration with

- the apex at the inlet ring centerline, Significant separation forces {~ 1/3 g)
were found to be provided by moderate transport airflow (0.85 sm3/min or

30 scfm).

2.2 Zero Gravity Testing of a Waste Management System

Simulated urine tests and female user tests in zero gravity established air flow
rates between 0.08 and 0.25 sm3/min (3 and 9 scfm) as satisfactory for entrapment,
containment and transport of urine using the unique GE urinal. A nominal air flow

rate of 0.23 sm3/sec min (8 scfm) was found to be entirely satisfactory for both

male and female users in the zero "g” tests. For fecal separation and transport,
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an air flow rate of 0.85 sm3/sec min (30 scfm) was found to be satisfactory. No
significant waste management equipment breakdowns were encountered during the

test; overall performance of the system was found to be excellent throughout the

zero "g" tests. Both males and females were accommodated by the urine and fecal
collection system. User acceptance of the system was excellent. A number of
suggestions regarding design features and operational procedures were obtained
during the conduct of the study. Many of these suggestions resulted in modifications

and improvements in design or procedures.

Data from the study indicated that the GE WCS should function entirely satisfactorily
in a Spacecraft System. The basic features and designs of the current GE system
tested in this program could be directly incorporated into a Shuttle Orbiter WCS

without further subject testing in zero "g".

2.3 Investigation of Air Drying of Fecal Wastes as an Alternative for the Shuttle

Orbiter Waste Management System

The investigation of air drying of fecal material as a substitute for vacuum drying
in a GE WCS breadboard system showed that using baseline conditions anticipated for
the Shuttle cabin ambient atmosphere, flow rates of 0.14 sm/min (5 cfm) were adequate
for drying and mgintaining biological stability of the fecal material. Slung fecal
material in the amounts expected in a Shuttle WCS can be dried to a moisture content
approaching 50% in a 24 hour period. Higher air flows were found to be of no
particular advantage in drying the fecal material. The recommended air flow for

the system was 0.14 sm3/min (5 scfm) with continuous operation of the slinger for

2-4 hours after each defecation.
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The basic results of the drying tests and microbiological studies conducted during
this program indicate that air drying of fecal material in a Dry John commode is
a feasible alternative to vacuum drying. Sufficient moisture can be extracted from

slung fecal material in a GE WCS system with modest air flow and power costs.

2.4 " Space Shuttle Interface Requirements

Basjc interface requirements for incorporating a GE WCS into the Space Shuttle are
provided. A photo of a mockup of a proposed WCS is provided along with a preliminary

assembly drawing showing anticipated interfaces.

3.0 RECOMMENDATIONS

3.1 Fecal Separation/Transport and Zero Gravity Testing

Sufficient data is available from the neutral buoyancy and zero "g" test to recommend
that additional zero "g" verificatfon tests of the Shuttle Waste Collector Subsystem
(WCS) be deleted. This of course is predicted on only minimal changes to the proven
transport air jet configuration and represents a cost effective approach to this
critical subsystem. Secondly, if slight modifipations are made to the proven
configuration, it will be expediént to evaluate the new design using neutral buoyancy
techniques rather than zero "g" tests. This is possible because of the good
correlation between the two types of tests and the inability to truly test a flight
WCS without hodifying the construction materials to permit visibility to the

transport and collection processes.

3.2 _Air Drying Investigations

While air drying has been demonstrated as a feasible alternate to vacuum drying for
a Shuttle Waste Management system, the results of the program conducted to date

suggest a variety of areas where further studies would be highly beneficial.
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First, extended duration air drying tests should be conducted for simulated
mixed crew sizes of 8-12 individuals. Rates of air or vacuum drying are
significantly influenced by rate of loading of waste into a Waste Collection
System. Air flow rates, characteristics of drying air, stool size and con-
figuration and other system parameters should be evaluated and optimized for
larger crew sizes. This study could include more refined and simplified micro-
biological techniques for assessing the effects of air drying on the fecal
microbial population. Additional biocide studies could also be conducted as
part of these tests to further improve the effectiveness of various biocides
for supplementing or replacing air drying techniques. These efforts could be
directed toward evaluation of biocides other than the Betadine used in the
current studies and also at optimization of the methods for disseminating the

biocide in the WCS.

Second, studies should be conducted for optimizing sanitation and housekeeping
procedures associated with the WCS. Relatively simple microbiological studies

could be conducted to assess the actual transmission of microorganisms from hardware
to user and hardware to afmosphere to minimize and optimize sanitation énd house-
keeping procedures while maximizing crew safety. These studies could be separately
conducted or could be conducted as part of or during an extended 8-12 simulated

crew member test.

Third, studies to optimize odor and bacterial filter characteristics for an air
drying system could result in significant weight and power savings while still
insuring totally adequate filtration capability. Odor filter studies could be

conducted separately or as part of an extended use 8-12 crew member study.
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3.3 Advanced Mission Study

Since preliminary plans indicate fhat the Spacelab experimenters will also use
the Shuttle Waste Collection Subsystem, it is recommended that the feasibility

of transversing the airlock connecting Spacelab to Shuttle and/or alternate

means of waste collection be investigated. Such facets as time lines, user
acceptability and temporary collectors should be investigated as well as potential
hardware impact. Other potential effects on Spacelab and Shutt1e‘désigns should

also be determined.
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~ FECES SEPARATION/TRANSPORT INVESTIGATION

1.0 BACKGROUND

Stool separation from the anus during the use of waste management systems

in zero "g" is a major concern 1n.that the external sphincter squeezes the
feces to a small cross section but does not cause complete separation. In

a normal environment, gravity will cause the stool to break away: however,

in zero “g" airflows must be used to induce the separation. In GE's zero “g"
| flight tests (See Appendix A) wifh simulated stools, separation was induced
by a number of means inc}uding the transport air, air jets, and vertical
movement similar to the normal sphincter movement. The major concerns were
_the Timited number of tests conducted and the need for more control over

significant test parameters.

Past tests with neutral buoyancy techniques for the NASA Biosatellite,
contract NAS 2-1900, have proven to be a vital tool in the design of waste
management systems. Specifically, neutral buoyancy testing has been shown
to be a cost effective approach in defining problems and refining designs
prior to the still necessary tésting in a zero "g" aircraft. Many test
conditions and hardware configurations can be evaluated in the Taboratory

under controlled conditions in a short time period as opposed to much more

rigorous preparation and time restrictions imposed during aircraft tests.

2.0 O0BJECTIVE

The primary objectf&e of this study was to investigate stool separation and
transport phenomona. In addition, information derivable from the study
provides parametric data on relationships involving transport airflows and
fecal transport inlet configuration relevant to the next series of manned

spacecraft, Shuttle Orbiter.
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3.0 APPROACH

Using these GE zero "g" tests (Appendix A) as a baseline, neutral bouyancy
techniques were developed to investigate the effect of a series of system
perturbations and configuration changes on stool separation and transport.

A neutral bouyancy test rig was designed to include a transparent test chamber
simulating the flow conditions from the fecal transport tube inlet down to
slinger entry of the GE Dry John. It was sized at a 1:1 scale to allow
common use of inlet rings and associated components from the zero "g" test
program. With water as a test fluid, water velocities of 1/16 that of air
were used to develop equivalent fluid dynamic effects. This assumes that
similitude of the two conditions is assured by holding the Reynolds number
constant. The testing program was divided into static tests, in which the
simulated stool was held in a fixed position in order to determine force
measurements; and dynamic tests, in which the stool was released for observa-
tion of its "Free Floating" behavior using High Speed Motion pictures for
data recording. The effects of several "off-design” conditions such as
imperfect air seal of user to seat and plugged air inlet holes were also

observed in the dynamic test mode.

4.0 EQUIPMENT
Equipment for this investigation included a Neutral Buoyancy Test Chamber,
Flow Measurement Gauges, Flow Control Valving, Force Measurement Gauges,

Simulated Stools and Photographic Apparatus.

Figure 4.0-1 shows an overall view of the test equipment as rigged for static
stool force measurement. The test chamber is a 25.4 cm (10 in) diameter
transparent tube enclosing a simulation of the seat/anal interface, inlet

ring and transport tube as shown in Figure 4.0-2. Test fluid enters the
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Figure 4.0-1 Overall View of Neutral Buoyancy Test Rig




Figure 4.0-2 Simulation of Seat/Anal Interface Inlet Ring and Transport Tube
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outer annulus at the base and flows upward to the inlet ring, then through
the inlet orifices, then downward thru the 10.16 cm (4 in) diameter transport
tube past the simulated stool, and finally out of the chamber to the external

pump and contro! circuit. Figure 4.0-3 is a flow schematic of this system.

For static measurement of axial force on simulated stools, the device shown

in Figure 4.0-4 was devised. A 0.32 om (1/8 in) diameter vertical rod
attached to the stool penetrates the anal simulation thru a clearance seal

and clamps to the calibrated spring device. Two paraliel cantilever springs
and a 0.00025 cm (0.0001 in) division displacement indicator are the basic
force measurement elements which provide a spring gradient of 5.78 kg/cm
(31.85 1bs/inch) with a range of 0.45 kg {1 1b) force. Water flow rates were
measured with a sharp edge orifice plate and water manometer. The appropriate

equation for orifice flow is
Q = k (ap)™ in which

Q = Volume flow rate, cmd/sec {in,3/sec)
Ap = Pressure drop, cm water column (inches WC)

k = A constant including orifice area, flow contraction and similar
effects .

n = An exponent

- Calibration tests on a 2.5 cm (1.0 inch) orifice gave the following values:
0.47

676 cm 3/sec/cm WC

(63.9 cu in/sec/inch WC)

=
1l

-~
1]

Photography equipment included a "Nova" 16-3 camera operating at a nominal
200 frames/second. An auxiliary timer provided 10 hz marks on the film. A

black and white Kodak TRI-X reversal film was used for dynamic test recording.
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Figure 4.0-4 Device for the Measurement of Axial
Force on Simulated Stools



5.0 PROCEDURE
After equipment calibrations, separate procedures were established for the
static force tests, transport velocity test, and observation of effects of

off-design conditions.

5.1 Calibrations

Initial force gage calibrations were run over a range of 0 to 0.45 kg (1.0 1b)
using a standard spring balance. Flow calibrations were made of three
different orifice plates: 1.83 cm (0.72 in}, 2.54 cm (1.00 in), and 3.32 cm
(1.33 in) throat diameter. Calibration was by the timed volume method at
flow ap's from 2.5 em (1.0 ind to 75 cm (30 in) W.C. For all runs using the
20 cm (8 in) or 10 cm (4 in) stools adjustment of stool weight was made

to obtain neutral bouyancy within + 2%.

5.2 Static Force Tests

Static force tests were made with varied inlet ring configurations, stool
size, flow rates, and axial position of the stool along the centerline of
the transport tube. Table 5.2-1 contains a matrix 1isting the combinations
of these variables tested. The specific test procedure for a particular
inlet and stool combination was to set the stool position and then at each

of four flow rates to read the corresponding forces.

5.3 Transport Velocity Tests

Dynamic tests to obtain transport velocity data were made with varied inlet
areas, stool sizes, and flow rates. For each combination of conditions the
flow Tevel was established with the stool held stationary above the inlet
ring. After starting the movie camera, the stool was released and photography
continued while the stool was in transit to the bottom of the test chamber.

Table 5.3-1 presents a matrix showing the conditions for each test run.
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Table 5.2-1

Test

E N R

o ~N O o,

Matrix of Conditions for Static Force Tests - Neutral Bouyancy Testin

Inlet Ring Stool Length - cm
0.64 cm Holes Opened Slotted - ¢cm
0.64 0.32 20 10
248 12 6 (/4in)  (1/81n)  (8.in) (4 in)
X X
X X
X X
X X
X X
X X
X X
X X
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Tatle 5.3-1 Matrix of Conditions for Neutral Buoyancy Dynamic Transport Tests

Run Iniet Flow sm3/Min£]) Lateral
No. Number of Holes Open Stool Lenath, cm {SCFI) Decentration Axial Angle(5)
20 10 0.28 C.57 0.8% 1.4 .64 CM
24 12 6 (8 in)(4 in} Diarrhetic (10)(20}(30)(50) 0 (1/4 in) o°  I2°

1 X X X X X

2 X X X X X

3 X X X X X

4 X X X X

5 X X X X

6 X X X X X

7 X X X X X

8 X X X X X

9 X X X X X
10 X X X X X
11 X X X X X
12 X X X X X
20 10 (2) X X X X
21 8 (2) X X X X
22 10 §2) X X X X
23 8 (2) X X X X
24 X (3) X X X X
25 X (4) X X X X
26 10 (2} X 0 TC 30 X X

(1) Equivalent Standard Cubic Meters per Minute of Air

(2) Asymmetrical To Simulate Plugged Holes

(3) Seat Unsealed 0.76 cm (0.03 in) on One Side
(4) Seat Unsealed 0.25 ¢m (0.10 in) on One Side

(5) The Angle Between Anal Centline of Stool and Centerline of Transport Tube is the Axial Angle.



For photo analysis, a grid of lines spaced 2.54 cm (1 in) apart on the trans-
port tube was used for displacement measurement. The time base used was the

10 Hz timing marks on the film.

5.4 "Off-Design" Tests

Several abnormal conditions including poor seat seal, misaligned and off-
center stool positions, and diarrhetic stools were simulated and phbtographed

. during.the dynamic test series as noted in Figure 5.3-1. Two different
diarrhetic simulations were used. On Test #5,0.64 cm (1/4 in) diameter plastic
spheres of 0.96 specific gravity were used. For Tests #22, #23 and #26 plastic
cylinders having a diameter‘of 0.32 cm (1/8 1in) and a specific gravity of

1.03 were used. Injection of these diarrhetic stools was done.normal]y.with
the stool generator and push rod. However, on Test #26 the spheres were
accumulated in the upper anal chamber with the pump turned off. Start up

of the pump automatically accomplished the injection.

. 6.0 RESULTS

Results of this investigation are contained in plots of test data for statié
force tests and dynamic velocity test, qualitative observations of effects
associated with off-design conditions, as well as a 16 mm data film recording

the dynamic tests.

" 6.1 Static Force

Data from static tests show that axial forces on a stool are affected by

inlet area, fiow rate, and position along the transport tube axis. Theoretical
considerations also suggest inlet configuration influences such as inlet
orifice direction angles. Due to program scope limitations, however, inlet
configuration was held constant for testing rather than being treated as

an additional variable test parameter.
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Figure 6.1-1 plots force versus stool position for several flow rates,
showing a substantial drop off of the axial force as the stool moves beyond
5-7.5 cm (2- 3 in) from the anal area. Figure 6.1-2 plots on log-log co-
ordinates static force as a function of both flow and inlet area at stoo]
positions over the range of 0 to 3.8 ecm (1 1/2 in). The 2:1 slope of plotted
data shows force to be a function of ({Flow)Z. Spacing of the plotted Jines

shows that force is also an inverse function of inlet area.

For one test, the 20 cm (8 in) stool was rigged to measure static differ-
ential pressures between several points. These results as plotted showed a

pattern similar to the force versus position data on Figure 6.1-1.

6.2 Dynamic Velocity

Data from movie films of “"free floating” stools show a systematic relation-
ship of axial velocity (down the transport tube axis) to axial position,
flow rate and inlet area. However, measurement of lateral and pitching

displacement did not yield similar relationships.

Figure 6.2-1 plots axial velocity as a function of axial postion for several
transport flow rates which showed that during the first 5 cm (2 in)

of travel after separation, the stool velocities increase. Thereafter,
velocities tended to decrease slowly. In general, higher flow rates give

higher velocities.

A comparison of the limited trial data on the two different stool sizes shows
that the 10 em (4 in) Tong stool had essentially the same final velocity,

but that the initijal acceleration was roughly two times that of the 20 cm
(8 in) stool.
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Figure 6.1-1 Stool Separation Forces as a Function of Axial Location



453.6 (1.0)

45.36 (0.1)

FORCE - GRAMS (LBS)

4.536 (0.01)

4536 (0.001), Lol

(0.14)(0.28)(0.51) ( 1.13)(2.26)
2.35 4.7 9.4 18.8 37.6

EQUIVALENT FLOW - SM3/MIN

“igure 6.1-2 Effect of Static Forces Vs Transport Air Flow for Three Inlet Areas
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Figure 6.2-1 Velocity of Simulated Stools
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InTet area effects were tested at three levels using 24, 12, and 6 holes
(0.64 cm (1/4 in) diameter) of total area, 7.61 (1.18), 3.81 {0.59), and
1.87 (0.29) cmé (inz), respectively. Stool velocities as observed from the
film data were inversely reTated‘to inlet area with the change downward from
24 to 12 holes demonstrating an increased velocity of ~ 200%, while the
change from 12 holes to 6 holes resulted in a velocity increase of only 10

to 20 percent.

6.3 Diarrhetic Stools

Transport of diarrhetic stools was simulated by 1nj§cting small plastic

shapeé into the test chamber. Two sizes were used with the 0.64 cm‘(1/4 in)
diameter spheres being slightly bouyant {0.96 sp. gr.) and the 0.32 cm {1/8 in)
cylinders slightly negative (~ 1.03 sp. gr.). Some general observatidns

about flow patterns and velocities were derived from the photographic data.

The general flow pattern observed was a central high velocity core diffusing
rapidly as the flow progressed down the transbort tube. Associated with this
downward core flow was a small counter flow upward along the tube periphery.
Considerable turbulance permeated the whole pattern. Occasionally a turbu-
lence resembling torrodial vorticies (smoke rings) could be recognized.

Rough measurement of axial velocities along the tube central section showed
initial diarrhetic stool velocities comparable to sotid stool velocities.

At points downward along the axis, the velocity progressively decreased to

values much Tower than those of solid stools.

- 6.4 0ff-Design Conditions

The effects of several variations from normal operation were studied. Plugged
inlet orifice holes, misalignment and loss of seat seal were simulated in the
neutral bouyancy test rig and the results photographed. Stool velocities

were measured and flow pattern changes observed.
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When two and four adjacent holes in a normal 12-hole fn1et ring were plugged,
transport velocities were reduced and asymmetrical flow patterns generated.
Velocity/position profiles of test runs #20 and #21 shOWe& lower velocities
after travels of\approximate]y 5 cm (2 in) with as much as 30% velocity loss
when 4 adjacent holes were plugged. Test runs #22 and #23 with diarrhetic
stools produééd some clues about effects on flow patterns. These were

displaced off center toward the plugged hole side.

Misalignment of the simulated anal axis from coincidence with transport tube
axis did not produce significant effects. Off center shifts of 0.64 cm
(1/4 in) and angles of 0.21 radians (12°) were used in runs #9, #10 and #12

without noticeable changes in velocities or flow patterns.

Basedrupon observations of the simulation, significant performance degradation
would result from loss of air sea1“betweén the user's buttocks and the commode
seat. To simulate this condition one edge of the buttocks simulator was
raised above the "seat" (0.08 cm (0.03 in) for run‘#24 and 0.25 ¢m (0.1 in)
for run #25). Film data showed reductions in flow velocities of 40 to 50%
along with considerable asymmetry in flow patterns, as indicated by a lateral

shift of the stool trajectory away from the leakage gap.

Velocity profiles for the off-design cases not including diarrhetic, are

portrayed in Figure 6.4-1. .

7.0 DISCUSSION
The theoretical basis of separation force is discussed together with compari-
soﬁ of results from static force, dynamic velocity and differential pressure

tests with the theoretical model.
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A first approximation of the inlet flow pattern is represented by Figure 7.0-1.
Contrel Volume represents conditions at the anal area where an inflow 01

from the inlet jets enters and turns downward along the transport tube axis
exiting the control volume as Qo. A total reaction force due to the momentum

change is exerted on the anal surface and represented as

Fo=0 Ap V8 sine +p Ay V2

in which
F, = Reaction Force
p = Mass Density of Fluid
A1 = Area of Inlet Orifice
V] = Inlet Fluid Velocity
A2 = Effective Area of Submerged Jet Along Transport Tube Axis
V2 = Effective Velocity of Submerged Jet
® = Angle of Inlet Orifice from Plane Hormal fo Transport Tube Akis

For the case where 12 inlet orifices of 0.64 cm (1/4 in) diameter are employed,
Figure 7.0-2 plots the total Z reaction force on the users anal area as a
_function of flow rate and outflow "core velocity". Forces are related but

not identical to this reaction force. The coupling of these forces involves
the non-uniform overpressure distribution in a three dimensioned zone into
which the stool protrudes. Earlier tests of pressure distribution indicated
an afr stagnation pressure of approximately 3.18 ecm (1-1/4 in) W.C. In
addition, tests in the neutral bouyancy facility of differential pressures

on a stool showed + 2.54 cm (+ 1 in) W.C. at a point half way down the tapered
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end of the stool. A1l of these results indicate the presence of a concentratec
three dihensiona] high pressure zone which has an effective diameter on the
order of 2.54 cm (1 in) to 4.08 cm {20 in}, an effective height along the
transport tube of 2.54 om (1 in) to 4.08 cm (2 1nl_and_a stagnation value of
Jjust over 2.54 cm (1 in) water for the 0.85 sms/min (30 scfm) flow and 12

hote inlet case.

Whenever a stool intrudes into this high pressure zone forces are developed
which assist in squeezing down the exiting material and expelling it out of

the high pressure zone.

Additional corroboration of the characteristics of these high-pressure zones
can be drawn from the dynamic velocity test data (Figure 6.2-1). Initial
accelerations occur over a distance of about 4.08 cm (2 1in}. ﬁagnitudes of

these accelerations correlate with static force test values.

8.0 CONCLUSIONS
The major parameters governing stool separation and transport are inlet

orifice area (A), orifice configuration, and transport air flow (Q).

Separating Force = f (Q2, %_, Orifice Angle)
‘Transport Velocity = f (Q, 1, distance along tube)
A

The nature of the above parametric relationships is the result of a small
high-pressure zone cregted by momentum effects of the transport flow.

Efféctive design of the inlet orifice should focus and concentrate this zone

at the rectal opening for best use of the "squeeze off" and impulsive character

jstics of this zone.
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SECTION 3

ZERQ GRAVITY TESTING OF A WASTE MANAGEMENT SYSTEM



1.0 BACKGROUND

1.1 General Background

Management of human waste material has probably been one of the more unsavory
tasks encountered during manned spaceflight and has been relatively difficult
to satisfactorily provide, both from the engineering as well as the esthetic
viewpoint. In the absence of gravity, liquids are difficult to collect and
store safely, especially when the liquid is urine which can provide nutrients

for microbial growth.

The chronclogy of the techniéues for human waste collection during Gemini,
Apollo and Skylab and future systems for Shuttle provide some insight into
evaluation of waste management systems for space apb]ications and indicatesA
those areas where difficulties have been encountered or improvements are
needed, The Apo]]o‘wasfe Management Sysfem (WMS)., originally used on the
Gemini program, is quite crude principally due to strict limitations on
equipment weight, power and volume. Basically, urine was collected via a
roll-on cuff or funnel arrangement and Jjettisoned to space. Feces were
collected in a plastic bag attached to the buttocks and stool separation was
accomplished by a gloved finger insert. Following collection, a biocide

was added to the bag and mixed by manual manipulation, then stored. These
procedures can take 45 to 60 minutes to accomplish and haye resulted in odor

release and potential contamination to the cabin of the spacecraft.

The SKYLAB WMS, more sophisticated than the Apoilo system, utilizes air flows
to entrain and transport the urine and feces into separate collection areas.

This system permits Tess user involvement and less odor release but reguires

relatively more complicated equipment such as blowers, air filters and

liquid/air‘separators.



The urinal in the SKYLAB system, designed for male users, is basically a
funnel with an air flow to capture and transport the urine. The urine/air
mixture is processed in a phase separator to dynamically separate air from
the urine. The air is subsequently removed from the separator by a blower,
filtered and returned to cabin ambient. The urine is pumped to a chilled

bag for storage.

The SKYLAB feces collector also uses an air flow to separate, entrain and
transport the stocl. The stool is collected in a porous bag which retains
liquid and solid wastes while permitting passage of the transport air which
is subsequently filtered and returned to cabin ambient. The bag is manually

sealed and the wastes are dried for storage and return to earth.

SHUTTLE ORBITER will require improvements to the Waste Management Systems
not only because long-term experience with the previous system suggested
changes, but also because crewmembers in the future will probably employ
male/female. For Shuttle then, simplified user procedures are needed and
female users must be accommodated. In addition, more "earth-like" accommo-
dations are highly desirable, if not necessary with automated processing,

preferably without the use of bags.

1.2 General Electric Dry John Ahd Previous Programs

The GE Dry John was developed in 1965 for feces collection in a spacecraft

application. In this system, the stool is conveyed by transport air into a
storage container. Within this container, the feces impinge on a rotating

slinger and are centrifugally accelerated through the slinger. This action
separates the transport air from the feces, shreds, and then spreads the

feces in a thin layer over the internal surface of the container. The large



surface area over which the feces is spread is important in subsequent drying
of the waste material. Toilet tissue enters the storage container in a

manner similar to the feces and is distributed by slinger action.

The GE developed urinal is a funnel-like device that can be positioned or
held by the user. Both males and females are accommodated by the system.
The urinal system design requires only low air flows approximately 0.14 to

0.23 m3/min (5 to 8 cfm) to insure entrainment and transport.

The basic GE system provides user procedures comparatively similar to normal
earth oriented waste collection systems; with seating and positioning basically

simi?ar to typical situations.

During the further development and testing of the GE WMS, a number of GE and
NASA sponsored programs have been conducted. While all of these efforts
have contributed to the improvement and testing of the system, two of these

studies are relatively direct precursors of the zero "g" program here. One

of these studies, performed as part of IR&D activities at GE and supported
by NASA JSC dealt with the optimization and evaluation of the GE waste

managemént system for zero gravity applications.

The basic objective of this IRZD program was to prove the functional design
of the GE ny John for waste collection in the zero gravity environment

éxpected for Space Shuttle. Zero gravity and baseline normal gravity tests
of the Dry John WMS confirmed the soundness of approach and established the

basis for future tests by actual male and female users in zero gravity.

The zero gravity tests, conducted as part of this program, established
preliminary air flow rates for urine and fecal collection. Testing included -

simulated urination and simulated normal and diarrhetic stools. Baseline ground

3-3



tests confirmed that the system could accommodate male and female users.
Several specific advantages of the system, including elimination of the need
for vaginal wipes were observed during the tests. Female user acceptance

was excellent with a high degree of confidence in urine containment and urinal
comfort. A detailed account of this study can be found as a part of this

report in Appendix 2.

The second study which is also a direct precursor of this effort is the Feca]
Separation/Transport Investigation dascribed in Section 2 of this report,
Basically the Fecal Separation/Transport Study defined some values of para-

meters tested in the zero "g" tests.

2.0 OBJECTIVES
The objectives of this program were to:
® Incorporate improvements, identified from earlier fecal separation/-
transport studies, into the existing GE Dry John-Zere Gravity Test
System.
s Verify in zefo gravity fecal separation/transport defined in
preceding studies.
i Verify total GE Dry John system performance in zero gravity.
Specifically, the objectives of the zero “g" operation were to verify:
® Proper separation/transport flows for the feces and urine processors.
® Slinger and urine separator performance.

e Human factors design and operation of the system.

3.0 APPROACH
The zero "g" user test was basically a continuation of earlier work! per¥

formed by GE. The general approach was to evaluate the GE WMS in a zero "g"

1A report of the work preceding and leading to this activity can be found
in the Appendix.A. _
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environment produced in a KC-135 aircraft. The results of previous studies
were used to define test parameters, optimize equipment, and insure a high

degree of success of system test procedures in the zero "g" environment.

The zero "g" testing environment was provided by a KC-135 aircraft flying a

parabalic maneuver resulting in short periods of weight1é$sness.

From results of the previous zero "g" simulated fecal and urine collection

" tests, as wef] as the neutral bouyancy tests, baseline air flow settings
were established and some equipment improvements devised. These included a
different urinal support, relocation of test instrumentation and addition of
a privacy enc]osure. Procedures used earlier were altered principally to

accommodate simultaneous fecal and urine collection.

U. 5. Air Force Nurses and local NASA test flight personnel were used as
test subjects. This subject population had the advantage of being flight
qualified, and in the case of the flight nurses, had substantial training

and experience relevant to the nature of the user test work.

The test aircraft (KC-135-NASA-930), flight crew and support were provided
by NASA-JSC Aircraft Operations at Ellington AFB, Houston, Texas.

4.0 EQUIPMENT

" The equipment included é "Dry John".commode for fecal collection, a urine
collection system, instrumentation, and control equipment together with a
privacy enclosure provided by General Electric. In addition to the test
aircraft, NASA-JSC provided photographic equipment, electrical POWET, high
pressure nitrogen and provision for draining urine from the system. A
functional diagram of the system is shown as Figure 4.0-1 and a schematic

of the electrical system in Figure 4.0-2.
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_Figure 4.0-2 Schematic of Electrical System



The commode consisted of a-seat, a slide valve, transport tube, a siinger
and a storage container, together with a blower filter and air flow control

valves .

The contoured seat of the commode assisted in positioning the user. Body

- and foot restraints secured the user to the seat during zero gravity aperation.
When properly seated, the user opened the slide valve closing a power switch
which controlled power to_both the slinger and blower. Transport air flow
occurred concurrently with slide valve opening. This precluded any possible
back flow from the feces storage ;antﬁiner into the cabin ambient. During
defecation, the stool was conveyed by the transport air flow through the
transport tube into the storage container. The gas positioning jets were

used to supplement the transport air f]oﬁ to ensure disengagement of the

feces from the anal area. Within the storage container, the feces impinged

on the rotating slinger, where it was centrifugally accelerated through the
slinger. This action, in addition to separating the transport air from the
feces, shredded and then spread the feces in a thin layer over the internal
surface. The resulting large surface area is of importance in the sub-
sequent drying process. Used toilet tissue entered the storage container in

a manner similar to that of the feces, the tissue being distributed by slinger
~action. Transport air was drawn through a bacteria filter and into the blower
and filter assembly. After defecatidn was completed, the user closed the
slide valve, and removed his position restraints. Closing the slide valve
activated the interlocking switch which turns off the slinger motor and
blower.

The commode storage container and transport tube were fabricated of clear -
plastic to provide photographic access to the fecal collection process. Air

flow control valves and air flow instrumentation allowed setting predetermined

air flow rates.
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' The fecal storage container of the commode was.a closed bowl 50.8 cm (20 in)

in diameter with the top half of transparent plastic. Located just below the
seat was an air inlet ring having ten (10) 0.64 cm (1/4 in) inlet holes. The
inside diameter'of the in]et_ring.aligns with a clear plastic transport tube
terminating about 12.7 e¢m (1/2 in) abbve the slinger tines. The 14.0 cm (5.5 in)
diameter single row slinger was powered by a 400 Hz 7000 rpm motor. Slinger

tines were 7.6 cm-(3 in) Tong and mounted on a 0.5 radian’ (30°) half cone angle.

.Transport air flow was provided by Vane-Axial Blower (Joy Mod AV 3.5-2.75
120D) rated at 1.7 m3 (60 scfm),  For air flow control, series and bypass
valves were incorporated in the 5 cm (2 in) diameter air ducting. Flow
measurement was by pitot-statib connections which sensed total and static
pressures in a section of the air ducting driving conventional aircraft air

speed and altitude indicators.

The urine collection system inc]uded a urinal, urinal mounting device, phase

separator, blower, air filters, air flow control and instrumentation.

The urinal was a conical device leading to a phase separator. The urinal
pos1tioﬁ can be adjustable in position to suit the convenience of the user,
male or female. The phase separator was a centrifugal device which dynami-
cally separated the collected urine from the transport air flowing through
" the urinal and the connecting tube. The urine was pumped to a storage
container while the air was recirculated by the blower and odor filter

assembly.

Two types of urinal assemblies were constructed for the tests, one a female/male
and the other a male design. Basic configuration of the ma]e/fema1e'urina1 was a

receptacle approximately 5 cm (2 in) wide x 13 cm {5 in) long which was contoured



to fit a periferal area surrounding the vulva. The urinal is shown in
Figure 4.0-3. The structural connection element is interrupted to provide
an inlet for transport air flow. Configuration and size of the inlets were
intended to give a continuous in-flow of air around the full periphery

directed parallel and in close proximity to local skin contour.

The male design was a simple conical device with 5 em(2 in) diameter inlet.
Both designs were fabricated out of transparent plastic to provide photo-

graphic access to the urine collection process.

The remaining elements of the urine collection system included a centrifuqgal
phase separator to remove all 1iquid from the transport flow before the air
stream proceeded to the blower and exited. Actual flow was controlled by
an in-line butterfly valve and measured by pilot and static tubes in the

exit of the phase separator.

To provide privacy to subjects using the Dry John, a simple modular enclosure

was fabricated. Overall dimensions were 1.2 x 2.5 x 2m (4 ft. x 8 ft. x 6 1/2 ft.)
high with the largest panel modules being 1.9 x .8m (6 ft. x 2 1/2 ft.). Al
panels were aluminum angle picture frame covered with an aluminum sheet

except for one entry panel. For this, NASA-JSC provioed a fire-proof curtain

with velcro closures. Figure 4.0-4 shows the arrangement of Dry John within

the privacy enclosure.

Equipment arrangements in the test aircraft are documented in three photographs
Figure 4.0-5 shows the power and contro] equipment as well as the phase sepa-
rator mounted forward of the privacy enclosure. A curtained entrance was on
the left side of the enclosure. Figure 4.0-6 displays the interior of the |

enclosure including the commode, restraints and camera equipment. Although
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Figure 4.0-3 Male/Female Urine Receptacle

a urine receptacle is not in place, a new mounting mechanism is shown. Four (4)
separate adjustments in this mechanism provided a wide range of adjustability

to provide the capability to collect data regarding user positioning of the
urinal. On each adjustment, a marked scale arrangement provided a position
reference so that any urinal position could be reestablished, if required.

For female usage, the support mechanism included a spring device to provide
sealing forces of the urine receptacle against the subject's pubic area.

When fully compressed, the spring excited a force of approximately 2.23 kg

(5 1bs) on the female pubic area.

A dynamic phase separator was used during the zero “g" and ground testing to

separate transport air from urine. Pictorial data by hand-held movie cameras






Figure 4.0-5

Power and Control Equipment, Phase Separator
and Privacy Enclosure

Figure 4.0-€

Interior of the Privacy Enclosure Showing Cameras,
Restraints and Waste Management System
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were taken and the performance was visually monitored during urine collections.
Inlet line carrying the air/Tiquid mixture and exit lines for transport air
and urine were transparent as was the top half of the separator itself to

permit visual observation of liquid carry over.

5.0 PROCEDURES

Basic test procedures are found in Appendix B, Test Pian For Zero "G" Testing
of General Electric's Waste Management Model. General procedures consisted

of the following:

Each new subject group was given a pre-flight briefing on the equipment
operation and test objectives and procedures. Then, a ground baseline test
was run in which each subject used the system for a urine collection, becoming
familiar with the adjustments necessary for obtaining a satisfactory urinail
position. Following ground use, each subject was debriefed and asked to

fill out a questionnaire {Appendix C).

The zero "g" maneuver is a parabolic trajectory giving a weightlessness

period preceded and followed by high acceleration entry and recover (See
Figure 5.0-1). To execute this maneuver, the pilot establishes an altitude
of approximately 7625m (25,000 ft) and accelerates in level flight to Mach. 88
then pitches up at +2 G's to a 0.78 radian (45°) nose up attitude. Then a
slight pitch down initiates the zero "g" period. The pilot continues pitch
down rotation using a special accelerometer indicator to control vertical
acceleration to essentially zero. This continues for up to 30 seconds while
the aircraft goes "over the top" at perhaps 10,675m (35,000 ft) and comes
comes back down. During this period, test procedures are conducted. At a-

0.52 radian (30°) nose down pitch attitude, the experimenters get personnel
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into safe positions, and at 0.78 radian (45°) nose down pitch angle, recovery
s started and 2 to 2 1/2 G's vertical acceleration is applied to bring the

aircraft back into level flight and ready to repeat the maneuver.

yd N

) S (35,000 FT) :
; "——25-—-"_,-"1-—-——05-—-—_5 \\ﬂ"—“ —

/ | 30 $EC. \

N,
hS
o SPEED-MACH 38 -
R COURSE: 14.5 KM (9 MILES) F{:&

TIME-70 SEC. 7,620M (25,000 FT)

Figure 5.0-1 Illustration of the Trajectory Used in the KC-135
Aircraft to Produce the Zero "G" Condition

For each f1ight, the procedure was to use the "climbout” time to check out
equipment functions and to organize the subject 1ine-up. A clean urinal was

installed and given a preliminary adjustment for each subject.

Before beginning the zero "g" maneuver a subject entered the enclosure,
disrobed, sat down on the commode, engaged the restraints, adjusted the
urinal position and signaled his readiness. Another subject ("Buddy") was
stationed just outside the enclosure to be available if assistance or supp]é-
mentary communication was needed. Normal communication was provided on a
head set circuit betweén the subject, "Buddy", experiment conductors, and the

flight deck.

Camefa.equipment and photo Tights were controlled by the flight engineer
and turned on only during the zerc "g* part of the maneuver. Subjects
attempted to time the start and stop of urination/defecation to occur only

in the wéight]ess period.
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Normally each subject was scheduled for six parabolas, but the period was
shortened or extended at the disposition of the subject. Straight and level
flight was resumed for intervals when subjects were changed and then the
same tést procedure was repeated. After each usage, the subject filled out

an appropriate questionnaire (Appendix C).

Following the flight when developed films were ready, a subject debriefing

was held to elicit further comments and evaluations.

€.0 RESULTS

6.1 General Results

Results of the zero "g" tests were documented on 16 mm film and questioﬁ—
naires. The user flight test phase was accomplished during November

1973 at the NASA Aircraft Operations Facility, Ellington AFB, Houston, Texas.
In the course of ten flights, 242 parabolas were flown giving an available
zero "g" test time approaching two hours. Nineteen subjects (12 female and

7 male) participated. The subjects were USAF Reserve Nurses or NASA and GE
volunteers. As a result of the combined variabilities of subject availability
and the test aircraft availability, there was a wide range of subject oppor-
tunity to become acclimated to the zero "g" maneuver environment and to make
use of the Dry John equipment. Three of the nineteen subjects had only one
opportunity while another three had from five to eight opportunities. Fkom
the total of fifty-four (54) subject opportunities, there were forty-five (45)
urine collections and ten (10) fecal collections. However, because some of
the uripations or defecations occurred at times of the Zero "G" Maneuver
during which photo equipment was not functioning, those recorded on film were

forty-two (42) urine and six (6) fecal collections. In addition, fifty-two (52)



questionnaires were completed by the subjects (Appendix C). Table 6.1-1
tabulates the individual subject participation in user testing. For each
flight, the usage opportunities are noted by the number of parabolic maneuvers
used. Table 6.1-2 summarizes the performance, giving for each flight the

number of urine and stool collections obtained.

6.2 Flight Chronology

In the following chronology, descriptive data on subject's performance,

collection flow settings, and equipment are listed for each flight.

Flight 0 - Tuesday, November 6th, 1973

After one parabola and one subject voiding, the flight was aborted due to

malfunctioning of the aircraft's cabin pressurization/conditioning system.

Flight 1 - Thursday AM, November 8th, 1973

Five subjects flew 17 maneuvers, and 4 urine collections were recorded.
Flow rates used were 0.23 sm3/min (8 scfm) and 0.68'sm3/min (24 scfm) for

urine collection and fecal collection system, respectively.

Subject Initials Parabolas ~Collection
1 PF : 4 Urine
2 MK 2 | Urine
3 LB 3 Urine
4 MG 4 ---
5 SF 4 Urine



Table 6.1-1 Subject Participation In User Tests
(By Number of Parabolas)

. Flight Number
Subject | Ground e
Test 1 2 3 4 5 6 7 8 9 !1p
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Participations 5 4 7 6 215 5 5 7 8 | o4

Total Parabolas 17 9 23 27 23 33 26 23 32 39 | 242




Table 6.71-2 Flight Test Subject Performance Summary

No. Subjects , . Urine Collections Stool Collections
Flight _ Recorded Not Not
No.  Male Female Total On Film Recorded Dry Recorded Recorded Dry]
1 0 5 5 4 1 |
2 13 4 4 D \@f\@
3 16 7 7 <®
4 1 5 6 6
5 2 2 2 1 1
6 2 3 | 5 3 2 2 1 2
7 3 2 5 2 3 1 3
8 4 1 5 2 3 1 4
9 3 4 7 5 2 2 5
10 3 s 8 7 ] ] 7
18 36 54 42 3 9 5 4y 22

1 Dry runs are those test runs where urination or defecation was not
accomplished by the subject.
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Flight 2 - Thursday PM, November 8th 1973

Four subjects flew 9 parabolas, and four successful urine collections were

recorded. Air flow setting was 0.17 sm3/min (6 scfm).

Subjéct Initials P&raboTas Collection
1 BS 2 Urine
2 | LB 2 Urine
3 CR 3 Urine
4 JM 2 Urine

Flight 3 - Friday AM, November 9th, 1973

Seven subjects flew 23 parabolas. Seven successful urine collections were

recorded. Air flow setting was 0.17 sm3/min (6 scfm).

Subject Initials Parabolas Collection
1 SF 3 Urine
2 cs 2 Urine
3 GB 2 Urine
4 PF 4 Urine
5 BS 3 Urine
6 LB 3 Urine
7 M 6 Urine
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Flight 4 - Friday PM, November 9th, 1973

Six subjects flew 17 parabolas and all had successful urine collections.
Except for subject no. 2, the collection air flow was 0.17 sm3/min (6 scfh).
0.23 sm3/min (8 scfm) was used for subject no. 2 (L.B.); To compensate for
difficulties in maintaining an adequate sealing contact with the urine
receptacie throughout the zero “g" maneuvers, this subject of small % 45.4 kg

size (¥ 100 1bs) had to use the receptacle adjustment at one end of total

- range of the equipment.

Subject Initials Parabolas Collection
1 : MG 3 Urine
2 ' LB 3 Urine
3 JM 3 Urine
4 MK 2 Urine
5 PF 3 Urine
3 Urine

B CR

Between Flights 4 and 5 while aircraft hydraulic system difficulties were
being diagnosed, 1mprovemenfs were made in the front camera adjustments and
lighting. Also discussions under the guidance of Dr. €. E. Ross, NASA FTight
Surgeon, were held with the subjects on methods of obtaining defecations in
flight. To aid subjects in defecating, Metamucﬂ2 was made available to
subjects and flight schedules were advanced for earlier (7:30 AM) take-

offs. The test aircraft availability, however, did not always conform with

this planning.

2
Searle Labaoratories
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Fiight 5 - Monday PM, November 19th, 1973

Two subjects flew 17 parabolas with two successful urine collections. One
fecal collection occurred during the high G portion of a maneuver so it was
not recorded by the cameras. In addition, the female mannequin "Gynny" was
tested for 6 parabolas to explore the effect of large gaps % 0.64 cm (~ 1/4 in)
at the collection receptacle on collection efficiency. The latter was run
at an airflow of 0.25 sm3/min (9 scfm), and urine flow rates of & to 35 ml/sec

with all simulated collections successful. Flow rates for the human subjects

were 0.19 sm3/min (7 scfm) and 0.62 sm3/min (22 scfm).

Subject Initials Parabolas Collection

1 SF n Urine - (Small Stool Not Recorded )
2 MJK 6 Urine
3 "Gynny" 6 Urine

Flight 6 - Tuesday AM, November 20

Five subjec;s flew 33 parabolas with five urine collections and three stoo]

collections. One stool collection was recorded. 0f the other two, one was

not completed until after termination of the 25 second zero "g" period and
record of the third was lost due to d camera malfunction. Air flows were
0.17 sm3/min (6 scfm) for urine and initially 0.68 sm3/min (24 scfm) for
stool collection. This flow dropped down to 0.57 sm3/min (20 scfm) after
subject 1 and at the end of the mission was less than 0.42 sm3/min {15 scfm)

due to a blockage of the aip outlet by excessive amounts of paper toweling

and tissue.
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Subject Initials .Parabolas Collection

1 GB 6 Urine & Fecal
2 BS 6 Urine
3 BP 9 Urine
4 GS 5 Fecal
5 _ SF 7 Urine & Fecal

Elight 7 - Wednesday AM, Novembef 21

Five subjects flew 26 parabolas. Three urine and two stool collections
resulted with one of the latter recorded on film. A modified éTinger
having bottom side tines was substituted for the original slinger to
prevent péper blockage experienced on Flight 6. Airflows were set at 3.7

(8 scfm) and 0.85 sm3/min (30 scfm) for urine and feces collection.

Subject Initials Parabolas Collection
1 BS 7 Urine & Fecal
2 BP 9 Urine
3 SF 3 Fecal
4 Ccs 3 -
5 . RB 4 Urine

Flight 8 - Wednesday AM, November 28

Five subjects flew 23 parabolas. Four urine collections and one fecal
collection were made but film record on urinations of the first three subjects
were lost due to filmﬁbreakage in the camera. A new Apollo type urinal was

used for male collections and a new stronger spring to get higher contact

forces was used for the female cbl]ections. Collection air flows were 0.09°

sm3/min (7 scfm) and 0.85 sm3/min (30 scfm) for urine and stool collection,

respectively.
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Subject Initials Parabolas Collection

1 ) 3 *Urine & Defecation
2 JH 3 *Urine
3 BP 6 *Urine
4 SF 6 Urine
5 RB 5 Urine

*Film Record Unavailable

Flight 9 - Thursday AM, November 29

Seven subjects flew 32 parabolas. Three were novices from a new group of
Air Force nurses. Five urine collections were made and recorded. Two
defecations occurred but not during the zero "g" filming window so they were

unrecorded. . Air flow settings were 0.23 (8) and 0.85 sm3/min (30 scfm).

Subject Injtials Parabolas Collection
1 JH 4 Urine & Defecation*
2 PH 3 Urine
3 LH 4 -
4 £s 4 Urine
5 SF 8 Defecation*
6 BP 5. Urine
7 DA 4 Urine

*Not Recorded
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Flight 10 - Friday AM, November 30th

Eight subjects including one novice flew 39 parabolas with six urine and one
stool collection recorded. Collection air flows were 0.23 (8) and 0.85 sma/min
(30 scfm). Subject 1 had a very poor adjustment of seat restraint and urine
receptacle’with the result that a small amount of urine (estimated at 1/2 ml

or less) entrained in the collection flow and escaped into the cabin ambient.
This loss was not reported by the subject and no apparent contamination

occurred to the subject. A1l other collections were completely successful.

Subject Initials Parabolas Collection
1 KOC 5 Urine - (Poor Adjustment)
2 €S 2 Urine
3 JH 6 Urine & Defecation
4 BP 6 Urine
5 GS 4 Urine
6 LH 5 .
7 PH 3 | Urine
8 SF _ 8 Urine

6.3 Phase Separator QOperation

Data on and urinal observation of the phase separator indicated that at no
time waé there carry over of urine into the air exit. Occasionally a smali
band of condensation was observed on the first 10.2 em (4 in) of air exit
tube immediately after a urine collection. At an early stage in the testing
there was indication that the impeller speed was errat1c and siow during

zero "g" maneuvers, and inspection of the separator cover 1nd1cated that the’
1mpe]1er was occasionally rubbing. Adjustments were made to give additiona1

~axial clearance of ¥ 0.08 cm (% 1/32 in) which alleviafed the problem.
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7.0 ANALYSIS/DISCUSSION

7.1 Analysis of Urine Collection Films

A study of urine collection results included comparison with simulated col-
lection fests, the range of performances obtained with the different subjects,

and appraisal of the egquipment performance.

Results of simulated female urine collections (Gynny) suggested that satis-
factory collection was obtained at air flows above 0.08 sm3/min (3 scfm) as
lTong as approximately full sealing contact occurred between the urine recep-
tacle and the mannequin. Also when a deliberate mis-seal of 0.32 cm {1/8 in)
to 0.64 cm (1/4 in) was introduced collection was still satisfactory at the
one air flow tested, 0.25 sm3/min (9 scfm). For the user tests the collection
air flow was set initially at 0.17 sm3/min (6 scfm), and subsequently at

0.23 sm3/min (8 scfm}). Collections were Satisfactory with all fluid retained
within the system. The higher airflows were used when there were questions
about how well the adjustment of the urinal could be made to give a proper
seal. One of the subjects had a very small physique which the urinal adjust-
ments, at their Timit, found difficult to accommodate. For all the other

subjects the adjustment range was adequate.

Wide ranges were noted in the rate of urine flow and direction of the stream.
Very low urine flows were characterized by formation of large globules of
1iquid which would eventually be pinched off and entrained by the collection
air flow. Very high urine flows were accompanied by splatter and some
accumulation of urine in the receptacle throat. Considerable variability

of stream direction was noted. 1In half of the collections the stream impinged
on sidewalls of the urinal, and in 10% of the collections the lateral and

elevation directions were such that the subject's 1imbs would probably have
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been contaminated were it not for the direct sealing presence of the collec-
tion receptacle. Flow cross-sections typically were coherant and circular.
Only the very high flow rates had any breakup into splatter. There was very

1ittle residual urine left in the 1abié afterwards.,

For male subjecté the coliection air flows of 0.17 - 0.23 sm3/min (6-8 scfm)
were more than adequate when the male type urinals were used. When the

‘ female receptacle was used, the urine on receptacle walls near the entrance
was transported very slowly as a result of the relatively Tow air've]ocities.
The principle difficulty encountered by males during the test was in main-
taining a proper aim. Transitions from 2 "g" to zero “g" together with
occasionaf turbulance required frequent attention and re-aiming. A1l of

the male collections, none the less, were successful with all urine contained

within the system.

7.2 Analysis of Stool Collection Films

A study of the §t001 collection films can be summarized by comments about

the physical characteristics and dynamics observed. Of the six stools filmed,
five were produced in timé to go through the slinger during zero "g" while

a 6th did not come in time to make the complete cycle. As for size and shape
three were 20 cm f8 in) or longer and the rest about 10 cm (4 in). Also

half had‘a decided curl which is probably unique to the zero gravity situation.
The dynamics observed were generally that the long stools, whether curled

or not came straight down the transport tube where as two shorter stools
came‘down with initial tumbling and landed on the slinger disk crosswise.
The transport velocities were estimated for three stools and compared with
velocities predicted from the neutral bouyancy simulation results. fhe
realized velocities observed with natural stools ranged from 20 to 40 cm/sec

(8 to 16 in/sec) and were roughly 2/3 of the prediction.
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One subject, Flight & - No. 1, reported a more than average amount of tissue
was needed for wiping and cleanup after defecation. In the urine collection
films for this subject there were indicatioﬁs of discontinuous contact with
the seat as the subject appeared to "1ift-off" during portions of the zero "g"
maneuvers probably due to inappropriate use of the user restraint system.

Also separation did not appear to occur cleanly at the anus leaving a short
stool (1-2 cm Tong) adhering to the sphincter. Loss of the seal between
buttocks and seat apparently interferred with normal clean separation.
Contamination, however, was restricted to the anal area of the subject and

cleaned off by use of a wiping tissue.

7.3 Analysis of Subjective Data and Questionnaires

The amount of data collected by questionnaires, debriefings and other comments
of the test subjects was voluminous. In general, both the male and female
users of the system were totally satisfied with system performance. There

were no reports by the subjects of serious malfunction.

A wide variety of comments about system design and operation of a human
factors nature were obtained. 1In many instances these comments were accom-

modated as the test proceeded.

Since the subject questionnaire data was varied in its content and should be
interpreted essentially on an individual basis, no overall summarization of

the questionnaires was attempted.

Questionnaire data collected during the study is provided in Section C of

the Appendix.

8.0 CONCLUSIONS
The GE Dry John system functioned satisfactorily during the zero "g" tests.

Both males and females were accommodated by the urine and fecal collection
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systems. User acceptance of the system was excellent. A number of suggestions
regarding design features and operational procedures were obtained during
the conduct of the study; many of these suggestions resulted in modifications

and -improvements to the equipment during the test.

Data frdm the study indicates that the design features of GE WCS

should function entirely satisfactorily as a spacecraft system. The basic
features and design of the current GE system tested in this program could be
directly incorporated into a Shuttle Orbiter WCS without further testing

in zero gravity.
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SECTION 4

INVESTIGATION OF AIR DRYING OF FECAL WASTES AS AN ALTERNATIVE
FOR THE SHUTTLE ORBITER WASTE MANAGEMENT SYSTEM



1.0 BACKGROUND

Air drying of feces offers a number of advantages over vacuum drying for a

Shuttle Orbiter type spacecraft. First, the elimination of vacuum vents

prevents the possible impairment of visibility, maneuvering capability, spectral

- sSensor responses, photography ports, thermal control surfaces, and even

telemetry, through a combination of plating-out (coating) and physical inter-

ference. Contrary to early predictions, contaminants form a “cloud" around

the spacecraft as they are produced. Condensible gases coat the cold surfaces

of the spacecraft while both the condensible and noncondensible gases are

retained near the spacecraft by a number of factors; namely:

Phase Eguilibration.

Hydrodynamic Coupling and Interaction with the Vehicle Flow Field.

Induced Polarization.

Electrostatic Field Effects.

Waste management systems have been a source of contamination both within the

vehicle and in the inmediate space environment when accumulated urine is

Jjettisoned or through venting during vacuum drying of fecal waste.

Secondly, elimination of a vehicle penetration to space vacuum enhances the

structural integrity of the spacecraft and therefore the safety of the crew.

Thirdly, the basic simplicity of the Dry John design is retained, while

reducing the number of control functions and minimizing redundancy require-

ments. As a consequence, rigorous valve and connecting Tine designs are

eliminated and the overall result is a more cost effective approach to waste

management.
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2.0 INVESTIGATION PROGRAMS

2.1 General Approach

The investigation was conducted in three phases beginning with a trade study
of drying air sources using the current Shuttle cabin ambient as a baseline.
The second phase invoived selected laboratory testing of critical areas.
Finally, an actual user test checked the feasibility of air drying under

simulated Shuttle usage conditions.

2.2 Trade-QOff Study of Drying Air Sources Test Definition and Study Approaches

2.2.1 Objectives
The primary objectives for the air drying study were:
o Identify and define parametric constraints of air drying based on
expected Shuttle cabin environment and ECLS system characteristics,
e Identify poSsib]e optimal situations which may offer more drying
performance at less cost in weight, power, space, or interface

complications.

2.2.2 Approach

The general approach used was to survey the available technical information
on Shuttie cabin and environmental control--life support systems for data on
potential sburces, sinks and movers of drying air. These sources were then
compared to the requirements, mediated through the biodynamics and crew size,
in order to establish feasible limits of major test parameters including aijr-

flow rates, temperatures and humidities.

2.2.3 Requirements

Functional requirements of an air drying method are drawn from data assoctated
with rates of waste production, crew size and assumptions concerning the
biodynamics of dried solid metabolic waste.
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Data available on solid metabolic waste generation! indicates the following:

Rates Of Solid Metabolic Waste Generation

Min, Normal Max imum
Fecal Solids 18¢ (0.04 1b) 31g (6.07 1b) 68g (0.15 1b) /24 hrs
Fecal Water  58g (0.13 1b) 91g (C.20 1b) 200g (0.44 1b) /28 hrs

Total 77g (0.17 1b) 1229 (0.27 1b) 2679 (0.59 1b) /24 hrs

Crew Size Assumptions

Basic Crew 4 for nominal 7 day mission.

Maximum additional passengers 6 for short missions.

Biodynamic requirements stipulate that the waste management system shall be
capable of accommodating the total 24 hour input within a period as short as .
2 1/2 hours, with a concomitant reduction in moisture content. Pecoraro?
indicates that reduction of fecal moisture to 50% by weight provides a

bacterio-static condition for prolonged storage periods.

2.2.4 Data
Table 2.2.4-1 {identifies and lists available data on potential sources of

drying air and sinks into which "used" air could be discharged.

2.2.5 Air Flow Required for Drying

Two primary factors that determine the amount of air flow required to dry
solid metabolic waste are: The rate of fecal water eVaporation required,

and the increment of absolute humidity change of air passing thru the commode.

T North American Rockwell document, No. 50-72-SHO106.

2 Pecoraro, J. N., Bioastronautics Data Book, 1973
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Table 2.2.4-1 Potential Sources of Drying Air
Location Flow Pressure Temperature
sm3/min| (scfm)| atm. ty °C |(°F) £, °C (op) | Source |Sink
1. ARS - Downstream from Blovers 8.07 [(285) [+0.014 [(5.7 in. w.c.) [25.56° [{78°) {3.89°-16.11° |{39°-61°) X
2. ARS - Downstream from Cabin 8.07 (285) 1<0.014 |(5.7 in. w.c.) 3.89°-16.11° [{39°-61°) *
Heat Exchanger
3. ARS - Downstream from Air g.07 ({285} |<0.014 |{5.7 in. w.c.) X
Mixing Junction
4. Cabin Amkient Aijr 0 0 0 21.11° [(70°) 10.00° (50°) X X
5. Make-Up Gas InTet to Cabin 0.002 |(.08) [-2.08 [(30 psi) <<0° (0°) X
6. ARS - Between Inlet and Filter g.o7 |(285) 21.11° 1(70°) {3.89°-16.11° |(39°-61°) X
7. Avionics Bay 0.001 {{.03) [-0.03 (0.4 psi) X
Air Movers
1. ARS - Elowers 8.12 {287) | 0.014 [(5.7 in. W.c.)
2. WMS - Stool Collection 0.85 |{ 30) | 0.037 |{(15 in. w.c.)




Fecal inputs are dependent on crew compliment and are noted in Figure 2.2.5-1.
Not all of the fecal water must be evaporated. In order to obtain a moisture
content, for example, of 50% from a stool that is initially 25% solids aﬁd

75% water, requires removal of 83% of the original water.

The fecal moisture contents, in turn, define the air flow requirement as
shown in Figure 2.2.5-2. Absolute humidity change is an “important" variable

with this air flow.

The amount of water that a given air stream can pick up is illustrated on
Figure 2.2.5-3 which defines the range of Shuttle cabin conditions on a

psychrometric chart.

The amount of moisture, that will be transferred from fecal matter into an
adjoining air volume is dependent on a number of variables which include
concentration gradients, diffusion coefficients, and boundary layer character-
istics of the air. Accordingly the evaluation test phase was planned to get

some overall measure of drying performance.

2.2.6 Air Drying Concepts and Ihterfaces

Two concepts differing in airflow and interface impact were chosen. The
first concept, with minimal interface demands, makes use of the stool trans-
port airflow, approximately 0.85 sm3/mih (30 scfm), for air drying. A timing
function is added to keep a blower running for some period following each usage1.
second concept uses a low continuous flow from the ARS tapped off just beyond
the blowers and using the air moving capability of the ARS to maintain this
floﬁ.r After passing thru the commode bow]l and odor/bacterial filters, this

air would also return to the cabin. Additiocnal interfaces are the 2.54 to

1 Air is drawn from and returned to the cabin.
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3.81 cm {1 to 1-1/2'4n) air duct connection to the ARS blower chamber and the
added duct run to the WMS unit.

_2.3 Evaluation Test Program -

2.3.1 Objectives

The Evaluation Test Program objectives were as follows:
o Develop data on drying charatteriﬁtics and microbiological activity
of slung fecal materié],
¢ Evaluate the effectiveness of conceptual approaches, and

e Establish drying conditions for subseguent user testing.

2.3.2 Approach

Features of the approach to the evaluation program were the exploration of -
parameters affecting drying and the use of both simulated and natural fecal
material. The apparatus capability for surface air velocity variation was
explored, and measurements of drying performance as affected by airf}ow,
humidity and velocity were made. Artificial fecal material was used initially
to facilitate the experimental procedure, but subsequent runs with real fecal

material were made.

2.3.3 Equipment

Equipment used for eva]uatfon testing 1nc1uded the basic Dry John Bowl with
an added inner basket in order to facilitate sampling and weighing collected

feces. The external air circuit included means for humidity control.

Figure 2.3.3-1 shows the equipment, test rig equipment, and instrumentation.

The Dry John Bowl assembly includes a 50.8 cm (20 in) bowl with a tranSparent
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Figure 2.3.3-1

Equipment, Test Rig and Instrumentation
for the Air Drying Investigation
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top half. In the bottom half a slinger motor assembly and exit air ducting
are mounted. Except for the motor the Tower assembly is the same unit
previously used on both simulated and user zero "g" flight testing. To drive
the slinger, a 73.5 watt {1/10 H.P.) 60 Hz, 3.98 radians/sec (i550 rpm)

- shaded pole GE motor was used (Mod. No. GE-5KSP-11). The slinger had twelve
0.32 cm (1/8 in) diameter tines, 7.62 cm (3 in) long, at a 0.52 radian - {30°)

half cone angle.

A'schematic of the system is shown on Figure 2.3.3-2. Inside the bowl a new
"basket" insert was fitted so as to be quickly removable for weighing. The
“basket" was a cylinderical surface 45.7 cm {18 in) diameter and 15.2 c¢m

(6 in) high. Sample slides were installed at intervals along the inner bowl
so that samples of slung material could be taken for biological assays. A
new transparent bowl cover was fabricated with a 5.08 cm {2 in) diameter
tangential air inlet, and an instrumentation access port for insertion of

velocity probes.

Equipment for humidifying inlet air was assembled in a 227 liter (50 gallon)
air-tempering chamber. Inside the chambef were water spray nozzles and a
recirculation fan. In the outlet tube a humidity sensor (Wide Range Hygro
Sensor Serial 4312 by Hygrodynamics, Inc.) measured humidity of air exiting
to the bowl and provided, through a solenoid valve in the spray nozzel water-

Tine, a simple control of relative humidity within the system.

For moving air within the system, a 115v 60 Hz "Windjammer" blower (Model No.
115603 by AMETEK/Lamb Electric ) was used. A dual filter holder was fabricated
to include both "Purafil" and activated charcoal materials in series. A

Barneby-Cheney "Air Purifier Canister CHI" with activated charcoal was used
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as the container for 6.32 cm {1/8 in) alumina pellets, impregnated with
potassium permanganate (KMnOg), obtained as "Purafil" from H. E. Burroughs

& Associates. Incoming air was distributed thru 45.7 c¢m (18 in) long 3.81 cm
(1 1/2 in) diameter screen in the center of the assembly, passing first thru
the Purafi] fi]ter and then the activated charcoal filter, and finally col-

lected in a 25.4 em (10 in} diameter housing at the exit.

Air velocity measufements within the bowl were made with a 0.32 cm (1/8 in)
diameter Keil probe and a 2.54 c¢cm (1.0 in) Inclined Water Manometer. Temper-
atures sensed by thermocouples, were:fécorded on a strip chart. Air flow
measurements were made using a pitotstatic assembly built for the earlier

zero "g" flight tests (See Appendix A for a more detailed description).

2.3.4 Procedures
Procedures developed for the preparation and injection of simulated fecal

material were as follows:

Dog Food "Gains Burger Patty" 175g
Peanut Butter 20g
Water 70 to 680g
“Jello" 0 to 85g

"Jello" was added to the mixture‘in'order to obtain a consistancy as close
to actual human fecal material as possible. A chilled gel with a maximum
water content of 70 to 75% would display acceptable characteristics. Tube§
2.54 cm {1 in) in diameter were used to "core out" slugs of the materia1.and
inject it into the Dry John Slinger. A normal load of 500 grams would be
divided into four separate charges and injected into the transport tube

opening at 1.57 radian {90°) points around the inlet.

Natural fecal material was collected in specially fabricated plastic bags
with a small exit-neck. The material was squeezed into 2.54 cm (1 in) tubes

and injected into the commode in the same way as the simulated fecal materia].
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Drying test runs were timed for a 22 hour cycle with the start of a test
early in the morning. This allowed for more frequent readings early during
the drying cycle with a long overnight periocd at the end of each run when

drying changes were more stabilized.

Table 2.3.4-1 1ists the test condition combinations used for the series of

air drying tests.

2.3.5 Results

Initial tests established the relationship of surface air velocities to
variable input flow and impeller activity. Drying tests with artificial
fecal material provided data on the effects of airflow, time, relative
humidity, sample moisture content, and sample mass on drying rates. Addi-
tional tests using natural fecal material were run under conditions chosen

to simulate Shuttle applications.

Air velocity measurements were taken at the inner surface of the "basket"
insert. The data plotted in Figure 2.3.5-1 and 2.3.5-2 show surface air
velocity ranging with air flow thru the system; also, the velocity distri-

bution at distances away from the wall as affected by slinger activity.

Air drying test results for runs with simulated feces were plotted. Moisture
content as a function of drying time, for each of eight runs is depicted in

Figure 2.3.5-3. The fecal drying rates are displayed in Figure 2.3.5-4.

Results of similar runs with natural fecal material are shown in Figure
2.3.5~5 and 2.3.5-6 which indicate moisture content and drying rates,

respectively,
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Test

Run

No.

Phase
Phasé
Phase
Phase
Phase
Phase
Phase

Phase
Phase

Phase

Phase

Phase

NOTE: (A) - Stinger running for full drying period

I-1
1 -2
I-3
1 -4

I1-1
I1-2

I1-3
I1-4

Table 2.3.4-1

‘Test Conditions

Evaluation Tests - Air Drying of Fecal Material

Inlet Air

Flow

sm3/min  (scfm)

1.08
0.85
0.42
0.85
0.85
0.14
0.14
0.14

0.14

0.14

- 0.14
0.14

38

.30

15

R.

[se

50-55
50-55

50-55
50-55

Material Characteristics

Moisture

Weight Content
Grams %
238 47
388 65
252 65
414 65
500 75
- 500 - 75
559 72
202 75
584 81
467 81
410 76
208 71

Type

Simuiated
Simulated
Simulated
Simulated
Simulated
Simulated
Simulated

Simulated
Natural

Natural

Natural

Natural

(B) - Slinger running for first 4 hours of drying period

(C) -~ Wire mesh liner used on basket wall

Other

Conditions

(C)
(C)
(c)
(A) (cC)
(B) (C)
(8)

(A)
(B) Slinger

Turned Back
On At 21 Hours

(A)
(B-7)
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MOISTURE CONTENT

-- GRAMS WATER/GRAM DRY SOLIDS

SYMB. RUN.

ORIG WT. . CONDITIONS

3.0 R
o
¥
a
X

2.0 -

FLOW  R.H.
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1 1.08 {38) 33
2 0.85 ( 30) 60
3 0.42 (15) 60
4 0.85 ( 30) 60
50.85 ( 30) 60

G

-—

267
338

252
414

384

No Screen
No Screen
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Screen & Foil
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B
0
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3.0 ‘ after 4 hrs
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TIME _
Moisture Content of Simulated Fecal Material
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DRYING RATE GRAMS WATER/HR/GRAM -DRY SOLIDS

SYMB.  RUN 5, FLON
| SM®/MIN  (SCFM)
. 1 1.08  (38)
0.a4 o 2 0.85 (30
| © 3 0.42 (15)
A IS 4 0.85  (30)
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267 No Screen
388 No Screen
252 Screen & Foil
414 Screen & Foil
384 Screen & Foil

4] T T
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Figure 2.3.5-4 Rate of Drying of Simulated Fecal Materials
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MOISTURE CONTENT -- PERCENT ( WT. OF WATER/ WT. OF WET SOLIDS)
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Figure 2.3.5-5 Moisture Content of Natural Feces
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2.3.6 Discussion

Three periods of an end-to-end fecal drying process have been identified as
"Initial Warm Up", "Constant Rate" and "Falling Rate" periods. Early stages
of the falling rate period are characterized by evaporation from the surface
to partly wet and partly dry. Evaporation from the wet surfaces is controlled
by vapor diffusion thru the boundary Tayer which is sensitive to air velocity
and humidity gradients. For later stages, after the wet evaporation surfaces
have all become dry, the overall process is controlled by transport of
moisture thru the interior of the solid out to the surface. Diffusion co-

efficients of the material and lengths of diffusion paths then predominate.

With one expection, all of the runs displayed a "falling drying rate" which
was characteristic right from the start. This was interpreted to mean that
high air velocities along the drying surface would be less and less effective
as time went on. Accordingly, test conditions used for natural material

were narrowed to 0.14 sm3/min (5 scfm) flow and 50% relative humidity with

the principle variable being the weight of material used.

Earlier in-house test results were used together with these results to obtain
a larger range of sample weights. The composite data which depicts percent
moisture evaporated versus sample weight are shown on Figure 2.3.6-1. A
definite reTationship between original sample weight and the water evaporated
at a specific time appears to be established. This relationship probably
arises from the variation in thickness of the slung material deposited on

the bowl walls.
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Figure 2.3.6-1 Composite Data Showing the Effect
of Sample Weight on Drying
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1

Drying times for falling rate period are typically given' as proportionate

to depth of material such as

8f = Ps L X (We-We) 1n (Wc-We)
hy (ta-ts)  (U-Wg)
or f = 4 L2 1n (Wg-Wa)

D72  (W-Wg)

oF = Drying Time for falling rate period - hrs

L = Depth of material - (ft)

Wy = Average Initial moisture content - (1bs/1b dry solid)
We = Average Critical moisture content - (1bs/1b dry solid)

Wo = Average Equilibrium moisture content - (1bs/1b dry solid)
W = Average Moisture content @ Time 6¢ - {1bs/1b dry solid)
hy = Average Overall heat transfer Co-eff - (BTU/(hr) (ft?) (°F))
ta = Air Temp - (°F)

ts = Temp of Surface of material - (°F)

X = Latent Heat of Evap. 0 tg - (BTU/1b)

Ps = Density of dry solid (1bs/ft3)

D = Liquid Diffusivity - sq ft/hr

A challenging situation exists because the exponent of the depth factor that
one would select by materials analogy would be towards the value of two (2)
whereas the slopes of Figure 2.3.6-1 are 0.8 at one hour reducing to 0.25 at
eight hours for the smaller sample weights. This suggests that considevable
restraint must be used about assumptions of constant coefficients or the

analogy between typical drying formulas and the specific situation here.

1 Chemical Engineers Handbook. Section 3, 1950
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2.3.7 Conclusions
Slung fecal material in the amounts expected for Shuttle WMS can be dried to

a moisture content approaching 50% (wet basis) in a 24 hour period.
High airflows are of no particular advantage.

A recommended approach for the user test would be - airflow 0.]2 sm3/min (5 scfm)

with continuous operation of the slinger for 2-4 hours after each defecation.

2.4 User Test

2.4.1 O0Objective

The overall objective of this effort was to demonstrate the feasibility of
the preférred approach (based on trade offs and evaluation testing) by
ac%ua] user tests under conditions simulating a nominal Shuttle Mission. As
a goal the study was to simulate a 4 man crew - 30 day mission or 120 usages

in 30 days.

2.4.2 Approach

The general approach was to set up the equipment in a convenient private
section of the laboratory and to make the set up relatively self sufficient
and easy to use. Users were volunteers recruited from employees working in

the immediate area.

2.4.3 Equipment

Equipment used in the earlier zero "g" testing‘ and user evaluation testing

was assembled. The privacy enclosure, commode seat, bowl and urinal assembly

1 See Appendix, Section A and this report Section 2 for more detailed
information. - ,
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were also from the same system. Blower, filter, humidity control and instru-
mentation from the evaluation tests were transferred to the user test rig.

Equipment was added to provide an automatic switch-over from 0.71 sm3/min

(25 scfm) flow room air when the slide valve was open to 0.14 sm3/min (5 scfm)
of controlled humidity (% 50% R.H.) air for all times when the slide valve

of the commode was closed. Instrumentation was set up to measure airflow

thru the bowl, temperatures of air and material in the bowl, and inlet air
humidity. Temperatures and slide valve status were printed by a chart

recorder. Figures 2.4.3-1 and 2.4.3-2 show the test set up.

2.4.4 Procedures

Each user would install a clean urinal, open the slide Qa]ve, perform his
defecation/urination, close the slide valve, remove the urinal, rinse it in
disinfectant solution, and replace it on the drying rack. In addition, the
user would enter the date/time in the Tog book along with comments. Period-
ically the seat and inlet ring would be swabbed and cleaned with 1:200
Microquat solution; the urine drain system was flushed with tap water followed

by ‘a final Microquat flush.

Odors were monitored both in the vicinity of the commode and in the exit
flow from the odor filter. Also on two occasions gas samples were drawn

from the air stream above and below the air filter.

Over the week-ends, the unit was shut down with blowers, etc. turned off so
that drying/moisture conditions remained essentially static for 2 2/3 days

of each calendar week,
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Figure 2.4.3-1 User Facility For Test Set-Up

Figure 2.4.3-2 Test And Data Recording Equipment For Drying Test
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2.4.5 Results

At the end of thirty days one hundred (100) usages had been recorded. The
test was continued on an additional 15 days to complete the total of 120
usages. The weight gain totaled 3630 grams of dried fecal material and
“wipes. Approximately 680 wipes were used for a weight of 360 grams or 10%

of the total waste c011écted‘

At the end of 20 days a Tocal build up of material surfounded the lower
iﬁpe]1er tines and disk to the extent that normal transport flow was reduced

by % 12% with occasional interference to slinger operation. This situation

was considered atypical because of the exceptionally narrow f1ow exit used

in this unit. The normal unit, due to the insertion of albacter1a1 filter,
would have an inlet area of ~ 968 sq. cm (150 sq. in) while this particular
test unit had an area of only 38.7 sg. ¢cm (6 sq. in). Accordingly, a modi-
fication was made which increased the impeller shaft length by 4.13 cm (1 5/8 in),
and increased the exit area to approximately 193.4 sqg. cm (30 sq. in}. Testing
was resumed. This modification successfully eliminated the tendency for
feces/wipes buildup at the airflow exit. A substantial volume of material
remained at the conclusion of the test. Figure 2.4.5-1 shows the distribution
of material at the end of testihg. Visual estimates placed the capacity of

the commode at approximate]y three quarters full by the end of the testing

period.

Stight odors were detected in the vicinity of fhe commode after the week-end
shut downs when there had been no airflow, and occasionally, when there had
been éome s1ight contamination above the siide valve. The contamination
occurred in part due to careless or ineffective use of restraint systems

which were critical to user positioning over the transport tube orifice, The
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Figure 2.4.5-1

Distribution of Fecal Material and Wipes
at the End of Testing
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contamination that did occur was not significantly different or greater than

would be encountered in a conventional toilet facility.
No odors were noted at the filter outlet.

2.4.6 Discussion

A significant difference between the evaluation tests and the user test
results wasrthe nature and amount of build-up of fecal material. The
combination of tissue and thinly slung feces during the user test initially
exhibited loose build-ups which rapidly converged toward the lower center
part of the bowl. Large voids were left at the periphery of the bowl.
Presumably, the inward directed flow of air was enough to cause this kind of
accumulation. It can be speculated that after slinging was completed, some
loose tissues, partly spread with thin feces, would be drawn back with the
inward air flow to accumulate with others and dry into a "paper mache" 1ike
agglomeration. This tendency was substantially reduced when local air

velocities were cut down.

Experience accumulated over the course of these tests (evaluation and user)

indicated that the majority of the drying occurred during the first 24 hours
following deposition of the fecal material (real or simulated). The general
results show that the effect of the air drying after 30 days was probably

not significantly different from a sample after only 24 hours of drying.

Test conditions for the user test differed from the actual Space Shuttle
app]icatibn in the continuity of usage. Every day usage, seven days per
week was not feasible for this user test because of subject évai]abi]ity
Timitations. It was possible, however, to nearly match the app]ication'of

drying air throughout to usage for the first three quarters of the program.



2.4.7 Conclusions

Air drying of fecal material in a Dry-John commode is a feasible alternative
to vacuum drying. Sufficient moisture caﬁ be extracted from the slung mate-
fia] with very modést air flow and power costs, ‘A continuous air flow of 0.14
sm3/min (5 scfm) and running the s)inger motor (20 watts) for 4 hours after

- each defecation are adequate. These costs can be traded-off against the cabin
atmosphere dumpage, vacuum plumbing, and structural requirements as well as
potential exterior contamination of the spacecraft which accompanys the vacu&m

drying approach.

2.4.8 Recommendation

It is recommended that a mere extensive trade-off study of air drying versus
__vacuum,drying be instituted for. both. specific application to Shuttle Orbiter . .

baseline design and as a functional back-up system.

It is further suggested that the means for reducing size and weight of the
bowl and vacuum plumbing assembly as well as prevention/reduction of debris

build-up be explored.

2.5 Microbiological Laboratory Studies In Support Of Air Drying Approach

To Stabilizing Human Fecal Material

2.5.1 Introduction

The metabolic activity of living microorganisms, primarily bacteria and to
é lesser extent fungi and viruses in human fecal material, produce three
potential prob]ems for a closed environment:
e Generation of undesirable gaseous products,
. Build-up of microbia] populations to significant levels of patho-
genic microrganisms,
e ‘"Aftergrowth" - the sudden, sharp increase in microbial populations

in treated Eewage.
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Since these problems, potentially, represent a hazard to health, a means for
treating or processing such material is required. Properly functioning waste
disposal {and regenerative systems) should not contribute to environmental

contamination.

One concept for controlling the microbial metabolic activity in the prospec-
tive Shuttle Orbiter Waste Management Subsystem proposes vacuum drying,
together with odor filtration, to minimize these problems. This approach would
ufi]ize the vacuum of space with the potential for venting biological or
chemical contaminants overboard. Such contaminants have been known to cause

problems on external spacecraft surfaces (lenses, windows, etc.)Q

Another approach suggests drying the fecal material by flowing cabin atmosphere
through the Waste Collection System and filtering out any particulates (in-
cluding microbes) and chemicals (odors). This latter approach offers several

engineering advantages over the vacuum drying process.

A brief survey of available technical information and literature uncovered
Tittie relevent information, particularly concerning the effect of drying on
the microbial population. Preliminary studies were undertaken to establish
the status of the microbial flora, and how it might be reflected as far as
viability, levels of organisms, and odor production in human fecal material

undergoing air drying.

From a practical point of view, all the variables discussed above would be
evidenced in an actual commode in which fecal material was collected under

the time and conditions desired.
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The variables of importance were:
o Level of Contamination,
¢ Growth promoting properties of the material collected,
e Conditions of storage or treatment, primarily drying, and

e Effect on the microbial population.

It is known that bacterial growth can be effectively controiled by removal

of sufficient moisture to bring about cessation of metabolic activity. In
addition, it was assumed that a fairly accurate indicator of metabolic
activity is the production of gas, and therefore, that sensitive detemmination
of the evolution of gas would provide data indicative of the effectiveness

—--ofthe-air-drying procedure on microbial growth;, — — -~ -~ - -

2.5.2 0Objectives
Objectives in this study were to determine the relationship between the
effect of air drying of fecal materia1, together with:
o Control of offensive odors arising from continuing bacterial
metabolism of fecal waste products, and
e Control of the feca1:co1lection uriit as a potential sotirce of

micrebial contamination/infection.

Limited pilot studies were performed utilizing respirometer monitoring of
the gases produced by small samples, followed by assays of the microbial
population to determine how the dkying affected the metabolic activity, and

hence, odor production from the fecal material.

Therefore, it was concluded that sensitive determination of the evolution of
gas would provide data indicative of the effect of air-drying treatment on

microbial control.
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2.5.3 Approach

The activities deemed necessary for the study objectives included:

¢ Initial respiration studies with small samples of fresh human
fecal material to establish the feasibility of the gas production
monitoring technique for use in monitoring microbial metabelic
activity.

¢ Follow-on testing of small samples of collected fecal material
undergoing drying in the modified commode to include determination
of Qas generation, moisture and microbial levels.

® Retrjeving and testing of small samples of freshly collected human
fecal material from the modified commode onto which Betadine dis-

infectant had been sprayed.

The results obtained were analyzed to determine if any correlation exists

between increasing dryness and microbial metabolic activity.

2.5.4 Specific Studies

2.5.4,1 Initial Respirometer Studies

In an attempt to assess the adegquacy of a respirometer {manometric) technique
as a metabolic indicator for microbial activity, preliminary studies were
performed with fresh (wet) samples of human fecal material having a total
bacterial Tevel of 1010 organisms per gram. Replicate studies showed that
gas production was immediately obvious by observation of the increase in
pressure in the culture vessels as exhibited by the manometers. In fact,
after 1 to z hours, the pressure had to be relieved to prevent escape of the .
indicator fluid. Such gas production was observed to continue for up to a

week. No samples were monitored for longer than a week.
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These initial experiments suggested that the manometric technique would be
adequate. However, when human fecal samples, obtained at different degrees

of dryness were tested, the technique proved less reliable. Results showed

that after some intermediate drying had occurred (~ 20-50% moisture by weight)

- the aerobic (and probably anaerobic) bacteria levels decrease to ~ 106 organisms
per gram (fyom 1010 per gram}, and obvious proliferation of fungi, visible to
the naked eye, occurred on the surface of the fecal material. With these
conditions. more gas (probably oxygen) was used than produced. Thus, the
analysis of the effect of air-drying by means of monitoring the gas(es)

- produced by small samples was complicated by the effect of fungal growth.

2057402 Bacterial- Content - - -

2.5.4.2.1 Introduction/Procedures

Since respirometer tests indicated that the monitoring of gas generation
would be comp]fcated by the effects of fungal contamination, total counts

of the aerobic and total mesophiles were pursued to detérmine what level of
viable microorganisms remained, if any, in samples of material dried to
varying degrees. The dried material was obtained by extending the exposure
to drying conditions for longer times. Duplicate broth cultures of the diluted
samples (dilution to the point of extinction) were also run on each sample.
Thioglycollate fluid medium was selected to recover as many of the organisms
(both aerobe and anaerobe) as pessible. This system was also used later in
the program for tests with disinfectants or biocides. These tests were
performed in conjunction with the series of engineering parameters being
tested. Samples were taken throughout the engineering evaluation test and

at stages during the 30-day usage test.
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2.5.4.2.2- Results

A summary of the results of the residual microkiological Tevels versus drying
time and the residual moisture content, along with a comment on the gas

production is presented in Tables 2.5.4.2.2-1 and 2.5.4.2.2.-2.

‘The data presented indicate that large populations of microbes remain after
protracted drying periods (v 107 organisms per gram), but that these popula-

ations appear to be progressively less active with respect to gas production.

2.5.4.2.3 Discussion/Conclusions

Due to the declining total bacterial level and the relative decrease in the
amount of gas produced from the drier samples, it can be reasonably concluded
that bacterial proliferation had been arrested. The potential usefullness of
the techniques as a simple monitor of the effectiveness of the WMS suggests
that additional studies should be conducted to more closely define the

drying time/air flow.

2.5.4.3 Investigation Of Betadine As A Biocide For Collected Fecal Material

And Urine

2.5.4.3.1 Introduction

Although the air-drying treatment, discussed in the foregoing sections,
appeared to.accomp]ish all of the needed control of microbial activity, it
was felt that inclusion of an anti-microbial agent might be necessary as an
added safety factor, and as a reasonable back-up to air-drying. Therefore,

an investigation of the effect of the anti-microbial agent Betadine! (a

providone-iodine disinfectant) was performed.

1 - Registered Tradename for the povidone-iodine product of Purdue-Frederick
Company, Yonkers, New York 4-36



Tahle 2.5.4.2.2-1
Summary of Residual Moisture and Dry Condition

Identification During Engineering Evaluation Test

Sample Date Of Description Drying Percent Moisture(By Neight);
Test Run  Number Sample Of Sample Exgosure2 IR Balance 105°C Oven
I 1 1/9/74 Fresh Material None 81% - NC
2 1/9/74  #3 Strip] 2.67 Hours of 55% NC
Air Drying
3 1/9/74 #10 Strip 5.3 Hours of 47% NC
Air Drying
4 1/10/74  #4 Strip 22.3 Hours of 9.7% NC
Air Drying
11 5 1/10/74  Fresh Material None : 81% NC
6 1/10/74  Freshly Just Slinging - 77% NC
- e e mmees e em—m - ,7S:|ungMaterT'a.]. C e i e il Ll il i im e Mmoo - l. et amamim e e aoCeae o
7 1/11/74  #5 Strip 20.8 Hours of 44% 39%
Air Drying '
8 1/15/74  #7 Strip 116 Hours of 13.3% 9.3%
Air Drying '
111 9 1/15/74 Ffesh Material None : A 78.7% 75.7%
10 1/15/74  Sample Strip #B 2 Hours of 73.9% £9.9%
Air Drying
11 1/15/74  Sample Strip #A 4 Hours of 41.6% 42.6%
Air Drying
12 1/16/74  Sample 24 Hours of 23.9% 19.6%
Strip #10 Air Drying
Iv 13 1/17/74 Sample Strip #6 Freshly Slung 71% NC
: Material
10% Betadine Sol'n
Sprayed On
NC = Not Completed

Strip refers to 6 x 1 in stainless steel strip inserted into
1iner for easy removal for sampiing.

For particulars on the air- dry1ng parameters refer to Section
on Engineering Studies.

For specifics on methods for determing moisture content see Appendix ,
Section 4. 4-37



Table 2.5.4.2.2-2

summary of the Levels of Microorganisms, Residual Moisture, and Gas Production

Capability of Raw and Air Dried Human Fecal Material During Engineering Evaluation Test

1

. Percent Moisture Level of Microbial Population Gas
Drying Time (By Weight) Plate THIO Production
Sample# {Hours) IR Balance 105°C Qven Count TS Broth Broth (Relative)
9 None-a 78.7 75.7 >3 x 108 2 x 1010 52 x 1010 Maximum
Freshly <8 x 108 <2 x 1012 <2 x 1012
Collected
Sample
10 2 Hours of 73.9 69.9 2.6 x 108 >2 x 1010 52 x 1019 Some
Air-Drying <3.0x 108 <2 x 1012 <2 x 1012
11 4 Hours of 41.6 42.6 3.0 x 108 >2 x 1010 52 x 1010 S1ight
Air-Drying <4.8 x 108
12 24 Hours of 23.9 19.6 53.6 x 108 52 x 10'0 52 x 1010 very Slight
Drying
8 116 Hours of 13.3 9.3 21.1 x 107 52 x 1010 52 x 1010 vVery Slight
Air-Drying <3.0 x 108 <2 x 1012 <2 x 1012
13 None 71 NC NC NC >3.5 x 108
<1 x 1010
- ~720 Hours of 8.4 7.4 >1 X 103 - - Very Slight
Air-Drying <1 x 10

1. For specifics, see respective test description in Engineering Section and text of
report. ' '

4-38



Betadine 10% soltution {povidone-iodine), 1% available iodine, has been used
on SKYLAB as the disinfectant of choice. It was also used for post-flight
decontamination of the Apolle spacecraft and astronauts to preclude a poten-
. tial microbiological hazard. It has been suggested for use, perhaps in a
modified form, on the Space Shuttle. As such, it was natural to investigate
its efficacy for use in the waste management system for control of the
microbial population in the collected feca1 material and wipes and/or for

addition to the collected urine.

Assessment of the ability of the selected disinfectant to inhibit microbial
_metabolic activity in fecal material was initiated by addressing the fol-
Towing objectives with respect to Betadine:
® The concentration of the agent required to insure cessation of
microbial metabolism
® The ability of the disinfectant to remain effective under the
operational conditions of the system, i.e. with low air flows,
deposition of additional layers of fecal material, and "“sandwiching"
of fecal material and paper, etc.
o The ability of the engineering hardware to disseminate the disinfec-
tant effectively and
. Thé compatibility of the disihfectant and/or its byproducts with

the proposed system hardware.

Since Tittle specific information was available as to its efficacy in or on
such material, other than general comments from the manufacturer, several
preliminary experiments were devised to determine the efficacy of Betadine

as a microbiocide. Thes are defined in the following sections.
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2.5.4.3.2 Fresh Feces Studijes

2.5.4.3.2.1 Investigation

The need to establish the efficacy of Betadine against the indigenous microbial
_popu]étion in freshly collected hum fecal material was investigated in the
following study.

1. Equal volumes representing successive 10-fold serial dilutions of
Betadine (10% providone-jodine or 1% available iodine), which
represents a concentration gradient, were thoroughly mixed by means
of a sterile glass rod with ~ 1.0 gram samples of feces contained
in sterile 100 m1 beakers.

2. The mixtures were allowed to stand five minutes.

3. One half (approximately 0.5 m1) of the mixture was poured-off into
sterile screw-capped test tubes. Subsequently, 0.1 ml samples were
removed by means of a sterile pipette and placed in freshly pre-
pared (deaerated and cooled) Thioglycollate Liquid Medium.

4. A1l culture samples were incubated at 35°C for 24 hours.

5. The beakers, containing the residual of each dilution (~ 0.5 ml of
Betadine/feces suspension) were refilled with ~ 50 ml of each of
the original concentrations of Betadine solutions (from the concen-
tration gradient) and allowed to stand for 1 hour. |

6. 10 ml of each mixture, defined above, were removed and placed in 90 ml
sterile water blanks contained in screw capped milk dilution bottles.
The bottles were shaken well and then 10 ml portions were pipetted
aseptically into freshly prepared Thioglycollate Liquid Medium
(35 m1 in 25 x 160 mm screw-capped tubes). A1l tubes were in-.

cubated at 36°C for 24 hours.
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7. The bottles (90 m1 Hp0 + 10 m] mixture of feces + Betadine) from
#6 above were allowed to stand over the week-end (63-64 hours) and
then re-assayed by pipetting 10 ml portions aseptically into freshly
deaerated Thioglycollate Liquid Medium, as in 6 abﬁve,

8. Serial dilutions were also prepared for each of the six bottles in
6 and 7 above and 1 ml fractions were pipetted to 16 x 160 mm screw-

capped tubes of fresh Thiog]yco11ate Liquid Medium.

2.5.4.3.2.2 Results
A1l samples cultured from steps 4, 5 and 6 showed growth of organisms.
Samples from step 7 did not show growth in the #1 and 2 tubes {(highest concen-

- trations of Betadine 10,000 ppm) but growth was evidenced ¥n all other tubes.

Dilutions of samples, assayed as per step 8, showed no growth in any feces
dilution, 1072 thru 10719, for the highest concentration of Betadine (10,000
ppm), but growth at the 10-8 feces dilution for the next two Betadine con-
centrations of 1000 and 100 ppm respectively, was\observéd. A1l other samples

(step 8) showed épparent]y uninhibted growth at less than 100 ppm Betadine.

2.5.4.3.2.3 Conclusions

The higher concentrations of Betadine, particularly >10,000 ppm, successfully
inhibited growth of the microbial population in the fecal sample tested.
Therefore, -a concentration of 10,000 ppm was selected for application to the

collected fecal material in the commode.

2.5.4.3.3 Studies on Fecal Material Collected in Waste Management System

Commode

2.5.4.3.3.1 Introduction

An exploratory attempt was made to see how an aqueous suspension of Betadine

would disperse within the waste collection commode
4-41



Betadine (25 ml of straight 10% solution as received from the supplier) was
poured slowly through the commode inlet tube, impacting the center of the
spinning disc and tine device which disseminated the liquid to the sides of
the commode. Examination of the pattern achieved, revealed that uniform
dispersion (in a 1 G environment) could not be accomplished without extensive
redesign of the hardware, or application of excessive volumes of the biocide.

Since neither alternatiav was deemed practical, another approach was devised.

Aécording]y, a spray application of the biocide was tested as an effective
technique in controlling the microbial population in fecal material collected

by the waste management subsystem commode.

2.5.4.3.3.2 Procedures
The study consisted of the following:

1. A cross-sectional sample was cut out of the material (feces and
paper wipes) from the collection unit after the material had been
slung and partially dried to approximately 16% moisture under typical
conditions.

2. The sample was divided: One half (16 grams) was sprayed with
Betadine and left exposed for 10 minutes; the other half {17 grams)
remained untreated and served as the control.

3. The entire sample of each was assayed by homogenizing the material in
500 m1 of sterile distilled water in a Waring blender for three
minutes.

4. Serial dilutions were made and one ml aliquots were assayed as
follows:

a) Pour p]ates(9) for dilutions of ~ 3 x 1072, 3 x 10f”,1

3 x 1078 on through 3 x 1071* on Plate Count Agar.!

1 Difco Laboratories, Detroit, Michigan
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b) Sterility tests in Thioglycollate Fluid Medium.

5. The plates and tubes were incubated at 35°C for 24 and 48 hours.

6. A second experiment was conducted, except that the exposure time
between application of the Betadine, and the dilution, blending and
culturing procedure was increased to one hour. The treated sample
was exposed to flowing air in a chemical hood for one hour in an
attempt to simulate the effects of drying which might occur in a
waste collection system. The sample weighed 55 grams and 11 grams

of Betadine (10% solution) was applied.

2,5.4.3.3.3 Results

The results of the trial assays are summarized in Table 2.5.4.3.3.3.-1. Assay
techniques indicate approximately a 2-log reduction in the microbial level
resﬁiting from 10 minute treatment with full strenath {10%) Betadine.

The results with the sample treated for one hour indicate that the longer
exposure time reduced the level of microbes detected by p1ate_c0unt by ~ 3-4

logs.

2.5.4.3.3.4 Conclusions

Betadine was shown to be effective in reducing the viable microbial population
in human fecal material as collected and processed by the current waste
coliection Subsystem when used with air drying. It would appear that}]O%
Betadine solution applied at a rate of 1/5 to 1/2 by weight of the fecal
material being treéted will bring about a significant decrease in the

microbial population. Other guestions which also reguire investigation are:

¢ Better dispersion of the biocide within the bowl, and
¢ [Effect of adding more biocide solution (moisture) on waste material
undergoing drying, since the ostensible purposes of each would appear

to be non-complimentary.
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Table 2.5.4.3.3.3-1

Results of Comparison by Plate Count and Tube Dilution Culture

of Betadine

on Part'iaﬂx_Dr‘ied1 Fecal Material and Wipes

Sample 'P'late'Count2
I Untreated (Control) 2.4 x ]09/9
II Treated with Betadine 6.4 x 106/9

10 Minute Exposure

Prior to Cu]ture3

‘11 Treated with Betadine - 2.2 x 10°%/g

1 Hour Exposure3

1 % Moisture content = 15%
Drying time = 1 week.

2 Adjusted for Sample Weight
3.Full Strength Betadine
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2.5.5 Qverall ConcTusioﬁ of Microbiological Studies

Although the results of these preliminary studies, and the studies themselves
may not be conclusive, they do point out the feasibilities. Confirmation, of

course, would await the results of future testing.

The studies show that:

1. Air drying can be an effectiye process for reducing the moisture
level; hence, air drying can be effective for the stabilization of
the microbial population and their metabolic gas production capacity.
The microbial population is also reduced by air drying.

2. A biocide such as Betadine ;oqu be used to back-up the air-drying

treatment.

2.5.6 Recommendations

As a result of the completion of the experiments and the conclusions from
assessments made on the waste collection and brocessing system studied during
this effort, the following recommendations can be made and should be carried out
to optimize a waste collection system brior to flight:
1. Further testing should be done in the following areas:
e Use of other microbiological assays, including anaerobes,
to correlate microbial levels with the amount and type of
gases produced to sihp]ify testing techniques.
& Use of gas chromatography to analyze effluent gases from fecal
material, particularly for the hydrogen sulfide, methane
and indol components and, if possible, on the same columns
of water vapor. '
e Optimization of the method for dispensing a liquid diéihfectant

and the volume ratios for various specific disinfecting agents.
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Assessment of the actual transmission of microorganisms
from hardware to user, hardware to atmosphere, and build-up
of contamination on accessible hardware parts by microbio-
logical sampling techniques.

Extended studies of air drying effectiveness for microbio-
Togical control to systems and simulated crew sizes of

8-12 individuals.
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SECTION 5
QUALITY ASSURANCE, RELIABILITY AND SAFETY



1.0 QUALITY ASSURANCE
As noted in Section 1, the basic objective of the contract effort was directed
towards obtaining data for evaluating and optimizing the GE Dry John concept

for urine and feces collection.

To achieve this objective, breadboard type test hardware was used predominately
~in a laboratory setting under conditions not warranting a quality assurance

program on the Taboratory equipment devised for this work.

However, two of the three tasks are inherantly vital precursors to a sound
quality program applicable to follow-on contracts. Both the stool separation/-
transport study (Section 2 of this report) and the air drying study (Section 4
of this report) were for the purpose of defining and evaluating the parametric
relationships of the major factors affecting these processés. This informa-
tion will not only assist in establishing the baseline design values of such
follow-on systems but also provide information about the sensivity of system
performance into separate variation due to individual parameters. This
information is vital to the establishment of reasonable cost effective

approaches and quality specifications for future hardware items.

2.0 RELIABILITY

The bésic investigation of obtaining design information included some efforts
towards generating re]iabi1ity information about the process in the neutral
bouyancy testing. Several Tikely "off-design" conditions‘were teSted to
obtain some insight as to whether the "off-design" conditions were failure
modes or what amount of deviation from design condition was necessary before.

system failure could be considered to occur. Two such conditions investigated
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were the effects of plugging fecal transport air inlet holes and also imper-
fect seal between buttocks and the seat. Data from these efforts is contained

in Section 2 of this report.

Otheé areas contributing to reliability but less tangible in nature such as
the zero "g" flight testing have generated insights about performance of the
system under operational environments with a variety of users. Data and
analyses related to these activities can be found in Section 3 of this report.
These insights together with "off-design" data will provide some basis for
future developments in the WCS, to identify and define realistic failure
modes and effects as well as maintenanance provisions and levels needed to

support system performance level objectives.

3.0 SAFETY

Although no formal safety program was required or conducted during the program,
nominal and good practice safety and human engineering requirements and pro-
cedures were followed in the conduct of the program. In addition to

these nominal safety efforts, significant safety data was developed during

the study especially in the area of system design and user procedures related
to protection from potential microbiological contaminants, A major portion

of Section 4 of this report, the air drying investigation, details micro-
bio]ogica?rstudies and recommendations.generated from the study. Other areas
of thelprogram providing significant data relative to user safety are inciuded
in the Section 3 of this report, the zero "g" study, in which user tests were
conducted. It is significant to note that the zero "g" user tests of the
breadboard WCS were conducted without any safety incidents or problems.

Further evaluation of the subjects' user questionnaires obtained during both
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normal gravity and zero "g" test1n91 generally indicated that the test
subjects found the syétem to be satisfactory from a user's view point and

did not reveal any safety-related system design or procedures problem.

T~ See Appendix, Section C for subject questionnaires.
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SECTION 6
SPACE SHUTTLE INTERFACE REQUIREMENTS



1.0 SPACE SHUTTLE INTERFACE REQUIREMENTS
-The physical interfaces for the air dry approach are greatly simplified over
the baseline vacuum drying approach in that the space vent 1ine is eliminated.

Otherwise the interfaces are approximately the same.

The air flow for the drying process can be supplied by a small 0.14 sm3/min
(5 scfm) bleed from the vehicle environmental control system or a small

blower added to the system..

The estimated difference in physical parameters for a 210 mén—day air drying

system versus the baseline are:

Weight: 4.5 kg (10 pounds)
Power: 10 x 107 ergs (10 watts) average

Size: No Change

Figure 1.0-1 shows a mockup of a proposed Waste Collection System for Shuttle
Orbiter. Many features of the proposed system are directly taken from the
breadboard waste collection system tested in both the ground and zero "g"

tests conducted during portions of this contract. \The mockup includes not

only proposed or actual system environments but alse modifications incorporated

for improved ease of operation.

The interface requirements for a Shuttle Orbiter System are further detailed
in a preliminary assembly drawing of a proposed waste collection system

included in Figure 1.0-2.
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Figure 1.0-1
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Mockup of One Version of a Proposed Waste Collection System
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Figure 1.0-2 Preliminary Assembly Drawing of a Waste
Collection System for Shuttle Orbiter
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SUMMARY

in zero gravity,

shown to be usable when repaoritioned for standing urinations

Gecond time period of a gingle zéro gravity aircraft test par

comfort,

The objective of this program was to prove the functional design
of the GE Dry John for waste collection in the Zero Gravity environment
expected for the Space Shuttle. The zero gravity and baseline tasts
of the GE Dry John Shuttle Orbiter Waste Management Subsystern {WMS)
confirmed the soundness of the unique General Electric design approach
and provided a high degree of confidence in future male/female user tecats

Specifically, the zero gravity tests established waste transport
air flow rates of between 5.5 and 1l cfm for the female urinal. Three cim
was found to be adequate for male urinations, and approximately 30 cfm
adequate for the commode operations, Urine droplets and diarrhetic
type feces were transported at these flow rates, Also, the urinal as

in zero

gravity and the liquid/gas separator accommodated all urine and air flow
rates, There was no contamination of the "user'’ or aircraft environ-
ment during any phase of the teat program; however, periodic cleaning
of the internal commode transport tube may be required when diarrhetic
or explosive stools are encountered. In moat cases, the solid and liquid
waste materials were collected, transported and stored in the 25-30

abola.

The baseline tests confirmed that the WMS can accommodate male
and female uners and that the urinal could be used during the vertical
launch attitude of the Shuttle Orbiter vehicle. Several specific advantages
of the GE system, including the potential elimination of vaginal wipea,
were observed during the tests. Female user acceptance has been ex-
cellent with a high degree of confidence in urine containment and urinal
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1.0 FOREWORD

The General Electric Company, Space Division, acknowledges
the special coordination efforts and sponsorship of the National Aero-
nautics and Space Administration, Lyndon B, Jchnson Space Center
which permitted successful continuation of the company-funded develop-
ment of a Shuttle Orbiter Waste Management Subsystem, Zero gravity
and baseline user tests were successfully completed through the extra
efforts of the Wright-Patterson Air Force Base personnel,

Special acknowledgements go to: A. Behrend, NASA-JSC for
. his help in sponsoring and coordinating these tests; Mr., D, Greggs,

WPAFB Zero "G" test conductor; Mr. James Lackey, Assistant test
conductor; MSGT R, Viramontez, cameraman, and to Col. Medwig,

USAF/AFLC Medical Center, WPAFB who prov1ded coordination for
test volunteers for the user tests,

A special thanks is extended to the nurses of the medical staff at
GE Valley Forge and the test volunteers from the USAF/AFLC Medical
Center of Wright Patterson AFB without whose help this project would
not have been successful, Thanks is also extended to other unnamed
individuals who served as subjects for a variety of evaluations leading
to design specifications for the test equipment.

General Electric personnell responsible for defining and conducting
the program were R. A. Burt, Project Engineer, Environmental Engin-
eering and Dr. S,R, Hunt, Jr., Biomedical Programs Manager, En-
vironmental Engineering.

This report, togethér with a 16mm movie film,document the
results of development and flight testing of a Shuttle Orbiter Waste Manage-
ment System.



2.0 SUMMARY

The objective of this program was to prove the functional design
of the GE Dry John for waste collection in the Zero Gravity environment
expected for the Space Shuttle. The zero gravity and baseline tests
of the GE Dry John Shuttle Orbiter Waste Management Subsysterm {WMS)
confirmed the soundness of the unique General Electric design approach
and provided a high degree of confidence in future male/female user tests
in zero gravity.

Specifically, the zero gravity tests established waste transport
air flow rates of between 5.5 and 11 cfm for the female urinal. Three cfm
was found to be adequate for male urinations, and approximately 30 c¢fm
adequate for the commode operations, Urine droplets and diarrhetic
type feces were transported at these flow rates. Also, the urinal as
shown to be usable when repositioned for standing urinations in zero
gravity and the liquid/gas separator accommodated all urine and air flow
rates, There was no contamination of the "user' or aircraft environ-
ment during any phase of the test program; however, periodic cleaning
of the internal commode transport tube may be required when diarrhetic
or explosive stools are encountered. In most cases, the solid and liquid
waste materials were collected, transported and stored in the 25-30
second time period of a single zero gravity aircraft test parabola,

The baseline tests confirmed that the WMS can accommodate male
and female users and that the urinal could be used during the vertical
launch attitude of the Shuttle Orbiter vehicle, Several specific advantages
of the GE system, including the potential elimination of vaginal wipes,
were observed during the tests, Female user acceptance has been ex-
cellent with a high degree of confidence in urine containment and urinal
comfort,



3.0 BACKGROUND

E

The rewards of our manned space flight capability are improved
" earth resources determinations, weather forecasting, unique space
manufacturing and pharmaceutical processes, basic research and astro-
nomy to mention a few. As a consequence of these space activities, the
astronaut's time is becoming more valuable so that mundane tasks must
be eliminated while health and safety must continue to be of foremost
concern. '

There is probably no more mundane task than waste management
and few that are more important or difficult to achieve in space. In the
absence of gravity, liquids and solids are difficult to collect and store
safely, especially if the liquid is urine which provides nutrients for
microbial growth and the solids are highly contaminated and odorous ex-
creta.

3.1 APOLLO

The APOLLO Waste Management System (WMS) was originally
used on the GEMINI Program and is quite crude due to the vehicle limi-
tations on equipment weight, power and volume. The urine is collected
via a roll on cuff or funnel arrangement and jettisoned to space. The
feces is collected in a plastic bag attached to the buttock, Stool separa-
tion is achieved by a gloved finger insert. Once collected, a biocide is
added to the waste and the bag is stored. The APOLLO waste manage-
ment system requires extensive training and from 45 to 60 minutes to
perform and results in odor release and contamination of the cabin.

3.2 SKYLAB

The SKYLAB WMS is significantly more sophisticated than that of
APOLLO since air flows are used to entrain and transport the urine and
feces into separate collection areas. The air flows permit less user in-
volvement and less odor release but requires more complicated equip-
ment such as blowers, air filters and liquid/air separators.

‘The urinal is a funnel with air being drawn into it to capture the
urine flow. The urine/air mixture is drawn into a centrifuge which dyna-
mically separates the low mass air from the high mass urine. The air
is drawn from the separator by a blower and is filtered and returned to
cabin ambient. The urine is pumped by centrifugal force to a chilled
bag for storage.



The feces collector also uses an air flow to entrain the stool and
transport it into a porous collection bag. The bag retains any liquid
and solid wastes while permitting passage of the transport air which is
filtered and returned to the cabin ambient via a blower, After use, the
bag is manually sealed and the wastes are vacuum dried and finally
stored for return to earth,

Initial data from the SKY LAB program indicate that difficulties
were encountered with stool separation during use of the current SKYLAB
WMS. Other data regarding use of the SKYLAB system are just being
evaluated and should be available in the near future,

3.3 SHUTT LE ORBITER

The SHUTTLE ORBITER will require innovations in waste
management because all the crewmembers will not necessarily be specially
trained astronauts and some may be female. Consequently, user proced-
ures will need be simplified and more earth-like accommodations and a
special urinal should be provided. All processing of the wastes will
probably be automatic and all bags eliminated.

As in SKYLAB, air flows are used to entrain and transport the
wastes; consequently, phase separators are required in the waste collec-
tors to separate the air from the waste material,

The female urinal design impacts the selection of the separation
technique because the two urinal designs under development require vastly
different air flow rates, One design uses a collector built into the com-
mode seat while the General Electric design uses a funnel-like device
that can be positioned by the user, The integral urinal design requires a
high air flow of approximately 60 cfm to assure urine entrainment while
the GE funnel-type urinal positioned by the user requires significantly
less air flow of approximately 6 cfm,

The feces collector commode uses the Dry John concept developed
by General Electric in 1965. During defecation, the stool is conveyed
by the transport air flow into the storage container. The gas posi-
tioning jets may be used to supplement the transport air flow to ensure
disengagement of the feces from the anal area, Within the storage con-
tainer, the feces impinge on the rotating slinger, where it is centrifugally
accelerated through the slinger. This action, in addition to separating
the transport air from the feces, shreds and then spreads the feces in a
thin layer over the internal surface. The resulting large surface area is
important in the subsequent drying process. Used toilet tissue enters
the storage container in a manner similar to that of the feces, the tissue
being distributed by slinger action.



After defecation, the user clogses the seat valve and the interior
of the feces storage container is exposed to space vacuum and the feces
are vacuum dried. This arrangement for feces handling was success-
fully used in both the NASA 4 man-60day and a2 4 man-90 day closed
chamber tests,

The SHUTTLE ORBITER WMS must have design flexibility to
provide for future requirements. Such features as biowaste sampling
and non-venting may become necessary; consequently, the initial
selection of design configurations must consider these possible additions,



4.0 OBJECTIVES

The program objective was to prove the functional de sign of the
GE Dry John for Waste Collection in Zero Gravity environments ex-
pected for the '"Space Shuttle." Within this overall objective, several
more specific objectives related to making existing hardware more
like the Shuttle requirements as well as incorporating performance
improvements,

A more earth-like facility usable by both sexes with reductions
in power, weight and size are objectives specific to the Shuttle, Also
from recent experience on APOLLOQ, definite improvements in fecal
separation and handling are needed.

4,1 PRIMARY OBJECTIVES

The objectives of the program were directed at attaining data
to optimize the engineering design of GE Dry John to be used in Zero ''G"
environment and to evaluate and optimize the GE Dry John approach in
terms of user acceptability.

The specific objectives of the study program were:

A, Obtain engineering data to determine minimal air flow
requirements for the entrapment and transport of feces in
a4 Dry John configuration.

B. Obtain engineering data on the slinger design to optimize
dissemination of fecal and other waste material {e. g.,
tissue wipes).

C. Using the GE Dry John urinal collector configuration,
obtain engineering data to determine minimal air flow re-
quirements to collect, entrap and transport urine from
both male and female users in a Zero "G" environment,

D. Determine the degree of user acceptance of the basic GE
Dry John configuration for both male and female users,



4.2 SECONDARY OBJECTIVES

In developing the test program and designing the equipment for
the study, several other objectives for design goals evolved and
resulted in significant data or design modifications. Some of these
objectives included:

A An improved seat/urinal design for male and female use.

B. A design configuration similar to conventional "earth like"
waste collection systems with a high degree of operational
simplicity,

C. Developing restraint design requirements for Zero '""G"
conditions.

D. Developing a design philosophy and approach permitting
ease of maintenance.

E. Developing a design philosophy and approach insuring the
adequacy of both waste material and odor contamination
control,

F. Using a cost-effective approach to develop the system design
in such a manner as to promote a high degree of confidence
of system reliability and user acceptance with minimal
weight, power and volume requirement,



5.0 APPROACH
5.1 GENERAL APPRCACH

The significant aspects of our approach included the use of Space
Shuttle requirements as a focus for hardware/performance choices, quick
look tests in flight of many factors but to a shallow depth and early use
of simulations followed by later tests with subjects. Also, for Zero G
environments, the use of aircraft Keplarian maneuvers and data taking
by Hi-speed movies characterize the approach used.

The approach to hardware aspects of this program was to use an
available '"Dry John'" functional mockup with some initial improvements, Initial
ground tests were followed by flight tests using '"stand in equipment' to
generate simulated feces and urine, These tests were to explore the
effects of varying major system parameters and establish a working
optimum for subsequent testing. Finally ground and flight tests in a
"Zero G Aircraft'" using human subjects were planned to complete the
demonstration of feasibility, The approach to ocperational aspects of
the program was to initiate early contacts with NASA and the Zero "G"
test facility to assure equipment and program compatibility as well as
developing a pool of flight qualified subjects and GE test conductors/
observers,

The next significant need for advanced Waste Management appears
to be the Space Shuttle vehicle., Early requirements definitions for this
program indicated significant advancements in the direction of a more
earth-like system to accommodate less highly trained astronauts of both
sexes. These requirements drove test equipment configuration choices
and testing plans towards new urinal designs and additional urinal testing,

These new requirements also meant that relatively little Zero ""G"
equipment experience was available. So a ""quick look' testing approach
was used to gain some limited experience with each of a number of facets.
Through this technique, any significant problems were then identified
early in the program.

"Quick look" testing was initiated with simulations of human func-
tions which later on would be done with human subjects. A simple fecal
generator was devised to deliver selectable types of simulated feces in
controllable amounts and times. Also, a female mannikin was used
for initial testing of urine collection. These simulations made the early
flight testing quicker and more controlled. Also, certain parameters
such as urine flow rates could be varied systematically to find optimum
settings of urine collection air flow to be used in subsequent tests with
human subjects,



The Zeroc "'G'" testing environment was provided by an aircraft
flying a parabolic maneuver which gives short periods of weightlessness
and is for this application the closest approach to space flight available.
Certain limited aspects can be tested in a Zero '""G' environment pro-
duced by other methods. For example, there is a current program in
which fecal separation and transport is being investigated in a neutral
buoyancy facility., However, a much broader test spectrum including
human usage could be done in an aircraft and a substantial capability
was available at the USAF WPAFB Zero G facility.

5.2 ZERO "G" SIMULATION DESCRIPTION

Keplarian Trajectory Zero '"G'" Simulation was produced by exe-
cuting a Keplarian Trajectory in a KC-135 Aircraft. To execute this
maneuver, the pilot establishes an altitude of approximately 25, 000 feet
" and accelerates in level flight to Mach . 88 then pitches up at 266 to a 45°
nose up attitude. Then a slight pitch down initiates the Zero ""G'" period.
The pilot continues pitch down rotation using a special accelerometer
indicator to control vertical acceleration to essentially zero. This con-
tinues for up to 30 seconds while the aircraft goes "over the top at per-
haps 35, 000 feet and comes back down., At a 30° nose down pitch attitude,
the experimenters are notified by intercom to get personnel in safe posi-
tions and at 45° nose down pitch angle recovery is started and 2 to 2-1/2
G's vertical acceleration is pulled to bring the aircraft back into level
flight and ready to repeat the maneuver,

5.3 GENERAL EQUIPMENT DESCRIPTION

Waste management is part of the Food, Water and Waste Subsystem
for the Shuttle Orbiter spacecraft as shown in Figure 5, 3-1, The waste
collection, transportation and storage portion of the subsystem shown in
Figure 5. 3-1 was fabricated of clear plastic materials in critical areas
and subjected to photographic examination during zero gravity tests in an
aircraft and during normal gravity baseline tests.

- 5.3.1 Urine Management

The urinal can be used in the seated or standing position, separately
or during defecation. Upon micturition, the urine is entrained in an air flow
and conveyed to the liquid/gas separator. The dynamic liauid/gas separator
pumps the urine to storage and permits the transport air to exit to the blower
and odor filter prior to return to the cabin atmosphere. After use, or per-
iodically, a small volume of liquid biocide is dispensed into the urinal and
flushed with water. The unit continues to operate until the biocide and
flush water are pumped to storage. ‘

N
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5.3.2 Feces Management

The contoured seat of the commode assists in positioning the user.
Body and foot restraints secure the user to the seat during zero gravity
operation. When properly seated, the user places the system power switch
to the on position and manually activates the vent valve, repressurization
valve and the slide valve. The slide valve cannot be opened before re-
pressurization of the container and power is applied to the slinger. Trans-
port air flow occurs concurrent with slide valve opening., This precludes
any possible back flow from the feces storage container into the Shuttle
ambient. During defecation, the stool is conveyed by the transport air
flow through the transport tube into the storage container. The gas posi-
tioning jets may be used to supplement the transport air flow to ensure
disengagement of the feces from the anal area. Within the storage con-
tainer, the feces impinges on the rotating slinger, where it is centri-
fugally accelerated through the slinger. This action, in addition to sep-
arating the transport air from the feces, shreds and then spreads the feces
in a thin layer over the internal surface. The resulting large surface area
is important in the subsequent drying process. Used toilet tissue enters
the storage container in a manner similar to that of the feces, the tissue
being distributed by slinger action. Transport air is drawn through a
bacteria filter and into the blower and filter assembly, (Trash and vomit
filled bags are handled in a similar manner). After defecation is com-
pleted, the user closes the slide valve, opens the vent valve and removes
his position restraints. Closing the slide valve activates the interlocking
switch which turns off the slinger motor and opening the vent valve permits
the start of the fecal microorganism control process,

Opening the vent valve of the interior of the storage container re-
sults in drying of the thin layer of deposited feces either by freeze drying
by vacuum or drying by circulating ambient air. The container surface
remains at essentially room temperature throughout the process with
sufficient heat belng transoferred from the environment to permit com-
plete drying.

11



PRECEDING PAGE BLANK NOT FILMED

Initially, the Dry John unit shown in Figure 6, 1. 2-1 included a
20" diameter bowl (top half transparent), 5 1/2'" diameter single row
slinger powered by a 400 Hz 2000 rpm motor, one 30 cfm blower and
supplementary equipment. In the course of early laboratory work toward
providing higher controlled air flow rates, all ducting was opened to a
nominal 2" diameter and a new 60 ¢fm-5"" Vane-Axial Blower (Joy Mod.
AV 3,5-2,75-120D) substituted. Also for air flow control both a series
and a bypass valve were incorporated. New inlet rings were made to
provide high pressure air jets for fecal separation asgsist as well as two
different inlet orifice arrays. One inlet had eleven half round slots of
1/2'" diameter while the second had similar slots of 1/4' diameter. Be-
sides the original transport tube, 4'" bore by 2 1/2" iong, a longer tube
(3 3/4") of the same bore was also used. Functional Diagram Figure
6. 1.2-2 illustrates this air flow system.

The original slinger had 12 tines 3" long at a 30° half on angle,
Provisions were added to mount additional 1 3/4'" long tines or at a 2"
radius and 12,59 half cone angle. The same mounting also accepted 1/2'"
x 1 3/4'" fan blades which could be preset to any desired incidence angle.

Instrumentation to measure transport air flow was installed. In
the 2" air duct pitot-static pickups sensed total and static air pressures and
drove standard aircraft air speed and altitude indicators. Two high-
speed 16 mm movie cameras having orthogonal views of the Dry John
bowl were used to record separation and transport occurrences during
flight tests. Figure 6.1.2-3, 4 and 5 show this equipment installed in
the Zero "G'" test aircraft.

The simulated feces generator accepted pre-filled cartridges con-
taining the varied consistencies of material and provided means for intro-
ducing the material into the Dry John and cutting off segments with an
artificial sphincter. A simple manually operated plunger was used to
extrude the simulated fecal material from the preloaded cartridge. A
normal operation sequence would start with the sphincter closed and a
loaded cartridge inserted into the loading tube. Manual rotation of the
loading tube opens the sphincter and then using the plunger, a measured
amount of material is pushed through the sphincter into inlet area of the
Dry John. Rotation of the loading tube in the opposite direction applies °
closing forces on the sphincter. However, the soft compliant nature of
the sphincter does not give immediate positive closing and cut off the
fecal material, but rather a slower pinch-off action somewhat analagous
to that of the natural sphincter operation, In addition, a limited axial
freedom was provided in the device., When the sphincter was closed, a
motion of 3/4" total could be obtained by manual forces along the loading
tube axis. This provided a primitive capability to introduce axial accel-
eration (jounce) as a fecal separation assisting means. Figure 6.1,2-6
shows the sphincter end of the simulated stool generator installed in the
seat and simulated anal configuration used in the fecal transport Zero "G
tests.

13
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Figure 6.1, 2-3.

Equipment Installed in Aircraft



Figures 6. 1,2-4 & 5. Equipment Installed in Aircraft
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Figure 6, 1,2-6, Equipment in the Aircraft Showing the

Sphincter End of the Simulated Stool Generator
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6.1.3 Procedures

Procedures used during Zero "G'" flight testing of simulated
fecal separation transport and storage resulted in a systematic varia-
tion and observation of the effects of nine different parameters, The
following tabulation lists these parameters and their levels of variation,

Parameter ‘ ‘ Variations
1, Inlet Ring ‘ 1/2" & 1/4" Inlet Slots
2. Transport Tube Short & Long
3, Slinger Configuration 12 Round Tine

12 Round Tine Plus 12 Square Tines
12 Round Tine Plus 3 Square Tines
12 Round Tine Plus 12 Blades

4, Slinger Rotation Cw & CCW
5. Transport Air Flow 27 & 47 S. C.F. M.
6.  Simulated Feces Consistency - Firm, medium, soft
7. Simulated Feces Length - 2', 3'", 4", 5”,‘ 10, 12"
8.  Simulated Feces Induction Angle 0°, 12°
9. Separation Assist Transport Air Only

Air Jets

Jounce

'Of these parameters, seven could be varied while in flight but
two,(2) transport tube and (3) slinger configuration were only changed on
the ground between flights. The sequence for testing is outlined in Table
6. 1,3-1 "GE Dry John Zero "G'" Flight Test Conditions - Simulated Feces
Separation and Transport. "

" Pre-flight preparations included making the several ‘simulated
fecal mixtures and loading into cartridges tubes, Both '"firm and standard"
formulas were in the proportion of {one) Gainesburger Dog Food Patty
mixed with one teaspoon of peanut butter plus water; For a "firm" mix-~
ture, 30 ml while for "standard' 45 ml H.O was used. The loose con-
sistency was 110 ml H,O to one packet of instant oatmeal cereal. For
easy distinction between mixtures a blue food coloring was added to the
"firm'' mixture,

19



Table 6.1, 3-1,

G.E. Dry John Zero G Flight Test Conditions

Simulated Feces Separation & Transport
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During the 2G portions of Keplarian maneuver, stool cartridges
were loaded and any programmed adjustment of air flow made. At the
beginning of the weightless period on signal from the flight deck, the
cameras and lights were turned on and injection of the simulated fecal
material started. Although not subject to rigorous temporal control, an
attemnpt was made to inject the material smoothly over a 5 to 10 second
period and have the sphincter closed between 10 to 15 seconds into the
weightless period. The period from 15 to 20 seconds was used for
applying whatever separation assist was specified for that test run.

Figure 6.1, 3-1 shows the array of cartridges and plungers near
the Dry John just prior to the first test run, Figure 6.1, 3-2 taken during
run 17 illustrates how these procedures were executed for the 51mu1ated
fecal separation and transport studies.
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Figure 6. 1.3-1, Cartridge and Plunger Assemblies in
Aircraft Prior to Use

Figure 6.1.3-2. Tllustration of Procedures for Simulated
Fecal Separation and Transport Study
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6.1,4 Results

Preliminary ground testing of the Dry John resulted in charac-
terization of the transport air flow. Subsequent flight tests provided
indications of the effects on simulated fecal separation and transport
performance caused by varying a number of parameters under weight-
less conditions,

Transport air flow pattern was shown to be initially a radial in-
flow through eleven slots just under the Dry John seat and perpendicular
to transport tube axis. As the separate jets come together in the center
- they merge and turn downward along the transport tube axis in a single
high velocity core. Velocity traverses made along a major diameter of
the tube located 1 1/4" below seat lower surface showed a high velocity
core approximately 1 1/2'" diameter in the center of transport tube, Maxi-
mum velocity at the core center was measured as 40 ft/sec. with the
nominal 60 CFM blower and original 24 - 0,213" diameter hole inlet fing,
A similar velocity profile was obtained with the original 25 CFM blower
giving amaximum velocity of 16 ft/sec.

Besides velocity profiles, a static pressure traverse was taken
on the center line axis of transfer tube. A local high pressure zone ex-
tending from the seat bottom to approximately two inches down the trans-
port tube, Peak pressure rise noted was 3 1.2'" water above the
general pressure levels in the transport tube,

Flight test data on separation and transport of simulated feces
was obtained during three filights with 56 test points run, For the second
and third flights, some modification made to the test procedures resulted
in an improved data yield.

Fecal separation performance was influenced by the basic pro-
perties of the simulated material and as well as by the type of separation
assists used. Test runs with the "firm'" material typically did not sep-
arate during the available time at Zero '""G' for a run unless assisted.

Of the two assist methods, the ”jOuncing” was judged to be somewhat more
effective than high pressure air jets in obtaining separation,

Fecal transport performance was characterized in terms of velocity
of the stool after separation and its trajectory. These performance indi-
cators were affected when several of the operating parameters were
varied. Transport velocities were higher at higher air flow rates and
also had some sensitivity to the separation assist. Air jet separation
gave higher stool velocities. Any sensitivity to inlet size was obscured.
Fecal transport trajectories were crudely defined by whether or not the
stool proceeded down the transport tube without touching or not. There
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was relatively little tumbling even with short stool lengths; most would
proceed down the tube in a stable orientation until contact was first made
with the slinger. Between the three types of material, there was more
inclination of the soft to make contact with the transport tube and then
to proceed much more slowly towards the slinger. There were, how-
ever, no marks indicating such contact until one inch or more below

. the seat.

6.2 FECAL SEPARATION, TRANSPORT AND SLINGER STUDIES -
HUMAN SUBJECTS

6.2.1 Approach

Plans for the studies of fecal separation, transport and slinger
studies using test volunteers during Zero ""G'" flights have not been
finalized, Lack of availability of the KC~135 aircraft precluded the
possibility of conducting these tests until a later time,

Basically, the first phase of this testing was to establish a
"baseline'' combination of variables as established from analysis of
earlier tests, These established values will be used in subsequent tests
with human subjects during Zero "G'" flights, If necessary, adjustments
of one or more of the baseline parameters could be made during Zero
"G" runs, but the approach is to minimize equipment variability in
favor of studying the overall performance with several different subjects.
This test combines with the urine capture and transport tests. The basic
equipment configuration will be essentially the same for human subjects
as for simulated feces except that the artificial feces generator will be
replaced by a seat and restraints appropriate for human usage in the
Zero ""G" test environment. Also, an enclosure will be used to provide
privacy for the subjects.

6.2.2 Equipment

For human usage in the Zero "G'" testing equipment will be sub-
stantially the same as that previously described in Section 6, 1. 1 for simu-
lated fecal collection with the generator-seat assembly replaced by a new
seat and appropriate restraints. Packaging of the power, control and in-
strumentation was changed and a privacy enclosure provided. A schematic
of the electrical system is shown in Figure 6.2.2-1,

Figures 6,2,2-2 and 6, 2.2-3 respectively, show the Dry John and
the support equipment including blowers, odor filter, controls and flow in-
struments set up for ground checkout. The seat incorporated into the
equipment was specially designed for both Zero "G', normal gravity, and
if required 2 "G'" use. The seat is a soft contoured unit providing support
similar to that of a conventional commode. The contours on the seat
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Figure 6.2.2-2. The Dry John Zero "G'" Test Unit
Assembled for Ground Check-out

Figure 6.2.2-3. Support Equipment Including Blowers,

Odor Filter, Controls and Flow Instruments of the
Dry John Zero "G'" Test Unit Assembled for Ground Checkout
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provide sensory input to the seated or restrained user to aid in proper
positioning for defecation. In addition, the seat is designed to provide
flexible contour points for the ischial tuberosities to further insure
pProper user positioning, The compliance and contours of the seat also
provides an air seal assuring proper air flow in the transport tube,
Hand holds, foot restraints and a seat belt type restraint also have been
provided.

To provide privacy to subjects using the Dry John, a simple modular
enclosure was fabricated. Overall dimensions were 4 ft. x 8 ft. x 6 1/2 ft.
high with the largest panel modules being 6 ft. x 2 1/2 ft. All panels were
aluminum angle picture frame covered with an aluminum sheet except for
one entry panel. For this, NASA-JSC provided a fire-proof curtain with
velcro closures, Figure 6.2.2-4 shows the arrangement of Dry John
within the privacy enclosure.
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Figure 6,2.2-4. Dry John Zero ""G" Test Unit

With Privacy Enclosure
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6.2.3 Procedures

Specific procedures for the fecal separation, transport and
slinger studies have not been finalized. Additional Zero "G' tests
using the Dry John equipment as updated from the simulated fecal trans-
port tests are planned for the near future,

6.2.4 Results

T B D

6.3 URINE CAPTURE, ‘CONTAINMENT AND TRANSPORT -
SIMULATION STUDIES

6.3.1 Approach

The general approach to urine capture containment and transport
studies was to concentrate on development of equipment for the female'
astronaut using first a ground testing and then a Zero '"G'" Flight testing
environment.

Development of the urinal configuration included checks of fit
and orientation to a female mannikin, Several systems for artificial
urine flow and air transport were checked out and calibrated in ground
tests,

For flight tests, the mannikin was mounted on the Dry John Unit,
Test runs involved varying urine flow rates and transport air flow rates.
This combination provided the performance envelope of satisfactory cap-
ture, containment and transport of simulated micturition using the female
mannikin,  Four levels of urine flow were used for each of the air flow
rates. Data was gathered under Zero "G" flight conditions by high-~speed
- movies.
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6.3.2 Equipment

For initial studies of urine capture containment and transport
under simulated conditions, the test equipment included a female manni-
kin, urinal assembly, phase separator and blower together with flow in-
strumentation and photographic data collection equipment.

The mannikin used for the tests was Gynny Pelvic Training Model
obtained from the Ortho Pharmaceutical Corporation. The model was
modified by the addition of a simulated urethra and an air Pressurized
system for providing a simulated urine flow. The quantity and flow rates
of the simulated urine flow could be manually controlled. The basic ele-
ments of the system are shown in Figure 6, 3,2-1,

Two types of urinal assemblies were constructed for the tests, but
the main effort concentrated on the female urinal development as there al-
ready existed substantial space experiences with male urinal assemblies.
Basic configuration of the male/female urinal was a receptacle approxi-
mately 2" wide x 5' long which is contoured to fit a periferical area
surrounding the vulva. The urinal is shown in Figure 6. 3,2-2, The struc-
tural connection element is interrupted to provide an inlet for transport
air flow. Configuration and size of the inlets is intended to give a contin-
uous in-flow of air around the full periphery directed parallel and in close
proximity to local skin contour, A local air velocity of 20 ft/sec was ex-
pected to be adequate for capture and transport of urine droplets and
splatter.

32



£e

FrLow Cewnoi

g VaLve
~

/ 6YNN~(
LIRINA L ?E“ vic

MoDEL
SIMUATES
LIRINE  AXD
J TRANSPORT
PR
Frow Merars

#‘;5’ 4&u~5 Fiow

SIMUIATED
AccumurAoR

SoLENDID
arveE

op
.

Figure 6.3.2-1.

7\ Fiow
ROL
AlE %Zf
PHASE  \
DEFPARATOR
Mme|
!

ST -

Afc

— TOOMFPESSED
AlR .
15" /osg

H00d ST @9HVd TVNIDIHO
AHL J0 ALITIAIDNAOYddq

Elements of the System for Simulation of Female Micturition



Figure 6.3.2-2. Male/Female Urine Receptacle
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The remaining elements of the urine collection system included a
centrifical phase separator to remove all liquid from the transport flow
before the air stream proceeded to the blower and exited. The blower
used was a 400 Hz ac motor driven centrifugal unit rated at 25 cfm @ 10"
wc. Actual {low was controlled by an in-line butterfly valve and meas-
ured by pilot and static tubes in the exit of the phase separator.

6.3.3 Procedures

Procedures used for Zero ""G'" flight test of simulated urine cap-
ture containment and transport involved the simultaneous variation of
two collection parameters and observing the results under weightless
conditions.

The mannikin and urine collection system described in Section
6. 3. 2 together with a pressurized water supply and camera equipment
were given ground calibration runs and then installed in the test aircraft.
Colored water used to simulate urine was set at 14 psi pressure to match
ground calibration runs of the flow control needle valve,

During the Zero ""G'" maneuvers, a test plan, shown in Table 6, 3. 3-1,
was followed which called for four different "urine' flow rates at each of
3 different air flows--a total of 12 runs on each of two flights, The equiva-~
lent rates were urine flow 1 to 24 ml/sec and transport air flows of 1.5
to 11 SCFM. For each run, the flow rates were set up prior to entry
into weightlessness., Upon signal that Zero ""G" had been obtained, a
solenoid valve controlling urine flow was opened for a planned time period.
Results of testing were recorded by movie camera.
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: Table 6. 3, 3-1,
Simulated Urination (Gynny) Test Plan

Film Test Air Flow Water Flow
Flt Date Roll No. Dsec. CFM ml/sec
2 23 Apr 1 %1 11 2
173 . 2 4
#*3 s 8
o
4 a4 1
]
]
5 ] 5.2 2
6 E ' 4
7 g 8
—
8 R 1
H
«
9 : 2.5 2
=S
Y. ’
=~
— o .
2 12 ; 1
4 25 Apr *1 2.8 1
173 1&2 2 - 3
3 l 8
*4 24
*5 : 5.5
6
7
No Run Ny 24
9 1.6
10 3
11
No Run v 24
13 <1l.5 0.5
14 0.5
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6.3.4 Results

Zero Gravity tests of simulated urine collection were satisfactory
for air flows of 3 cfm or above. On two different flights and 26 test runs
various combinations of transport air flow and simulated urine flow were
tried. Air flows ranged from 1 to 11 SCFM and "urine" flows were from
} to 24 ml/sec. Collection performance aspects observed were en-
trainment of the liguid by air flow, escape or leakage of liquids from the
urinal, and any pooling or build-up of liquid either on the female manni-
kin or the urinal receptacle, The results showed that the collection
performance was more sensitive to air flow than to "urine' flow rates,

" For airflows less than 3 SCFM=%, there was a tendancy for urine to pool

or build up either on and within labia of the mannikin, or on interior
surfaces of the receptacle. This tendancy was more marked when "urine'"’
flow rates were low or at the termination of a higher flow rate. No escape
of urine or wetting of the model in areas outside the labial opening were
noted and satisfactory transport was obtained whenever airflows of

3 SCFM or more were used regardless of the '"urine'' flow rate,

b, 4 URINE FLUSH TESTS

6.4.1 Approach

To permit repeated use of a urinal assembly, periodic flushing
with water and/or a biocide solution may be required, The objective of
the urinal flush tests was to determine the feasibility of an open spray
type flush, An open spray type flush simplifies the urinal assembly design
by not requiring a "capped'' urinal during flushing. Greater flexibility
in locating the urinal during the flush cycle may also be possible.

‘ An existing urinal design, an early male/female use version, was
modified to include a directed spray capability. The general test approach
was to evaluate the effects of transport air flow and flush water flow rate
combinations. Results were recorded photographically and keyed to the
various test conditions.

*For the receptacle design used, 3 SCFM corresponds to air velocity of
7 £/8 at the air inlet nozzle throat,
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6.4,2 Equipment Description

The basic equipment to be used was an early version of the male/
female urinal as described in Section 6. 3. 2. An open spray type flush
device which could be placed in the urinal was used. Figures 6,4,2-1
and 6.4.2-2 air drawings shows the nozzle plenum and general test
set-up, respectively.

6.4.3 Procedures

The general test procedure was as follows:

1.

Prior to Zero "G'" flight condition:

a.

Pressurize flush water supply tank to predetermined
valve.

Adjust flow control valve to desired setting {pre-
calibrated).

Adjust transport air flow to desired setting (pre-
calibrated).

During Zero ""G" flight condition: ~

d,

b.

Camera (and camera lights) actuated by pilot.

At camera ON signal, control switch actuated to open
sclenoid valve and start water flow.

At end of approximately 3 to 5 seconds, flush water flow
stopped by closing the solenoid valve. This rather short
duration flush water flow period was used to assure
sufficient time for the transport air to remove any
accumulated fluid from the urinal,
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6.4.4 Results

Table 6.4. 4-1 records the test conditions for the six tests planned
and completed. Flush performance was satisfactory on all tests; i, e.,
flush water was confined to the urinal without loss to the surrounding
ambient, Coverage, within the urinal, obtained by the multiple nozzle
spray was comparable to that obtained under one "G' test conditions.

Table 4. 4.4-1, Test Conditions for Urinal Flush Tests

Transport Water Water Flush

Test Air Flow Flush Flow Flow Duration
1 11.0 CFM 24 ml/sec ‘5 sec
2 5.5 24 5
3 2.8 24 | 5
4 | 11,0 36 3
5 5.5 36 3
6 2.8 , 36 3
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6.5 URINE CAPTURE CONTAINMENT AND TRANSPORT -
HUMAN SUBJECTS

6.5.1 Approach

‘ Following the completion of the Zero '"G" tests using the Gynny
Pelvic Model for simulated female micturition, a series of tests using
human subjects were planned to demonstrate the collection, containment
and transport of urine in Zero "G" utilizing the GE Dry John. Using an
optimum setting {or range of settings, if required) as established in the
earlier Gynny Model simulation tests, ground baseline tesis were run
using three female subjects. * Subjects for the studies were briefed re~
garding equipment function and were debriefed both verbally and by
questionnaire following use of the system. These ground baseline tests
were used to: establish proper fit and adjustment of the urinal; orient
and train the subjects; determine optimum camera angles for data collec-
tion; and obtain photographic data of female micturition in one "G'" to
demonstrate the feasibility of using the GE system in normal gravity as
well as comparing one "G'" and Zero "G' urine collection data. Subjects
used for the baseline data collection were experienced subjects having
previously used a urine waste management system during Zero ""G'" Kep-
larian flights; these same subjects are to be used in the Zero '"G' Keplar-
ian flight studies of the GE Dry John system. Through the use of the
subjects in both one '"G'" ground baseline and Zero ""G'' studies, more
adequate control of subject variables can be obtained. [n addition, since
the subjects had been used in other Zero "G" urine collection studies,
comparison of the GE system with previously tested systems was possible
at least on a subjective basis.

In addition, collection of urine in Zero "G'" using the GE WMS
concept has been accomplished. Over a series of parabolas, a complete
micturition by a male subject was achieved.

*Air flows were basically optimized for female urine collection, Any
values established for female micturition should be more than sufficient
for male use,

42



Plans for the continuing Zero "'G'" portion of the test using addi-
tional male and female subjects are not yet finalized although the tests
will be conducted as similarly as possible to the one ""G" tests, In the
Zero "G tests, urine collection will be obtained from male and female
subjects. In addition, male and female demonstration of operational
usage of the waste management system including approach to the system,
disrobing, engagement and use of restraints, system use and return to
duty activities will be conducted as part of the Zero '"G" testing.

The primary means of data collection for both the completed one

"G' tests and future Zero "G'' tests include motion pictures, question-
. naires and debriefing of subjects.

6.5.2 Equipment Description

A close-up of the basic equipment used in the male urine collection
Zero '"G" study and the ground baseline data collection from female sub-
jects is shown in Figure 6,5.2~1 and Figure 6.5,2-2. The equipment, with
modifications by the addition of a seat (as described in Section 6. 2, 2)
is basically the same as the equipment used in the simulated urine collection
study, Section 6.3,2. A privacy enclosure was provided for the ground
baseline studies and will be provided for the Zero "G'" studies. Standard
motion picture photography equipment were used for the ground baseline
data studies and for the male urine collection study. Similar equipment

will be used for future Zero "'G' studies.
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Figure 6.5.2-1. Urine and Fecal Collection System and Phase
Separator for the Baseline and Zero ""G'" Studies

Figure 6.5.2-2. Blowers, Electronics, Odor Control Filter,

Instrumentation and Controls for the Baseline and Zero ""G'" Studies
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6.5.3 Procedures

6.5.3,1 Zero '"G" Male Mictuﬁtion

Urine collection using the male/female urine receptacle was
accomplished by intermittent urine collection over a series of three _
parabolas. The test subject was in an "upright'' position as opposed to
a seated position to demonstrate the feasibility of using the male/female
urine collector in a ""standing' position.- Air flow used in the urinal for
the collection was 3 CFM. Recording of data was accomplished via

motion picture photography

6. 5.3.2 Ground Baseline ‘Datar

Data on urine collection in one "G'" was obtained from three
female test volunteers. The subjects were first given a briefing de-
scribing overall function of the system and a demonstration of system
functions was given. Each subject then used the system for a urine coll-
ection in the privacy of the enclosure. Air flow used in the urinal was
6 CFM. Motion picture photographic data of the micturition was taken for
each subject. Following use of the system, each subject was individually
debriefed and filled out a questionnaire. An example of the questionnaire
can be found in the Appendix Section 10, 2,

This entire process was repeated approximately 2 weeks later
using the same subjects and test conditions’ The equipment used for the
second data collection was slightly different in that it was modified to
give a larger range of position adjustment and spring loading to position
and hold the urinal for the female urine collection. The questionnaires
used for the second data collection session are provided in the Appendix
Section 10. 2,
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6.5.4 Results

6.5.4.1 Zero ''G" Male Micturition

Analysis of photographic data and subject comments indicate
that the urine collection system for the Zero "G'" male micturition were
satisfactory, No difficulties were encountered with the use of the male/
female device; entrapment, containment and transport of the urine at the
3 CFM flow were entirely satisfactory. During the urine collection and
especially during the transition phase and two '"G'' phases of the urine
collection, limited restraint of the subject, in addition to the Dutch Shoe
Restraint, had to be provided. The need for the additional restraint was
primarily created by the transition phase between the Zero and two "G"
periods and the two ""G" portion of the parabola. Dutch Shoes or a com-
parable restraint should be entirely satisfactory for true Zero "G use,

6.5, 4.A2 Ground Baseline Data

All uses of the urine collection system in the one "'"G" baseline
data tests by the three female users were completely satisfactory. En-
trapment, containment and transport of the urine in the system were en-
tirely adequate, Further, the subjects found the urinal, especially the
spring loaded device used in the second session, to be very comfortable.
and in general provided a feeling of security during use in that the urine
was effectively collected and contained. One significant advantage to the
urinal design was that the subjects found that there was little if any need
to wipe the vulva and labial area following micturition. This was due to
the gentle '"scrubbing' action of the air flow at the opening of the urinal
in combination with the separation of the labia created by the lip of the
urinal. The resulting effect was to remove any residual urine from the
vulva.

The subjective evaluation of the system by the subjects was
highly favorable, In general, the subjects preferred the system over
previously tested systems. The seat/urinal combination was found to be
comfortable and easy to use. All the questionnaire data obtained from
the subjects for both data collection sessions can be found in the Appendix
Section 10,
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7.0 DISCUSSION

7.1 SIMULATION ACCURACY

The simulations used for this program are believed to be adequate
to assess the parameters of interest evaluated in this study. However, it
is felt that a discussion of the potential limitations of the simulations would
be of benefit to those readers unfamiliar with the techniques used.

A substantial part of this study was based upon simulations, especially
_during the early phases. Later testing will have less simulation as the
program passes into the human usage testing. Simulations of fecal mater-
ial, stool generation, urine, and female genital configuration as well as
the space environment, weére used with varying degrees of accuracy.

The zero gravity environment of space as simulated by Keplerian
maneuvers in an aircraft is unrealistic in several aspects, The duration
of weightlessness is short and is preceded and followed by 2 to 2-1/2¢g
periods; further, the acceleration is only approximately zero, Although
the test runs were structured to be completed within 20 seconds, some
results were still questionable. For example, fecal separation that did
not occur within the 20-25 second weightlessness was reliably completed
by the subsequent 2-1/2g acceleration of aircraft '"Pull Qut and Recovery, "
"Firm" fecal material was substantially affected while other consistencies
separated without this difficulty. To some degree, the artificial sphincter
of the feces generator was involved along with the fecal material and there
is little firm basis for making a definite judgment as to the simulation
accuracy of component functions of the overall separator process. Other
than the "firm'" feces separation, the human micturition was also affected
by shorness of the Zero "G'" periods relative to the overall cycle time of
a normal micturition. However, the effect of this on a collection system
was minimal and was in part accommodated by providing for higher maxi-
mum urine flow rates than those observed in this Zero "G'" environment.
Accuracy with which zero gravity was maintained during a maneuver de-

- pends upon tracking errors of the closed loop system including a sensing
accelerometer, cockpit display instruments, pilot response and the air-
craft pitch control dynamics over a wide speed range, together with dis-
turbance effects from atmospheric turbulence, No quantitative accuracy
data was available, but personal observation was that for the five flights
to date, test run results have not been significantly affected by inaccur-

acies in maintaining the Zero '"G'" environment. :
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7.2 EQUIPMENT FUNCTION

Analysis of movie film data on the simulated fecal collection runs
showed considerable dispersion in the velocity and separation perform-
ance results., Part of this has been subsequently attributed to random
and occasional disruption of the air seal between seat and inlet ring.
Attachment of the seat to the inlet ring is by a hinge plus somewhat re-
silient hold-downs. In turn, the feces generator mounts onto the seat,
As the fecal generator is manually operated and the test personnel had
minimal body restraints in flight, there were occasional extraneous torques
on the feces generator as the test personnel steadied themselves during
weightless periods, Torques above 25 in-lbs. about the seat hinge axis
would cause variable leakage of air across the seat/inlet ring seal and
confound test results. This was substantiated by occasional observations
of erratic readings of bowl and duct altitude instruments. The probable
effect of such leakage flow is to reduce the inlet velocities and distort
the air flow distribution pattern. A result would be a lessening and dis-
tortion of the localized high pressure zone at the anal area. Weakening
and eccentricity of the separation force would result with visible effect
on separation, initial stool velocities and direction.

Data on performance of separation assists was primarily an average
velocity of the stool over a short distance until contact was made with the
slinger. With the long stools used on the first flight, the free travel dis-
tance was too short to get any velocity measurements. On successive
flights having runs with shorter stool lengths, velocity data was taken on
eleven runs, From these, there was enough information about three of the
four separation conditions to draw some inferences. For example, for no
separation assist (other than from the transport air always present), a
characteristic velocity was 5''/sec. and with high pressure air jets, or
air jets plus jounce, the velocity was typically 10-15'"/sec. for the "jounce
only' conditiocn no usable velocity data came out.

A very interesting aspect of the observations of stool velocity is
that essentially all of the velocity change appears to happen very soon after
separation. As earlier measurements of transport air velocity gave a
core velocity on the order of 40 ft/sec., this is not the probable controlling
phenomena. A more likely cause would be an acceleration for limited dis-
tance defined by the local high pressure at the simulated anus. Transport
air inlet velocity vector direction is turned from radially inward to down-
ward along transport tube axis. This velocity change must be supported
by a redction force which probably results in a local high pressure zone
located where the velocity change is taking place. By design, this zone
is located just below the anal opening, Local high pressure in this zone
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operating on any differential area presented by the stool results in an
impulsive acceleration of the stool away from the anal area. It can also

be speculated that the local high pressure zone may be of some assistance
to the sphincter in pinching off the fecal material to form a separated stool.

7.3 DESIGN IMPLICATIONS

7.3.1 User Acceptance

User acceptance is a key issue in the Shuttle Orbiter Waste Manage-
- ment Subsystem because it is likely that some of the crew will not be ded-
icated trained astronauts. Consequently, near earthlike procedures must
be used to facilitate acceptance. In addition to the standard limitations of
size, weight and power, and the system must alsc be clean, sanitary and
not impact the spacecraft's environment; i. e., noise, microorganism or
cdor release.

The Zero ""G" test unit offered several features to enhance user
acceptance; i. e., hand holds, seat belt, foot restraints, spring loaded
urinal pressure for females, and a cushion seat. The test unit also pointed
out areas that need improvement.

7.3.1.1 Acceptance Improvement

It is recommended that several hardware design areas be improved
prior to the next series of user tests:

A, Urinal - Methods to sanitize or replace the user mterface
needs definition and user tests.

B, Urinal Support - The mechanical urinal support requires re-

' finement to permit positioning without "springback" and re-
positioning for standup usage. Also, the support and urinal
should not interfere with seating, exiting or require inordinate
disrobing.

C. Seat - The seat should be fabricated of a soft material for
- comfort and a smooth surface for easy cleaning. In addition,
additional tactile information should be provided to further .
aid in user positioning.
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7.3.2 Functional Hardware

The functional hardware design has seen several refinements and
over 600 man-days of usage in normal gravity. However, the Zero '"G"
tests showed several areas requiring improvement.

It is recormmended that several functional hardware designs be
improved prior to the next series of tests:

A.

Air Transport Jets - The air jets used to separate and trans-
port the stool need further analyses to determine optirmnum
configuration, Neutral buoyancy tests in the laboratory are
being initiated for this purpose. As an example, the 30 CFM
air flow required for the commode may be significantly re-
duced if supplemental high pressure jets are utilized for
brief pericds.

Transport Tube - Smearing of the transport tube with feces
proved to be a problem during photographic analyses of stool
transport. Periodic cleanup may be required during space-
flight and should be investigated.

Toilet Tissue - Single sheet tissue is recommended for de-
posit into the commode, because of the lower probability of

clogging the slinger.

Urinal Flush - Wide slot orifices are recommended for the
flush spray to better wet the urinal internal surface,
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8.0 CONCLUSIONS

The tests and data analysis to date provide a high degree of confi-
dence that the Shuttle Orbiter Waste Management Subsystem (WMS) will
operate properly in zero gravity during actual usage. However, these
users tests must be accomplished prior to cornmitment to this design for
the flight vehicle.

One other observation is that the WMS is very tolerant to perturba-
tions in test conditions. During the 115 test parabolas using a wide range
of test conditions and gravity environments, at no time did the simulated
- and real waste material escape from the collecting devices to contaminate
the user, tést equipment or aircraft,

Summarization of the conclusions of the study are:

o Tests have confirmed the soundness of the GE Dry John approach to
Shuttle WMS Requirements and give high degree of confidence that
subsequent Zero ""G'" tests with human male and female users will
‘be successful.

o} Have established a baseline equipment configuration and adjustments
for subsequent Zero "G'" User Tests,

o Adequate femnale urine collection can be obtained with 5 to 10 CFM
transport air flow when a small receptacle of design as depicted in
Figure 6. 3.2-2 is used.

o Males can use the same urine collection system, but more optimum
conditions will be obtained with a modified configuration receptacle
and lower transport air flow rates.

0 Adequate fecal collection and transport can be obtained @ 30 CFM
with the configuration used, involving seat, transport air inlet ring,
valve, transport tube, slinger and storage bowl,

o Soft or diarrhetic feces can be separated and transported with con-
tamination and scilage contained within the system (below Slide
"Valve).

o . Tissue wipes of the single sheet can pass thru a properly designed

slinger, Larger tissues in combination with bladed or more erect
tines can lead to tissue hang-up in the impeller,
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Fecal separation under Zero "G" conditions can be assisted_by
forces from properly configured air jets and acceleration induced
by the subject.

Simulation such as the "Gynny" gynecological model and the stool

generator are useful tools for the development and establishment
of operating parameters of a metabolic waste collection systemn,
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9.0 RECOMMENDATIONS

9.1 OVERALL RECOMMENDATIONS

The reported project has been a very successful test program in
which the scope has been severely limited by availability of the zero
gravity test aircraft and user personnel. Future investigations must be
continued to provide a firmer basis of design and to compensate for ex-
pected anomalies in user physique, waste quantity and waste composition.
Some of the areas recommended for continued and additional definition
and investigation are:

1. Commode air flow rate and air inlet configuration
2. Stool separation techniques
3. Transport tube clean-up
4, . Tissue wipe transport and storage
5. Slinger tine optimization for épeed and configuration
6. User prepar.ation, positioning and disengagement in iero
gravity '
7. Female use of urinal and commode in zero gravity (several
subjects)
8, Male use of commode in zero gravity (several subjects)
9.  Failure mode operation in zero gravity
10. Unit sanitation
11. Urinal configuration
12. Ground servicing
i3, Vehicle integration

It is recommended that the above be accomplished using three methods;
namely, laboratory tests, Zero '""G'" aircraft tests and of coutrse analytic
analysis,
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9.2 ANALYTIC ANALYSIS

Analytic analysis is a prerequisite for all the tasks; however, at
this early stage in the Shuttle Orbiter Waste Management Subsystem
design, the vehicle integration task can only be accomplished analytically
and with conceptual layouts. Such factors as weight, configuration,
mounting, electrical power, monitoring electronics, pressurized gas
sources, vent nozzles outlets, leakage rates and center of gravity change
are of prime concern to the vehicle. However, of prime concern to the
user will be appearance, ease of access and operation, privacy, opera-
tional efficiency (no mess or odors) and minimal noise (a SKYLAB problem)}.

9,3 LABORATORY TESTS

Neutral buoyancy offers a chance to test and refine designs in a
controlled simulated space environment prior to the necessary final vali-
dation in zero gravity., Neutral buoyancy uses neutrally buoyant simulated
stools in water to approximate the conditions of an actual stool being air
transported in zero gravity, Optimization of cormmeode air flow rate, air
inlet configuration and stool separation techniques can best be evaluated
and refined with this technique.

Laboratory test can also be used to define transport tube clean-up,
tissue wipe transport and storage, unit sanitation, urinal configuration
and ground servicing techniques.

9.4 ATIRCRAFT TESTS

The final operational proof of system operation must be accomplished
in Zero "G'" aircraft tests prior to acceptance as a spacecraft design. The
test protocol of controlled simulated waste discharges, baseline user tests
and actual Zero ""G' user tests used in this reported program is a very
valid approach to the problem. Subject to aircraft and user availability,
these tests should be continued.
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SECTION 10 APPENDIX
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10.1 ZERO "G'" FILM NARRATIVE
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Ta those unfamiliar with Zero "G'' testing in a KC-135 aircraft,
a brief introduction is given to show what the aircraft and crew must go
through to simulate the null gravity of space.

After the aircraft climbs to about 24, 000 feet with a speed of 520
miles per hour a series of parabolas are initiated which provide about 30
seconds of zero gravity per parabola.

As filmed from a ground based phototheodilite camera about 25
miles away, the parabolas are quite rigorous and produce 2 '"g's'" going
into and coming out of the Zero '""G" phase. The distance covered for each
parabola is about 9 miles and the aircraft fuselage deflects about 1 foot
during the maneuver.

The interior views show the '"Gynny" female simulator mounted on
the seat of a Dry John commode. Initial tests simulate female urinations
at various air and urine flow rates. Note that camera lites are on during
‘only zero "G'' condition via pilet control. ' '

The first scene shows urine pooling at a negligible air flow. Note
that even though the urine pool collects near the model, none escapes from
the urinal. This attests to the fail-safe character of the urinal design,

As the air flow is increased to 2. 8 CFM, the high urine flow of
24 ml/sec is accommodated; however, there is some droplet collection on
the urinal. Note how the air flow pinches off a urine droplet as it exits.

The major part of the splattering was controlled as the air flow was
increased to 5.5 CFM. Also, droplet pinch off becomes quicker.

As the air flow was increased to 11 CFM, urine control is com-
plete so that a flow of between the range of 5.5 and 11 CFM will provide
urine collection for females. Note the trajectory of the urine droplets
as they are emitted and drawn into the urinal ocutlet.

Ground baseline tests of the urinal with live subjects were very
similar to the Zero "G" test. When positioned, the urinal opens the lab-
ium majus and labium minus to promote streamlined urine flow and mini-
mige droplet formation. You can see how completely the labium was
opened by the slight pressure on the mons pubis and labium., Note how the
air flow vibrates the pubic hair and how thoroughly droplets are carried
away. None of the gals had to use a wipe. '
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Going back to the Zero ""G" tests, the liquid/gas separator
operated successfully during all tests. Note the air/liquid mixture
entering the separator and that there is no liquid in the air exit line.
This is necessary to maximize downstream air filter efficiency.

" The urinal design flexibility permits urine collection during the
‘vertical vehicle launch position as well as while in Zero '""G''. Here the
urinal was repositioned for upright male urination and tests were con-
ducted during three parabolas using an air flow of 3 cfm. The user is
standing in "Dutch Shoes' foot restraints and because of the violent 2 "G"
period before and after the Zero ""G'" phase, the user was supported by
two men and had to place his penis fully into the urinal to avoid potential
3p'illage during the 2 "G" phase,

Another view of the aircraft interior shows the feces simulator
mounted on the Dry-John seat. Several stool consistencies, sizes, air
flows, separation techniques, air inlet configurations, transport tube
configurations and air flow rates are shown next. Again, the slow motion
films are 8 to 20 times longer than actual time,

This series taken by a side angle camera focused on the transport
tube shows a firm stool color, coded blue, being air transported to the
slinger, followed by a normal stool, coded red, and a diarrhetic stool,
coded white, An artificial sphincter squeezes the stool inte a small
cross-sgectional area and either the normal transport air, an air jet
assist or a simulation of the normal anal canal movement is used to sep-
arate the stool. Note that the stool is angled forward to simulate actual
stool exiting,

Next, a series of slinger and transport tube configurations are
tested. DBut first, note the build-up of feces in red, white and blue layers
over this test series and that the two 2 '"G" environments encountered for
each loop attest to the good feces adhesion to the wall,

Initially two row tine configurations were tested to observe stool
shredding capability and ability to supplement the transport air flow,
thereby reducing blower size. Both worked well on all feces consisten-
cies but clogged on tissue wipes. The second configuration was photo-
graphed at 500 frames per second or 20 times the normal speed., Notice
how stable the stool is in the transport tube. Note that with this slinger
configuration, there is some feces hang-up on the inner tines. Also a
Piece of tissue is partially covered by the successive layers of feces
illustrates the packing effect on the tissue, As previously shown, the
feces adheres quite well to the walls even in 2 "G conditions; however,
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a few pieces do not adhere and these will not dry as rapidly because of
poor heat transfer to the feces. These particles or microorganisms
cannot escape the container because of the inward air flow.

This configuration worked well with tissue when the slinger rota-~
tion was reversed,

On the third run, the simulated anal canal movement is best de-
picted. The anus normally moves approximately 1/2 inch during defeca-
tiorn and sphincter operation. This sequence is a little exaggerated,

This sequence shows the selectedfslinger configuration with a
single row of tines, This arrangement operated successfully in over 600
man-days of testing. ’

Note that there is no feces retention in the slinger as disclosed in
the previous configuration; however, some small feces did escape the
shredder action necessitating a 1/2 inch increase in time length, The
last run filmed at 20 times normal speed used no assist with a diarrhetic
stool which contacted and adhered to the wall about 2-3 inches below the
anus. This sequence was the worse case of several tests. Note that
separation from the anus was achieved by the pinching action of the trans-
port air flow., Also, the stool is eventually conveyed into the slinger in
the total 25 second time period. It is evident that periodic cleaning of
the transport tube may be required when diarrhetic or explosive stools
are encountered, This obviously can be accomplished manually with a
tissue/plunger combination with the tissue deposited into the commode.,
Other automatic means are being evaluated.
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10,2 TEST SUBJECT QUESTIONNAIRES
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REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR
GENERAL & ELECTRIC

Waste Collection System Questionnaire

Part I
Normal Gravity Urine Collection

Test Subject No. - /

Date \\N’]S : Trial Ne. i
dree N | T e

1)

2)

3)

4)

5)

Was micturition achiaved ? ' Yes No

Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine, :

Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No 5 If yes, please describe approxi-
mate area and quantity of urine. t "

i \T’“\“"ﬁ- ot Yl “as 1)
e 2 i G
\)r— \){_ A - ‘\:L\;-\{’\ v W S \—\’ | sz

Was the urine collecting device in appropriate position during the micturi-
tion period? Yes X No If any positioning difficulties ‘
were encountered, please explain or describe, { (Q,U{d TN St
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The air flow in the urine collecting device can best be described as:
Unnoticeable ol Comfiortable Uncomfortable
If you wish, further dea cnbe ;r explain. .
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6)

7)

8)

What restraint/positioning devices were used during the urine collection?
Foot Hand Seat Belt . Were
these restraint/positioning devices effective? Yes No

Please describe or provide additional comments.

M/A

e ——————S—

Was the seat/restraint combination comfortable during urine collection?
Yes No . Please describe or provide additional
comments,

77

Please provide any additional comments on the performance of the urine
collecting system,



GENERAL D ELECTRIC
Waste Collection System Questionnaire

Part 1
Normal Gravity Urine Collection

Test Subject No. >)—a

Date [/ /np., 1.3 . Trial No. /
/ .
1)  Was micturition achieved ? Yes l/ No
2) Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No . U yes, please describe

. the backsplash or leakage indicating the general location and approx1mate
quantity of urine.

3) Were you aware of any pocling or accumulatmn of urine in the collecting
device? Yes , No - If yes, please describe approxi-
mate area and quantity of urine.

4) - Was the urine collecting/device in appropriate position during the micturi-
tion period? Yes j No If any positioning difficulties
were encountered, please explain or describe.

5) The air flow in the urine collecting device caﬁeat be described as:

Unnoticeable Comifortable Uncomfortable
If you wish, further describe or explain, ;




6)

What restraint/positioning devices were used during the urine collection?

Foot Hand Seat Belt . Were

7)

8)

¥
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these restraint/positioning devices effective? Yes No
Please describe or provide additional comments,

L) &

Was the seat/restraint combination comfortable during urine collection?
Yes No . Please describe or provide additional
comments,

7':) e —

Please provide any additional comments on the performance of the urine
collecting system,
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‘ o ! REPRODUCIBILITY OF THE

Waste Collection System Questionnaire

Part 1
Normal Gravity Urine Collection

Test Subject No, _J3

Date _ j) Mue 7.3 Trial No. /
- 7

1) -Was micturition achieved ? Yes e No

2} Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine. : '

3)  Were you aware of any pooling or accymulation of urine in the collecting
device? Yes No /U-m If yes, please describe approxi-
mate area and quantity of urine,

4) Was the urine collecting device in appropriate position during the micturi-
tion period? Yes v No If any positioning difficulties
were encountered, please explain or describe,
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5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable ﬁ Uncomfortable
If you wish, further describe or explain,
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6) What restraint/positioning devices were used during the urine collection?
Foot Hand Seat Belt . Were
these restraint/positioning devices effective? Yes No

Please describe or provide additional comments,
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7). Was the seat/restraint combination comfortable during urine collection?

Yes No . Please describe or provide additional
commen(ts.
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8) Please provide any additional comments on the performance of the urine
collecting system,
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GENERAL & ELECTRIC

Waste Collection System Questionnaire

Part |
Normal Gravity Urine Collection

Test Subject No, 4

Date

1)

2)

3)

4)

\_,

G

5)

L

Trial No, —

Was micturition achieved ? Yes X ] No

Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No X . 1f yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine,

Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No X If yes, please describe approxi-
mate area and quantity of urine.

Was the urine collecting device in appropriate position during the micturi-
tion period? Yes )(S No If any pqs1tmning d&tkculnes

were encasnterﬂq?:ean explain or describe. WhOn
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The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable Uncomfiortable
If you wish, further describe or explain,
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6)

7y

8)

REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR

What restramt/posztmmng devices were used durmg the urine collectmn'?
Foot Hand Seat Belt . Were
these restraint/positioning devices effective? Yes Y
Please deacnbe or provide addxt\\ nal comments
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Was the seat/ restramt combination comfortable durmg urine collection?
Yes L No . Please describe or provide additional
comments, ‘L
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Please provide any additional comments on the performance of the urine
collecting system,



GENERALEB ELECTRIC
Waste Collection System Questionnaire

Part [
‘Normal Gravity Urine Collection

Test Subject No. 2~

Date

1)

2)

3)

4)

5)

$-23- 72 Trial No, P

Was micturition achieved ? Yes I No

Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No , ~ . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine, :

Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No Vet If yes, please describe approxi-

mate area and quantity of urine.

Was the urine collecting device in appropriate position during the micturi-
tion period? Yes A No If any positioning difficulties
were encountered, please explain or describe.

The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable Uncomfortable
If you wish, further describe or explain,



6) -

7)

8)

What restraint/positioning devices were used during the urine collection?

Foot Hand Seat Belt . Were

these restraint/positioning devices effective? Yes No

Please describe or provide additional comments.

7)) &

Was the seat/restraint combination comfortable during urine collection?
Yes No : . Please describe or provide additional

comments,
AN

Please provide any additional comments on the performance of the urine
collecting system.
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GENERAL @B ELECTRIC
Waste Collection System Questionnaire

Part I
Normal Gravity Urine Collection

Test Subject No, 3

Date o0 3 )_’u. P =f Z 3 Trial No. -

1)

2)

3)

4)

5)

Was micturition achieved ? Yes " No

Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No /’ . If yes, please describe
the backsplash or leakage indicating the general location and approx1mate
quantity of urine, :

Were you aware of any pooling or accurnulation of urine in the collecting
device? Yes No v If yes, please describe approxi-
mate area and quantity of urine.

Was the urine collecting device in appropriate position during the micturi-
tion period? Yes .~ No If any positioning difficulties
were encountered please explain or describe.

- o " Pl Al K

The air flow in the urine collecting device can best be described as:
Unnoticeable ./ Comfortable — Uncomfortable
If you wish, further describe or explain.




6)

7)

8)

. Foot

What restraypoaitioning devices were used during the urine collection?
Hand Seat Belt . Were

these restraint/ positioning devices effective? Yes o No

Please describe or provide additional comments,

S L

as the seatj./ restraint combination comfortable during urine collection?
Yes e No ‘ . Please describe or provide additional
comments,

Please provide any add1t10na1 comments on the performance of the urine
collecting system.
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cENERAL @ eLecTaic

Waste Collection Syatem Questionnaire
Design Optimization

Test Subject No. /

Date

1)

2)

3)

S-23-77 Trial No, <

a. Did the current GE system perform adequately for urine llectzon in
normal gravity? S - .;
(
Q«_m){huo LN ﬁlﬁm ?ﬂ d .
b. Did the urinal positioning system function appropriately?

Y:LLM %&Pm&mﬂk e, S5
i&e woe - Eﬂﬁq
\,.,\,”%o&n. on M. edal F:DUA,\‘\‘S AN

€. Was the pressure exclted by the urinal positioning me amsm adequa.te
to result in a proper seal for micturition? Yes

Please commfgﬁch&éé\d\ ﬁJ\C L — e \X‘u\mg\ %\&Q(cﬁmu\ﬂ

"’

d, Was the pressure applied by the urine collector: Comfortable E H
Letcomfortable i Essentially unnoticeable

\‘.m,.‘k e St Sgnon . u}r\h-— Q..QLD?_L, k ‘@(‘{
WOt SROURe e Vaal ‘\*aom, —hud :_X\o énsco e 1

Were you aware of any pooling pr accumulation of urine in the collecting
device? Yes No . If yes, please describe the approxi-
mate area and quantlty of urine.

—E@e «,\,\_\m_ QQLUW&-UM‘J\ —

The air flow in the urine collecting device can best be described as:
Unnoticeable ; Comfortable Uncomfortable
Iif you wish, further describe or explain,

@ \\m\ \m\@@&iwc mtoi&

CAad\c Ukmuv\ if\;bto_ M\ kas wd )
@ \Jo ?ﬁ"‘a\_ - U-Cﬁmh hooeS




4) Based upon your experience with the GE system, what features do you

like best about it? What features do you dislike? y CLA ‘
1 Ce ~all HAE « A\ o ver. o '._'&.s&.mbtuqlg €O No wc.-\e;_,
i}\y \\QC bﬂ\\*«\‘df\ C & & dy _ bR \?QZ,L n.%( ’qF_dt(Lcu&
- 2. wWOES AN a4 : _ . .
‘ Qs‘ ? \out) onoed @m&@ﬂ “\\Mln_k-\m \{I_LQ(‘\\:):Q\LQ _—
g, (omdgrlable ol —

5) Based upon your experience of using a urine collection system in gero
gravity, are there any improvements that you would recommend for the
GE system for the planned zero gravity test flights or the actual zero
gravity conditions of space flight? |, mxul(m SOt L,‘ Ln(Ce ‘q\lﬁ’\(\(ﬁﬂ%
L S I \‘ & would U\-Q_QL\ R mwd o
T A R G

O 6.

6) Although you have not yet had an opportunity to use the GE system in zero
gravity, please compare the general concept of the GE low air flow type
urine. collection system with the general concept of a urine collecting
system using an open urine collector with a higher air flow. Please con-
sider all aspects of the system, but be sure to consider such areas as:
confidence of urine containment; general user acceptance and user comfort.
In addition, in what ways do you think that the two different concepts of
urine collection are superior or inferior to each other?

& 6:) \\f\b_ll_ﬂ._'l.‘:(fv\ Aowee . ¢ ' CL&\I\W\.‘W\&VT\ ~ bg}g A \_Q;)( < d,
| & wod xﬁ%‘suu_ ‘)DCC“LLQ\C‘\WC( d&un&. Cluoe < FM
e_a,\u-'. 'c‘ SL g ‘ -
© (C&Q@%\GL ol — wno \\biucma-bu_. o L)'{owj
les fecse ) Mo et o s ol
L& s Ve Coons foble wod
\5(,,\(\.&@)\ (\;@d \\M\Lkg ‘%ﬂo\) «lo L\%Lp L\L\ Cow

i

REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR



' ELECTRIC ' '
GENERAL l%'!ajrste Collection System Questionnaire

Design Optimization:

2

Test Subject No.

Date

1)

2)

3)

£-33-23 Trial No, o

a. Did the current GE system perform édequately for urine collection in
normal gravity?

b. Did the urinal positioning system function appropriately?
Yes ,/ No . Please comment.

¢, Was the pressure excited by the urinal positioning mechanism adequate
to result in a proper seal for micturition? Yes /No
Please comment, :

d. Was the pressure applied by the urine collector: Comfortable t/ ;
Uncomifortable : Essentially unnoticeable .

Were you aware of any pooling or accumulation of urine in the collecting

device? Yes No v . If yes, please describe the approxi-
mate area and quantity of urine.

The air flow in the urine collecting device caft best be deacribed as:
Unnoticeable ; Comfortable - Uncomfortable
If you wish, further describe or explain,




4) Based upon your u:pericm ﬁﬁﬁc CE mtm, wha.t Inturu do you
" like best about it? What features do you dislike?

O e ot lke j ile  fao St -
J M u‘ - Arw / v’«yﬁ firins
5)} Based upon your e:kperiancé of using a dri:ie collection system in gero

- gravity, are there any improvements that you would recommend for the
' GE system for the planned sero gravity test flights or the actual sero
gravity conditions of space flight?

)t -

6) Although you have not yet had an opportunity to use the GE system in zero
gravity, please compare the general concept of the GE low air flow type
-urine collection system with the general concept of a urine collecting
system using an open urine collector with a higher air flow, Please con-
sider all aspects of the system, but be sure to consider such areas as:
confidence of urine containment; general user acceptance and user comfort.
In addition, in what ways do you think that the two different concepts of
urine collectxon are supenor or inferior to each other?

A /?vm (w/ /ux’-a &}‘.(/ ?m e a 51/'14*}*

J s 2l Lol Lyp meny Gttt
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GENERAL &P ELECTRIC

Waste Collection Sy stein Questionnaire

Design Optimization

Test Subject No. 3

Date

1)

2)

3)

‘*__g_%u}ﬂ 73 Trial No. 2

a. Did the current GE system perform adequately for urine collection in

normal gravity? W

b. Did the urinal positioning system function appropriately?
Yes .~ No . Please comment,

cuu:/b the eprry Mﬁé Haged

€. Was the pressure excited by the urinal positioning mechanism adequate
to result in a proper seal for micturition? Yes |/ No
FPlease comment. -

A

Was the pressure applied by the urine collector: Comfortable e ;
Uncomfortable ; Essentially unnoticeable iy

Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No " . 1f yes, please describe the approxi-
mate area and quantity of urine.

The air flow in the urine collecting device can best he described as:
Unnoticeable v/ ; Comfortable .~ Uncomfortable
Iif you wish, further descnbe or explain.




4) Based upon your experience with the GE system, what features do you

like best about jt? What features do’ you dislike ?HM d Yar &L %M
Xbeo : %M/Mf/ AR e

_ Zle.
é/&é@ ,x X A '< /::ef
,0'1‘ W""?‘ - 3 : Z K-M.c/( |
Che 2rtcloe ! Ko ﬂﬁ _’4: zz; ? e tlneite teae ¢ .

5) Based upon your experience of using a urine collection system in gero
gravity, are there any improvements that you would recommend for the
GE system for the planned zero gravity test flights or the actual zero
gravity conditions of space flight? o

é-‘f'ﬂ‘#“f@c /:waw%%“t’/

at Zew A '
REPRODUCIBILITY OF TH
ORIGINAL, PAGE Is P()O%{-IE

6) Although you have not yet had an opportunity to use the GE systerri in zero
gravity, please compare the general concept of the GE low air flow type
urine collection system with the general concept of a urine collecting
system using an open urine collector with a higher air flow. Please con-
sider all aspects of the system, but be sure to consider such areas as;
confidence of urine containment; general user acceptance and user comfort,
In addition, in what ways do you think that the two different concepts of

urine collection are superior or inferior to each other? .
zyaaéélt éé’W;dc MMW Ll
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TEST PLAN

1.0 STUDY SCOPE -

This study will consist of the operational testing of a‘GE Waste Management
System test model during the zero "g" portion of Keplarian trajectories.
The tests will include both male and female system users. One "G" ground
based data on use of the system will also be collected as a demonstration
of the capability of the system to operate in normal gravity and for com-

parison purposes with the zero "G" data.

2.0 PURPOSE/OBJECTIVES

The purpose df the test program as planned is to demonstrate that the GE
Waste Management Concept is capable of effective operation in a zero "g"
environment as required for future manned space flight applications. The
tests shall be conducted to verify proper separation and transport of feces
and the entrapment, containment and transport of urine in Keplarian trajectory
zeroc gravity conditfon. Slinger and urine separator performance of the
system will be demonstrated. Human factors operational conditions and design

features will also be demonstrated.

3.0 EQUIPMENT

The equipmént is shown in Figure 3-1 and 3-2. It consists of a Dry-John
functional mode) with urinal, phase separator, blower, filter and urine
reservoir. A system block diagram and the electrical controls are shown

in Figure 3-3 and 3-4 respectively.

" The Dry-John consists of a seal, a slide valve, a slinger, a storage con-
tainer, and transport tube. The seat is a self-positioning support device

that permits relative good alignment for the use of the equipment. The valve



Figure 3-1. The Dry John Zero "G'" Test Unit
Assembled for Ground Check-out

Figure 3-2, Support Equipment Including Blowers,

Odor Filter, Controls and Flow Instruments of the
Dry John Zero '"G" Test Unit Assembled for Ground Checkout

s
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Figure 3-3.

Functional Diagram - Advanced Waste Management System
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Figure 3-4..

Schematic of Electrical System




is a manually operated sliding plate with "0" rings which keep the storage
container sealed from ambient when the equipment is not in direct use, The
storage container is designed for the collection and drying of the feces for

a period in excess of 180 uses.

The slinger is a plate with canted tines turning at a speed of approximately
2,000 RPM. Air flows from opénings under the seat to the slinger and from
below and around the slinger to the blower and odor filter. The urinal is

a conical device leading to a phase separator. The urinal position can be
adjusted to suit the convenience of the user, male or female. The phase
separator is a centrifugal device which dynamically separates the collected
urine from the transport air flowing through the urinal and the connecting
tube. The urine is pumped to a storage container while the air is recirculated
by the blower and odor filter assembly. An enclosure to provide user privacy

and zero “g" restraint and movement aids encloses the system.

The equipment being submitted for test duplicates the functional features
of the proposed General Electric design which has been extensively and
successfully operated in previous laboratory ground tests. Obvious modifi-
cations such as the use of Plexiglas have been made for visual and photo-
graphic coverage without impairing the safety or the performance of the

equipment for this particular test.

4.0 OPERATING INSTRUCTIONS

4.1 The normal user operation of the system is as follows:
a. Prepare or remove clothing to the extent required for system use
and subject positions himself/herself on seat engaging hand and/or

foot restraints.



b. Adjust urinal to male or female configuration and perform final

urinal positional adjustments if required.

¢c. Open slide vaive for combined fecal/urine col1éction. This auto-
matically energizes the blower, the slinger motor and the urine
separator (Urine collection can be accompiished without an opened
slide valve. This condition might be used during a stand-up male
urine collection, for example.). The fecal collection is similar
to normal ground type commode éxcept'for the optional use of an
air jet separator assist system to aid in separation of the stool.
The air assist is activated by the user by a push button control
at the side of the support for the seat. After separation, the
fécés are transported by the downward air flow into the slinger
where they are shredded by the high speed slinger and thrown against

the container wall.
5.0 TEST DESCRIPTION

5.1 Ground Based Test

The Dry John equipment and enclosure will be assembled for 1 "G" ground tests.
Photographic capability for collecting motion picture data on both fecal and
‘durine collection will be provided. This configuration will be as similar

to the zero "g" aircraft configuration as possible.

5.1.1 Eguipment Preparation

5.1.1:1 Set up Waste Management system and privacy enclosure,

5.1.1.2 'Install and adjust cameras and lighting equipment.



5.1.1.3 Checkout equipment operation and adjust air flows to 30 CFM stool

transport and 6 CFM urine transport.

5.1.2 Subject Orientation and Training

Subjects will be briefed on previous data collection procedures of both simu-
lated and ground based subject data collections. A film of previous data
collection will be shown including zero “"g" aircraft data collection. The
basic function and operations of the Dry John equipment including zero “g"
restraints will be demonstrated. Specific procedures will be demonstrated
and all subjects will be trained in procedures required for use of the
system. Optimal urinal adjustment positions and body positioning on the
seat will be established for subsequent use in both ground based tests and

zero "g" tests.

5.1.3 Ground Based Data Collection

Fecal and urine collection data will be collected on an ad 1ib basis.
Photographic data will be attained for each usage of the system. Following .
each use of the system, a questionnaire covering the subjective use of the
system will be completed by each subject. Figure 5.1.3-1 is an example of
the questionnaire. The total number of subjects to be utilized is TBD.

Repeat trials may be conducted if dictated by test conditions.

5.2 Flight Test

5.2.1 Equipment Preparatijon

5.2.1.1 Install waste management system and privacy enclosure in aircraft.



Date

1}

2)

3)

4)

5)

Figure 5.1.3-1

GENERAL 3 ELECTRIC
Waste Collection System Questionnaire

Part I
Normal Gravity Urine Collection

‘Tesf Subject No.

Trial No,

Was micturition achieved ? Yes No

Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine. '

Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No If yes, please describe approxi-
mate area and quantity of urine,

Was the urine collecting device in appropriate position during the micturi-
tion periocd? Yes No If any positioning difficulties
were encountered, please explain or describe.

The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable Uncomifortable
If you wish, further describe or explain,



6)

1)

8)

What restraint/positioning devices were used during the urine collection?

" Foot Hand Seat Belt . Were

these restraint/positioning devices effective? Yes No

Please describe or provide additional comments.

Was the seat/restraint combination comfortable during urine collection?
Yes No . Please describe or provide additional
comments,

Please provide any additional comments on the performance of the urine
collecting system,



GENERAL @B ELECTRIC

Waste Collection System Questionnaire

Part II .

Normal Gravity Fecal Collection

" Test Subject No.

Date Trial No.

1) Was defecation achieved? Yes No .
2) Was there any contamination of the seat or yourself during the defecation

and fecal collection? Yes No . If ves, please describe
and comment. ‘

3) Do you feel that you were p051tioned appropriately for the use of the
gystem? Yes No . If no, please explain.

4) What restraint/positioning devices were used during the fecal collection?
Foot Hand Seat Belt . Were these devices
effective? Yes No . Please describe or provide

additional comments.

5) 7 Was the seat/restraint combination comfortable? Yes No
Flease describe or provide additional comments.

6) The air flow in the fecal collecting device can best be described as:
Noticeable Comfortable Uncomfortable . If you
wish, further describe or explain.

-10-
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7) Please provide any additionsl comments on the performance of the system.

-11-



5.2.1.2 Install lighting and camera eguipment in aircraft.

5.2.1.3 Checkout gquipment operation and adjust air flows to values as used

in ground tests.

5.2.2 Zero "G" Familiarization

Subject familiarization with the zero "g" conditions as produced in the
Keplarian trajectories will be conducted as required. These familiarization

“trials will be directed by the aircraft test conductor as appropriate.

5.2.3 Flight Tests

5.2.3.1 Preparation

During one "G" portion of flight pre-usage posiéioning of urinal ahd seat
positioning aids will be accomplished. The subject will enter the enclosure
and prepare for use of the system including engagement of restraints as
required. After preparation is complete and system is in operation the

subject will indicate that he/she is ready.

5.2.3.2 Keplarian Trajectories

During the zero portion the subject will defecate and or urinate when and
‘as possible. It is anticipated that a total of 6 parabolas will be flown
for each subject "sitting", but this number may be varied depending upon
subject aircraft and other test conditions. Photographic data will be

collected similar to the 1 "G" trials.

Following use of the system during zero "g" or after termination of the trial
for any other reasons the aircraft commander will be requested to hold a one
"G" flight condition while subject disengages restraints and prepares for

egress from the enclosure. Appropriate communications between subject, test

conductor and aircraft commander will be provided as required throughtout the

-12-



test procedure. Following completion of a test period, the subject will

complete the questionnaire shown in Figure 5.2.3.2-1 as appropriate.

These' test procedures will be repeated for each subject on a flexible

schedule as determined by the subjects and test conductor.

6.0 DATA REQUIREMENTS

6.1 Pre-Flight
Record results of checkout testing and urinal position setups for each

subject photo coverage will be obtained for Urine collection only.

6.2 During Flight

The following will be required as part of each individual test:
a. Camera coverage, color, 24 fps.
b. Operator and/or subject observations and comments recorded via
tape recorder (spontaneous).

¢. Individual test identification.

6.3 Post Flight

Record results of equipment inspection.
7.0 GROUND AND AIRCRAFT INTERFACE REQUIREMENTS

7.1 Three - Fixed High Speed Movie Cameras 24 fps 16 mm Color
One - Fixed/Hand Held Movie Camera 24 fps 16 mm Color

7.2 Lighting - Camera lights - TBD

7.3 Power - 115v 4/00 Hz
- 28v DC

7.4 - Compressed air 15 psig == 20 ft3 STP

=13~



Figure 5.2.3.2-1

GENERAL &3 ELECTRIC
- Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No.

Date Trial No,

1). Was micturition achieved? Yes No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable Uncomfortable
‘If you wish, further describe or explain.

-1a-



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine
collection? Foot Hand Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes No . Please describe or provide
additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes : No . Please describe or provide
additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,

-15-



GENERAL D ELECTRIC :

Waste Collection System Questionnailre

Part II A

ZerovGravity Fecal Collection

Test Subject No.

Date 7 Trial No.

1) Was defecation achieved? Yes No .

2) Was there any contamination of the seat or yourself during the defecation
and fecal collection? Yes No . If there was contaminati
did 1t occur during the zero "G" portion of the parabola? Yes
No . Please provide additional comments.

3) Do you feel that you were posiéioned appropriately for the use of the
‘system? Yes No . If no, please explain.

4) What restraints/positioning devices were used during the fecal collection?
Faoot Hand Seat Belt . Were the devices effecti
during the zero "G" portion of the parabola? Yes No .

Please provide additional comments.

5) Was the seat/restraint combination comfortable during the zero "G'" portiocn

of the parabola? Yes ‘No . Was the combination comfort-
able during the two "G' portion of the parabola? Yes No

Please describe or provide additional comments.

6) The air flow in the fecal collecting device can be best described as:
"Noticeable Comfortable Uncomfortable . If you
wish, further describe or explain.

-16-
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7) Please provide any additional comments on the performance of the system.
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7 Please provide any additional comments on the performance of the asystem.

=17~



7.5

7.6

7.7

7.8

7.9

8.0

8.1

8.2

8.3

- = Drain or holding provsion for 2 qts liguid
Weight of Test Hardware 150 1bs.

Size - Privacy Enclosure - 4' x 7' x 6-1/2' high
Dry John Unit - 2-1/2 x 3-1/2 included with in enclosure
Power & Control Unit -~ 14" x 2' x 2'

Mounting holes pattern on 20" square

Mounting holes size 0.75" diameter

CAMERA COVERAGE (Anticipated)

Frontal View of Urinal on Commode LOS Horizontal or TBD
Side or rear view of Commode Bowl - LOS 45° Dowh

Top View of phase separator and air transparent outlet line

-18-
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GENERAL B ELECTRIC

Waste Collection System (Questionnaire

Part
Normal Gravity Urine Collection

Test Subject No. _ )

Date _2 /[ 4.7 o8 Trial No.

1)

2)

3)

4)

5)

Was micturition achieved ? Yes C(— " No

Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No ¢——. 1f yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine.

. Were you aware of any pooling or accumulation of urine in the collecting

device? Yes No — If yes, please describe approxi-
mate area and quantity of urine. '

Was the urine collecting device in appropriate position during the micturi-
tion period? Yes L— No If any positioning difficulties
were encountered, please explain or describe.

The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable .~ Uncomfortable
If you wish, further describe or explain,



6)

e

8)

What restraint/positioning devices were used during the urine collection?

Foot L Hand Seat Belt . Were
these restraint/positioning devices effective? Yes No

Please describe or provide additional comments.

Was the seat/restraint combination comfortable during urine collection?
Yes No . Please describe or provide additional
comments, ye¥i

Please provide any additional comments on the performance of the urine
collecting system. _



. Test Subject No,

fy
{™

GENERAL B ELECTRIC

Waste Collection System Questionnaire

Part I
Normal Gravity Urine Collection

A

A

Date _2(o (}}fﬁ) 73 Trial No, /

1

2)

3)

4)

5}

Was micturition achieved ? Yes A/ No

Was there any backsplash or leakage onto ypurself or the seat during the
urine collection? Yes No . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine,

Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No If yes, please describe approxi-
mate area and quantity of urine, :

Was the urine collecting device in appropriate position during the micturi-
tion period? Yes )g No If any positioning difficulties
were encountered, please explain or describe.

The air flow in the urine collecting device can best be described as:
Unnoticeable . Comfortable Uncomfortable
If you wish, further describe or explain.

f
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. 6)

7y

8)

What restraint/positioning devices were used during the urine collection?.
Foot { Hand ' Seat Belt . Were
these restraint/positioning devices effective? Yes X No
Please describe or provide additional comments.

Was the seat/restraint combination comfortable during urine collection?
Yes ‘ No . Please describe or provide additional
comments,

Please provide any additional comments on the performance of the urine
collecting system,



&l=7/
B.S.
GENERAL @D ELECTRIC

Waste Collection System Questionnaire

Part I
Normal Gravity Urine Collection

' Test Subject No. /

Date 7 Moy 72 Trial No. f

i) Was micturition achieved ? Yes v No

2) Was there any backsplash or leakage onto yourself or the seat during the
arine collection? Yes o~ , No . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine. T {oit T os »GW‘R_ Lmﬁn o R Shiy oo
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3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No X i yes, please describe approxi

mate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the micturi-
tion period? Yes X No If any positioning difficulties
were encountered, please explain or describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable - Comfortable pod Uncomfortable
If you wish, further describe or explain, -
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6) What restraint/positioning devices were used during the urine collection?

Foot v Hand Seat Belt o . Were
these restraint/positioning devices effective? Yes - No

Please describe or provide additional comments,

7)  Was the seat/restraint combination comfortable during urine collection?
Yes v No . . Please describe or provide additional
comments, ”

8) Please provide any additional comments on the performance of the urine

collecting system.
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GENEAAL &P ELECTRIC
Waste Collection System Questionnaire

Part [
Normal Gravity Urine Collection

. Tesgt Subject No. a?

Date . 7 M 73 Trial No. J

1) Waa micturition achieved ?  Yes X No

2) Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes No X . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine,

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No X If yes, please describe approxi
mate area and quantity of utine,

1) Was the urine collecting device in appropriate position during the micturi-
tion period? Yes X No If any positioning difficulties
were encountered, please explain or describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable . Comfortable Uncomfortable
If you wish, further describe or explain.



6)

7

8)

What restraint/positioning devices were used during the urine collection?
Foot X Hand 2\ Seat Belt . Were
these restraint/positioning devices effective? Yes X No

- Please describe or provide additional comments,

Was the seat/restraint combination comfortable during urine collection?
Yes x No . Please describe or provide additional
comments,

Please provide any additional comments on the performance of the urine
collecting system, ' ‘
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GENERAL & ELECTRIC
Waste Collection System Questionnaire

Part I
Normal Gravity Urine Collection

Test Subject No, z

Date 7 Ao Z 3 Trial No,

1)

2)

3)‘

4)

5)

Was micturition achieved ? Yes Z No

Was there any backsplash or leakage onto yourself or the seat during the
urine collection? Yes X No . If yes, please describe
the backsplash or leakage indicating the general location and approximate
quantity of urine,
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Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No X If yes, please describe approxi:
mate area and quantity of urine.

Was the urine collecting device in appropriate position during the micturi-
tion pericd? Yes 7z No If any positioning difficulties
were encountered, please explain or describe.

S’.J,L_;tjl

The air flow in the urine collecting device can best be described as:
Unnoticeable X Comfortable Uncomfortable
If you wish, further describe or explain,



6)

7

8)

“What restraint/positioning devices were used during the urine collection?

Foot ~ Hand Seat Belt ¥ . Were
these restraint/positioning devices effective? Yes A No.
Please describe or provide additional comments,

Was the seat/restraint combination comfortable during urine collection?
Yes - R No . Please describe or provide additional
comments, '

Please provide any additional comments on the performance of the urine
collecting system,
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GENERAL & ELECTRIC

Waste Collection System Questionnaire

/ ﬂ/‘ Part I
€ A )(2/ W No?al Gravity Urine Collection
"_' i A‘f .ﬁ’

0

 Test Subject No. {IQ 7
Date / it 7Z Trial No, £

1) Was micturition achieved ? Yes ¢ No

2) Was there any backsplash or leakage onto yourself or the seat during the

" urine collection? Yes No L—" . If yes, please describe

the backsplash or leakage indicating the general location and approximate
quantity of urine,

3) Were you aware of any poohng or accumulation of urine in the collecting

device? Yes y If yes, please describe approx1
mate area and quantity of urine,

4) Was the urine collecting device in appropriate position during the micturi-
tion period? Yes | No If any positioning difficulties
were encountered, please explain or describe,

5) The air flow in the urine collecting device can best be described as:
Unnoticeable . Comfortable Uncomfortable
If you wish, further describe or explain.



6)

)

8)

~ What restraint/positioning devices were used during the urine collection?

Foot Iy Hand Seat Belt & . Were
these restraint/positioning devices effective? Yes ,— No
Please describe or provide additional comments,

Was the seat/restraint combination comfortable during urine collection?
Yes L No . Please describe or provide additional
comments,

Please provide any additional comments on the performance of the urine
collecting systeq.
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GENERAL @D ELECTRIC
Waste Collection System Questionnaire
' Part II
Zero Gravity Urine Collection
Test Subject No. /= L&
Date é J{)O‘O?g " Trial No. /
1)  Was micturition achieved?  Yes __ Y No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes , No
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,
3 Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No \/ . I yes, please describe

the approximate area and gquantity of urine.

"4)  Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes K .
If any positioning difficulties were encm please describe
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5) The air flow in the urine collectmg device can best be described as:
Unnoticeable E Cormnfortable Uncomfortable
. If you wish, further describe or explain.
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6)

7

8)

9

What restraint/positioning devices were used during zero gravity urine

collection? Foot Hand L : Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes Y No . FPlease describe or provide

additional comments,.
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Was{he seat/restraint combination comfortable during zero gravity urine
collection? Yes No . Please describe or provide
additional comments,’

N e sk ‘g\}\ VWS um\h

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments,

ol
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Please provide any additional comments on the performance of the system.
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GENERAL @B ELECTRIC
Waste Collection System Questionnaire
Part I1
Zero Gravity Urine Collection
Test Subject No. / o g)
Date 5 /1/ cu 73 Trial No. / Xf A S 93//
1) Was micturition achieved? Yes X ' No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No '

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No N4 . If yes, please describe
the approximate area and quantity of urine. : '

- 4) Was the urine collecting device in a.ppropria_te position during the zero
gravity micturition period? Yes No .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
" Unnoticeable Comfortable Uncomfortable
- £ you wish, further describe or explain.



6) What restraint/positioning devices were used during zero gravity urine
collection? Foot é Hand — Seat Belt X .
Were these reéstraint devices effective in maintaining your position during
‘zero gravity? Yes Y No _ . Please describe or provide
_ additional cornments, '

7) Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes )\ No . Please describe or provide
additional comments,

8) Was the sedt and restraint combmatmn comfortable during the hxgh gravity
portion of the flight? Yes é No . Please describe
and provide additional comments, ‘

9) Please provide any additional comments on the performance of the system,
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GENERAL &3 ELECTRIC

Waste Collection Systermn Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No. __;5 - L%
Date ? L Q_ZL \\ﬂM) Trial No. j

1) Was micturition achieved? Yes { No

¥

2) Was there any backsplash or leakage onto yourself or the sgat during the
zero gravity urine collection? Yes No )(
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No k"ﬂ . If yes, please describe
the approxu'nate area and quantity of urine. &-\

g
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4) Was the urine colletting device in appropna.te position during the zero

gravity micturition period? Yes No
If any positioning difficulties were encountered please describe,

5) The air flow in urine collecting device can best be described as:
Unnoticeable Comfortable Uncomfortable
- If you wish, further describe or explain.
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7)

8)

9

s o v KL

What reutraint/positioyﬂg devices w?}ae used during zero gryurine
collection? Foot Hand Seat Belt

Were these restraint deyices effectwe in maintaining your position during

~ zero gravity? Yes — . Please describe or pronde'

. additional comm nt!s\;)kl . \‘\ & Ué\& \\(S
- QO‘“\‘&”J‘* Q@a ok | e o
\M \,\& ’LQMQL \

Waa the seat/ restra1 combma.tmn comfortable during zero gravity urine
collection? Yes “No . Please describe or provide
additional comments/ .

Was the seat and restraint combination comfortable during the high gravity-
portion of the flight? Yes { No . Please describe
and provide additional comments. '

Please provide any additional comments on the performance of the system.,

REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR
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GENERAL @B ELECTRIC

Waste Collection System Questionnaire

Part I

Zero Gravity Urine Collection

Test Subject No. =\
Date g Weun™ [ A Trial No. \
| ‘\o"\‘ =5 v hese
1) Was micturition achieved? Yes No
2) Was there any backsplash or leakage onto yourself or the seat during the

zero gravity urine collection? Yes T v\l g o No
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

LLQM‘H\M/\J— oo e o oo chi Lok
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3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No el . If yes, please describe
the approximate area and quantity of urine.

- 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No .
If any positioning difficulties were encountered, please describe.

Yo o~ cQ _oaa M

5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable v Uncomfortable
- If you wish th i lain. .
Yy sh, further describe or explain "o ANt a e



6)

7)

8y

9%

What restraint/ positioning devices were used during zero gravity urine

collection? Foot o Hand - Seat Belt -~ .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes = No . Please describe or provid

_additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes . No . Please describe or provide

additional comments,
oty Vomna \Q_JLR_M\\\ k\/QA
Bl AN

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes «”  No . Please describe
and provide additional comments,

Please provide any additional comments on the performahce of the system,



GENERAL &3 ELECTRIC

Waste Collection System Questionnaire

Part II
Zero Gravity Urine Collection

-
Test Subject No. S
. \\
Date § Yru. 23 Trial No. /A A
1) Was micturition achieved? Yes - No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No +——

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No . . If yes, please describe
the approximate area and quantity of urine.

- 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes T No
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable |- Uncomfortable
- If you wish, further describe or explain,



6)

N

8)

N

What restraint/ positioning devices were used during zero gravity urine
collection? Foot t—— Hand - Seat Belt < .
Were these restraint devices effective in maintaining your position during
gero gravity? Yes """ No . Please describe or provide

_additional comments,

Was the seat/restraint combination comfortable during zero gravity urine

collection? Yes . ) — No . Please describe or provide
additional cormments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes o No . Please describe
and provide additional comments. '

' Please provide any additional comments on the performance of the system,
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GENERAL &3 ELECTRIC

Waste Collection System Questionnaire

Part [1

Zero Gravity Urine Collection

Test Subject No. ,

; ' / W T R
 Date _<_f den 7 :3 TrialNo. /M 1 [2 /

1) Was micturition achieved? Yes L No
z) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes , No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulation of urine in the collecting

device? Yes No ;/ . If yes, please describe
the approximate area and quantity of urine.

- 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes [Pl No
If any positioning difficulties were encountered, please describe,

5) The air flow in the urine collecting device canbest be described as:
Unnoticeable Comfortable Uncomfortable
If you wish, further describe or explain, -



6)

7)

8)

e

What reutraint/positionli}g devices were used during zero gravity urin

collection? Foot Hand : Seat Belt .
Were these restraint devicep effective in maintaining your position during
zero gravity? Yes gé No . Please describe or provide

\ additional comments.

Was the seat/restraint cornbination comfortable during zero gravity urine

.collection? Yes No . Please describe or provide

additional cormments,

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes L No . Please describe
and provide additional comments, ‘

Please provide any additional comments on the performance of the systemn,
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GENERAL @B ELECTRIC
Waste Collection System Questionnaire
Part I
Zero Gravity Urine Collection
Test Subject No. 2 - -{,K
Date f / Ocﬂ_) 09/%\ Trial No. =
- g
1) ‘Was micturition achieved? Yes V No
2) Was there any backsplash or rleakage .onto\y.ourself or the seat during the
zero gravity urine collection? Yes , No

1f yes, please describe the backsplash or leakage indicating the general

location and approximate quantity of the urine,
3) ‘Were you aware of any pooling or accumulation of urine in the collecting

‘ ~device? Yes : No . If yes, please describe

the approximate area and quantity of urine,

- 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes L No
1f any positioning difficulties were encountered, please describe.

wo - dwd ewgiaw Lo G dt&x
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5) The air flow in tge urine collecting device can best be described as:

Unnoticeable Comfortable Uncomfortable
. If you wish, funther describe or explain.



6) What restraint/positioning devices were used during zero %;avity urine
collection? Foot «~ Hand " Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes e No . Please describe or provide

_additional comments.

_— \@. oSN Auﬁ © ﬁe;\t\\xou\,nﬁu\ Q\C}@CL L

) Was the seat/restraigt combination comfortable during zero gravity urine
.collection? Yes z No . Please describe or provide
additional comments.

8) Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes % No . Please describe

and provide additional comments,

9 Please provide any additional comments on the performance of the system,
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GENERAL@D ELECTRIC | | @

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

| | 4
Test Subject No. PN 3
| | = M
Date g Adovy, 75 Trial No. }
1) -Was micturition achieved? Yes No 1/

et S
2) Was there any backsplash or leakage onto yourself or the seat during
zero gravity urine collection? Yes No L
If yes, please describe the backsplash or lea.kage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No " . If yes, please describe
the approximate area and quantity of urine, '

" 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes , — No .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecfing device can best be described as:
- Unnoticeable 1 Comfortable Uncomfortable
- 1f you wish, further describe or explain,



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine

collection? Foot \/ Hand " Seat Belt -
Were these restraint devices effective in maintaining your position during
zero gravity? Yes 4 — No . Please describe or provide

_additional comments,

Was the seat/restraint combination comfortable during zero gravity urine

.collection? Yes No . Please describe or provide

additional commments, .

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes , No . Please describe
and provide additional comments,

Please provide any additional commenta on the performance of the system,
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GENERAL @D ELECTRIC .

Waste Collection System Que stionnaire

Part I

Zero Gravity Urine Collection

Test Subject No. ~+ T mc.

Date _jhfad 13 ‘/PM; ' Trial No. /

1) -Was micturition achieved? Yes / ' No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No -
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

o

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine. -

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device ean best be described as:
Unnoticeable Comfortable Uncomiortable
. If you wish, further describe or explain. ' ‘

REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR



6)

7)

8)

)]

What restraint/positioning devices were used during zero gra.\nty urine

collection? Foot .~ Hand v Seat Belt " .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes /—0 No . Please describe or provide

_additional comments.

Wase the seat/restraint combination comfortable during zero gravity urine

.collection? Yes No . Please describe or provide

additiopa.l comments,

Was the seat and restraint com \}natwn comifortable during the high gravity
portion of the flight? Yes . Please describe
and provide additional comments,

Please provide any additional comments on the performance of the system,
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GENERALED ELECTRIC
Waste Collection System Questionnaire"
Part 11
Zero Gravity Urine Collection
Test Subject No.
Date 7 Yl )3 Al Trial No. /
1)  Was micturition achieved? Yes i No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No =
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,. '
3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No PR . If yes, please describe

the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes o No
If any positioning difficulties were encountered, please describe.

L}

5) The air flow in the urine collecting device can best be described as:
- Unnoticeable Comfortable .- Uncomfortable
If you wish, further describe or explain.



6)

7)

8)

)]

What restraint/ positioning devices were used during zero gravity unne
collection? Foot .- =~ Hand' " Seat Belt : .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes .~ = No - . Please describe or provide -

B e ————

~additional comments,

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes - No . Please describe or provide

additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes - - No . Please describe
and provide additional comments. ' ‘

Please provide any additional comments on the performance of the system,
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GENERAL @B ELECTRIC
Waste Collection System Questionnaire
Part 11
Zero Gravity Urine Collection
| a3
Test Subject No. ;2 ”\/ g
Date Cf- NC‘ 4 7i (A' \ Trial No.
_ R
1) ‘Was micturition achieved? Yes X No
Z) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No X
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,
3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No Y . If yes, please describe

the approximate area and quantity of urine.

- 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes ‘ No .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable é Comfortable Uncoinfortable
If you wish, further describe or explain.



6)

7)

8y

9

What restraint/ pmntxomng devices were used during zero gravity urme
collection? Foot X __ Hand v Seat Belt X .
Were these restraint devices effective ih maintaining your position during

zero gravity? Yes 24 No . Please describe or provide
. additional comments,

Was the seat/restraint combination comfortable during zero gravity urine

. collection? Yes - X No . Please deacribe or provide

LAY

additional comments,

“Was the seat and restraint combination comfortable during the h1gh gravity

portion of the flight? Yes A No . Please describe
and provide additional comments. '

 Please provide any additional comments on the performance of the system,
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GENERAL & ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

| Test Subject No. 3

Date g pod 73  AM  Trialve.

1) -Was micturition achieved? Yes >< No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No X

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No Y . If yes, please describe
the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes X No .
If any positioning difficulties were encountered, please describe,

5) The air ﬂow in the urine collecting device can best be described as:

Unnoticeable X Comfortable Uncomfortable
If you wish, further describe or explain,



6)

7)

8)

&)

What restraint/ posiuoning devices were used during zero gravity urine
collection? Foot é Hand x Seat Belt )( .
Were these restraint devices effective in maintaining your position during

- zero gravity? Yes X No . Please describe or provide
_additional comments.

Was the seat/restraint combination comfortable during zero gravity urine

. collection? Yes - 5 No . Please describe or provide

additional comments,

Was the seat and restraint combination comfortable during the high gravity

portion of the flight? Yes p No . Please describe
and provide additional cornments,

Please provide any additional comments on the performance of the system,
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GENERALED ELECTRIC

Waste Collection Systemn Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No,

L
Date ! Z& ’L: (AMBTrial No. po

1) ‘Was micturition achieved? Yes o No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes ‘ No A
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulati of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes e No
If any positioning difficulties were encountered, please describe.

5} The air flow in the urine collecting devith be described as:
Unnoticeable Comnfortable Uncomfortable
. If you wish, further describe or explain.



6)

7)

8y

N

What restraint/ positioning devices were used during zero gravity urine

collection? Foot ~ Hand : Seat Belt 4 — .
Were these restraint devices effective in mamta.ming your position during
zero gravity? Yes b No . Please describe or provide

. additional comments.

Was the seat/restraint cgmbination comfortable during zero gravity urine
.collection? Yes No . Please describe or provide
additional cornments,

Was the seat and restraint combinatjen comfortable during the high gravity
portion of the flight? Yes lé* No _ . Please describe

and provide additional comments.

Please provide any additional comments on the performance of the system.,
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GENERAL &P ELECTRIC
Waste Collection System Questionnaire
Part 11
Zero Gravity Urine Collection

Test Subject No. S
Date 92 Nay 13 (A }A) Trial No.

- N
1) - Was micturition achieved? Yes X No
2) Was there any backsplash or leakage onto yourse].t"or the seat durihg the

zero gravity urine collection? Yes No X

1f yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes > No . I yes, please describe
the approximate area and quantity of urine. ();/9.0 tw — owsa IS

ot -G v {21 T arv Te Skt of ovt, (vt | Fas
Wos  agp v X SU L wodrd — I Thow ghseoed Sl SlgaT
Jouan « gl Svetd oawagy . Uwhl Tt ggas Fhi uuc
T <euld feal ot Ff'clcvc} oy SRR tarw
" 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No X
If any positioning difficulties were encountered, please describe.

T et Tt T {VeoTed CLcuo.,\ “f’)nm T e INT 7(‘-
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5) The air flow in the urine collecting device can best be described as:
Unnoticeable x Comfortable Uncomfortable
If you wish, further describe or explain.



6)

7)

8)

)]

What restraint/positioning devices were used during zero gravity urine

collection? Foot _ X Hand X Seat Belt X .

Were these restraint devices effective in maintaining your position during

gzero gravity? Yes j< ] No . Please describe or provide
_additional comments.

rad B laus 0w © Wy hewnds o Su” wvl‘;e({ douvt  al Tl

T lwd AR et KT “this vao veT he aualid FesT
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Was the seat/restraint combination comfortable during zero gravity urine
.collection? Yes X No . Please describe or provide
additional comments.

Was the seat and restraint combination comfortable during the high gravity

portion of the flight? Yes X No . Please describe
and provide additional comments. '

~ Please provide any additional comments on the performance of the system.
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GENERAL @D ELECTRIC

Y-b Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

: P
‘Test Subject No. ﬁ - Lg
Date Q//’ﬂﬂ 73 Trial No.

1) ‘Was micturition achieved? Yes x No

zero gravity urine collection? Yes No
If yes, please describe the backsplash or leakage indicating the general

location and approxlmate quannty of the urine. \Wi
@mm&f \UL \M\\tﬁ Uilne

'\
o et B Bt (L
@-)?_R

0
ere yoé aware of any pooling or accum{atmn of urine in the collecting

device? Yes No . If yes, please describe
the approx1mate area and quantity of urine.

GOWmg —Aot whow Steaw & Qow
um Drue (s 2ot own Dock- s

- 4) Was the urine collecting device in appr{priate position during the zero
gravity micturition period? Yes No
1f amy positioning difficulties were enco tered! please describe.

cmw s \M‘L Vi '?-Q y
m o 1&@ :j \(—T cont W
verg f@wd WU @naq

he air flow in t urine collecting device can best be described as:
Unnotxceable Comfortable Uncomfortable
If you wish, further descrlbe or exp1a1

. U el o

2) Was there any backsplash or leakage onto yourself or thyseat during the

|



6}  What reatraint/positiorring devices were used during zero gravity urine
collection? Foot j. Hand z Seat Belt _ .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes No . Please describe or provide
_additional comments. \(_’

. LS gzm s du - ?«1 |
Was the seat/restraint combination comfortable during zero gravity urine

.collection? Yes No . Please describe or provide
additional comments.

8) = Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments. ‘

9)  Please provide any additional comments on the performance of the system.
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GENERAL @D ELECTRIC ®

Waste Collection System Questionnaire

Part II

Zero Gravity Urine Collection

‘Test Subject No. [ JeC

Date il=-9~23 AmM Trial No.

1) ‘Was micturition achieved? Yes l// No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes - No L

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accurnulation of urine in the collecting
device? Yes [ No . . 1If yes, please describe
the approximate area and quantity of urine,

o :ﬁ/ifeo) VM slows —»~ blobs . ‘TLM‘ c\«wl Mo v e L“&c"\? dm(,-}
w o 21 0bleams

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes X No .
If any positioning difficulties were encountered, please describe,
Due A om mpfﬂw«’\)f & P -:5"‘3'“—" AZ Apcen/e
Aotated prcumd Ha Flow axis Sovmi e Un diasreal la .

5) The air flow in the urine collecting device can best be described as:
Unnoticeable — Comfortable Uncomfortabile
- If you wish, further describe or explain.
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6) What restraint/positioning devices were used during zero gravity urine
collection? Foot .- Hand . Seat Belt A" .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes b No . Please describe or provide

additional comments. ,
' ate ente &L,&'Zﬂ auu/’wo:,\a/f 7@274,\7 ,,\Mj
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7) Was the seat/restraint combination comfortable during zero gravity urine
- collection? Yes . No . Please describe or provide
additional comments.

8) Wae the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes Pl No . Please describe
and provide additional comments. '

9)  Please provide any additional comments on the performance of the system.
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GENERAL @D ELECTRIC
Waste Collection System Questionnaire
Part I
Zero Gravity Urine Collection
Test Subject No, I
Date Thew 23 M4 Trial No. )
1) - Was micturition achieved? Yes / No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No —

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No A~—"", 1If yes, please describe
the approximate area and quantxty of urine,

" 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes —"" No .
If any positioning difficulties were encountered, please describe,

5) The air flow in the urine collecting device can best be described as:
Unnoticeable / Q 04  Comfortable _— Uncoinfortable
If you wish, further describe or explain,



6) What restraint/positioning devices were used during zero gravity urine
collection? Foot ‘" Hand r Seat Belt — . -
Were these restraint deviyj effective in maintaining your position during
zero gravity? Yes No . Please describe or provide

_additional comments.

7) Was the seat/restraint combination comfortable during zero gravity urine
. collection? Yes . No . Please describe or provide
additional comments,

8) Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes «— No . Please describe
and provide additional comments.

9) Please provide any additional comments on the performance of the system,
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GENERAL & ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravztv Urine Collection

Test Subject No. 2

Date g i
g = |
1) -Was micturition achieved? Yes / " No

Trial No.

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No L~
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine,

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes " No .
If any positioning difficulties were encountered, please describe,

Do at all- Z s/ /2 Lqﬁ«w dz Jw(,&,/

5) The air flow in the urine collecting device can best be described as:
" Unnoticeable Comfortable L~ Uncomfortable
. If you wish, further describe or explain,



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine
collection? Foot |~ Hand Seat Belt L .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes | Vel No ' . Please describe or provide

additional comments.

o anids Al go0 2o Aeriass  sire C‘%n’zq

Was the seat/restraint combination comfortable during zero gravity urine

.collection? Yes ; _—" No . Please describe or provide

additional cornments.

Was the seat and restraint cowuon comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments. ‘

Please provide any additional comments on the performance of the system.

xé&ww/ Wi oA /LNL-» ~
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GENERAL @D ELECTRIC

Waste Collection System Quéstionna.ire

Part 11
Zero Grawty Urine Collection

ATest Subject No. \3, - Lg
Date ? /éﬂ’d/ 773 5 Trial No. é 3

1) "Was micturition achieved? Yes ¢ No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No )Z
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes , No j . If yes, please describe
the approximate area and quantity of urine, '

“4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes % No

f an pomtmnmg d1t‘f1cult1es were enc ntered pleas escr1b
\Ue E\Q ’Um %ﬂr

5\ The air flow in t e urine collectmg device can best’be described as:

\d( Unnotlceable Comfortable Uncomfortable
‘ 1 I:I;' yo qiuh furt r describe or explain.
Qk J b Lt}e —

e



6)

7)

8)

7N

. collection? Yes

collection? ¥Foot Hand Seat Belt .
Were these restraint devices effectwe in maintaining your position during
zero gravity? Yes . Please describe or provid

What restraint/positioning devices we? used during zero gravity urine

6

Was the seat/restraipt combination comfortable during zero gravity urine
f No . Please describe or provide

additional conz:['}- Mf (/g l 0 /-)4,"/14 - 1);1({ /UJ u,df ety
mm(( Eﬁw&i w‘w &;LM? 0

e
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additional comments,

Was the seat and restraint combjnation comfortable during the high gravity
portion of the flight? Yes f No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,
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GENERAL B ELECTRIC

Waste Collection Systern Questionnaire

Part IT

Zero Gravity Urine Collection

Test Subject Ne. /1

Date g A@, 77 FM Trial No. [’-’ )

R

1) ‘Was micturition achieved? Yes v No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No &~

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes Siconr No . I yes, please describe
the approximate area and quantity of urine,

‘77/;&’ WRE R FENSRrroa’ QF Sopre TLiéH”  FOCKpil7os > A CrusP

THe yACIWA — PERWAPS Grpguase e DEVICE AT jrirED
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' 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes . No .
If any positioning difficulties were encountered, please describe.

LT Pouin Meoe FEEHN TIredD I0RE FALEACL. Thefs
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5) The air flow in the urine gollecting device can best be described as:
Unnoticeable Comfortable .~ Uncomfortable
- If you wish, further describe or explain,



6)

7)

8)

N

What restraint/positioning devices were used during zero gravity urine

collection? Foot o Hand e Seat Belt ¢ .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes ¢« No . Please describe or provide

‘ additional comments,

Was the seat/restraint combination comfortable during zero gravity urine

. collection? Yes - ¢~ No . Please describe or provide

additional comments.

Wae the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes ¢ No . Please describe
and provide additicnal comments. ‘

Please provide any additional comments on the performance of the system,
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GENERAL &3 ELECTRIC |
Waste Collection S‘_»ystem Questionnaire
Part II
Zero Gravity Urine Collection
Test Subject No. /¥ :
Date /{/M\« 1 / 7 Zj l ﬂ“ Trial No.
7 — S
1) ‘Was micturition achieved? Yes )} No .
2) Wasa there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes ( No | .-

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware ofa}pool_ing or accumulation of urine in the collecting
device? Yes No .. 1f yes, please describe
the approximate area and quantity of urine. R

] .
4) Was the urine collecting device in appropriate position during the zero

gravity micturition period? Yes """ No .
If any positioning difficulties were encountered, please describe,.

5) The air flow in the urine collecting devicey)ﬁé'st be described as:
Unnoticeable Comfortable Uncomfortable
. 1f you wish, further describe or explain.



~

What restraint/positio /g devices were used during zero gravity urine

collection? Foot Hand : Seat Belt - .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes No . Please describe or provide

_additional comments.
/7"0142/ [t

Was the seat/restraint gombination comfortable during zero gravity urine
.collection? Yes [ No . Please describe or provide
additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes : No . Please describe
and provide additional comments. '

Please provide any additional comments on the performance of the system,

M e puation = ContoFekl



FLIGHT 5



Feb - SF

GENERAL @B ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No. /

Date 19 e ) 1= ' Trial No. /

1) ‘Was micturition achieved? Yes ‘/ ‘ No

2} Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No ‘"
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulatmn of urine in the collecting
device? Yes No w—"" . If yes, please describe
the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No .
" If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable .~ Uncomfortable
- 1If you wish, further describe or explain. '



6)

7)

8)

9N

What restraint/pdaitioning devices were used during gero gravity urine
collection? Foot L—  Hand Lo Seat Belt - .
Were these restraint devices effective in maintaining your position during

' zero gravity? Yes " No : . Please describe or provide
additional comments.

Was the seat/restraint combination comfortable during zero gravity urine

_collection? Yes . No . Please describe or provide

additional comments.

‘Was the seat’and restraint combination comfortable during the high gravity

portion of the flight? Yes , - No . Please describe
and provide additional comments., ‘

 Please provide any additional comments on the performance of the system,
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GENERAL @D ELECTRIC

Waste Collaction System Questionnaire
Part I1:A

4

Zero Gravity Fecal Collection

Teat Subject Ne. “)

pate _ /4 VAN )2 Trial No.

1) - Was defecation achieved? Yes Lf’//’ Ne .

2) Was there any contamination of the seat or yourself during the defecation
and fecal collection? Yes v~ No . If there was contamination
did it occur during the zero "G portion of the parabola? Yes
No . Please provide additional comments. PD

MWW Ao ppen Aol e AT u”f‘ﬁ’w‘/
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3) Do you feel that you were positioned appropriately for the use of the
system? Yes No . I1f no, please explain.
4) What restraints/positioning devices were used during the fecal collection?

Foot __ .—Hand — Seat Belt— , Were the devices effective
during the zero "G" portionm of the parabola? Yes _+—" No
Please provide additional comments.

S s o wwv&w

S R N & S et

5) Was the seat/restraint combination comfortable during the zero "G" portion
of the parabola? Yes —— No . Was the cgghgnation comfort~
able during the two "G" portion of the parabola? Yes No .

Plgase describe or provide additional comments.

6) The air flow in the fecal collectiﬁffggvice can be best described as:
Noticeable Comfortable Uncomfortable . If you
wish, further describe or explain.
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7) Please provide any additional comnnl:s on the petfomance of the system ~




GENERAL @B ELECTRIC

Waste Collection System Questionnaire

Part I
Zero Gravity Urine Collection

‘Test Subject No. &~

Date /y/ 7/73 ‘ Trial No.

1) ‘Was micturition achieved? Yes . / No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware c:_f/any pooling or accumulation of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine.

W %4;0/1#)1 ; @Lférﬂ/ﬂ/?.

- 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes L/ No
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable L Uncomfortable
- If you wish, further describe or explain,



6)

7)

8)

9

What re stramtl positi/g devices were used during gero gravity urine
collection? Foot Hand : Seat Belt . — .
Were these restraint devic dlevi); effective in maintaining your position during
zero gravity? Yes No . Please describe or provide

. additional comments.

Was the seat/restraint combination comfortable during zero gravity urine

.collection? Yes L No . Please describe or provide

additional comments,

Waes the seat and restraint coyin"a'tion comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments. '

Please provide any additional comments on the performance of ‘the system,
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GENERAL B ELECTRIC

Waste Collection System Questionnaire

Part II

Zero Gravity Urine Collection

Test Subject No. /

Date Lo ordad 73 Trial No.

1) Was micturition achieved? Yes /( No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No X

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No A . If yes, please describe
the approximate area and quantity of urine,

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes P No ' .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable * Comfortable Uncormfeortable
If you wish, further describe or explain.



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine
collection? Foot ﬁ Hand A Seat Belt )( .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes é No . Please describe or provide
additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes X No . Please describe or provide
additional comments.

Was the seat and restraint combmatmn comfortable during the high gravity
portion of the flight? Yes X No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system.
7-‘,,%@&%‘&(1 = il J\M-u, Sse M = ?—--i?_
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GENERAL & ELECTRIC

Waste Collection System Questionnaire

Part II A

~Zero Gravity Fecal Cellection

Test Subject No. ' /

Date 2a Noy 73 Trial No.

1) Was defecation achieved? Yes J>< No

2) Was there any contamination of the seat or yourself during the defecation
and fecal collection? Yes )( No . 1f there was contamination
did it occur during the zero "G" portion of the parabola? Yes ) n
No . Please provide additional comments.

iFALﬂJLq (L44Lﬁ44i40 ;z;; «1ﬂb,u~J~L /\QAQE;J O STV T

3 Do you feel that you were positioned appropriately for the use of the
system? Yes A.  No . If no, please explain.

4) What restraints/positiéséég devices were used during the fecal collection?
Foot o Hand Seat Belt 7S . Were the devices effective
during the zero "G" portion of the parabola? Yes M No

Please provide additional comments.

Mu» AmAo e ‘“ﬁ—‘—-z:tw M (Y wra L (LM LA -t—r! ‘G-A ~L Q
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5) Was the seat/restraint combinstion comfortable during the zero "G" portion
of the parabola? Yes M. No . Was the combination comfort-
able during the two "G" portion of the parabola? Yes ‘)(v_No

Please describe or provide additional comments.

6) The air flow in the fecalAcollecting device can be best described as:
Noticeable Comfortable Uncomfortable « If you
wish, further describe or explain.



7)
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Please provide any additional comments on the performance of the system.
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GENERAL @3 ELECTRIC

Waste Collection System Questionnaire

Part 11

‘Zero Gravity Urine Collection

Test Subject No. e

Date o pew 72 Trial No.

1} Was micturition achieved? Yes e No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No

if yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3 Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No o . If yes, please describe"
the approximate area and quantity of urine. :

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes v No .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
" Unnoticeable i Comfortable Uncormnfortable
If you wish, further describe or explain.



-

6) What restraint/positioning devices were used during zero grav}y urine

collection? Foot _ ./ Hand pd Seat Belt L
Were these restraint devices effective in maintaining your position during
zero gravity? Yes v No . Please describe or provide

additional comments,

7} Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes ../ No . Please describe or provide
additional comments,

8) Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes £ No . Please describe
and provide additional comments,

9) Please provide any additional comments on the performance of the system,
p y
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GENERAL D ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No. ﬂ

pate -f/ - =y :f73 Trial No.

1) Was micturition achieved? Yes / No

2) Was there any backsplash or leakage onto yourself or the seat durmg the
zero gravity urine collection? Yes No y
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No (/a . If yes, please describe
the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No i~
If any positioning difficulties were encountered, please describe.

5) The air flow in thyx’tﬁe collecting device can best be described as:
Unnoticeable Comfortable Uncomfortable
If you wish, further describe or explain.



6) What restraint/positioning devices were used during zero gravity urine

collection? Foot |~ Hand L Seat Belt /. .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes [/ No . Please describe or provide

additional comments,

7) Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes No . Please describe or provide
additional comments.

8) Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes D No . Please describe
and provide additional comments.

9) Please provide any add1t10nal comments on the perfor ance of e system




GENERAL &3 ELECTRIC

Waste Collection System Questionnaire

Part IT:A

Zero Gravity Fecal Collection

Test Subject No. ’jzzzz:;

Date 4/ ’(;2() - 7% Trial No.

1) Was defecation achieved? Yes No ,)(
. A
2) Was there any contamination of the seat or yourself during the defecation
and fecal collection? Yes . No . If there was contamination

did it occur during the zero "G" portion of the parabola? Yes.
No . Please provide additional comments.

3) . Do you feel that .ypu were positioned appropriately for the use of the
system? Yes i No . If no, please explain. '

4) What restraints/posit%igfng devices Were_358d during the fecal collection?
Foot )(; Hand Seat Belt Were the devices effective
during the zero "G' portion of the parabola? Yes ,k_ No
Please provide additional comments.

5) Was the seat/restraint coékfnation comfortable during the zerc "G" portion
of the parabola? Yes No . Was the comg;pation comfort-
able during the two "G'" portion of the parabola? Yes No .
Please describe or provide additional comments. .

6) The air flow in the fecal collecting device can be best described as:
Noticeable Confartable Uncomfortable . If you

. wish, further describe or explain. . ’ ,,{ge




GENERAL &3 ELECTRIC

7) Please provide any additional comments on the performance of the system.



GENERAL 3 ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No. L{ 4' .
s i "'i i R
Date s f“ﬂr. ?3 Trial No.
1) Was micturition achieved? Yes °/ No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes Ne ™

If yes, please describe the backsplash or leakage indicating the general
location and approxunate quantity of the urine.

3) Were you aware of a -}poohng or accumulatmn of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine.

oo i dollom of He eonc. Lo
o) afroplids ‘

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes el No
If any pontwmng difficulties were encountered, please describe,

%2“7/ Té’f.@,@/ éc»f#% /]/7//&' T,

5) The air flow in the urine collecting device can best be described as:
'~ Unnoticeable Comfortable e Uncomfortable
If you wish, further describe or explain.

%’n c’a/«ﬂ/ tor  Alows éc//’ rw/L
/lc'éwﬂ/@/\?(a//



6)

7)

8)

9

What restraint/positioning devices wewd during zero g ity urine
collection? Foot Hand Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes No . Please describe or provide
additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes - ¢ - No . Please describe or provide
additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes &~ No . Please describe
and provide additional comments,

Please provide any additional comments on the performance of the system,



GENERAL B ELECTRIC

Waste Collection System Questiomnaire

Part IT-A"

Zero Gravity Fecal Collection

Test Subject No. ? /; J%

.'

Date T 0 j/z}v ?*' Trial No.

1 Was defecation achieved? Yes 5/// No .

2) Was there any contamination of the seat ortzgurself during the defecation
and fecal collection? Yes . If there was contamination
did it occur during the zero "G" portion of the parabola? Yes
No . Please provide additional comments.

3 Do you feel that you were positioned appropriately for the use of the
system? Yes éZ No . 1If no, please explain.

4) What restraints/positioning devices were ussf’during the fecal collection?
Foot ~—  Hand - BSeat Belt _ ¥ ., Were the devices effective
during the zero "G'" portion of the parabola? Yes No .

Please provide additional comments.

5) Was the seat/restraint comb&ﬁition comfortable during the zero "G" porticn
of the parabcla? Yes No . Was the combipation comfort-
able during the two "G" portion of the parabola? Yes - No .

Please describe or provide additional comments.

6) The air flow in the fecal collectinglipviCe can be best described asg:
Noticeable Comfortable Uncomfortable . If you
wish, further describe or explain. :
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D Please provide any additional comments on the performance of the system.
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Waste Collection System Questionnaire

Part 1L
Zero Gravity Urine Collection

Test Subject No. 5/

Date 2> AN&. 79 ' Trial No. ;

1) Was micturition achieved? Yes — No i

2) Was there any backsplash or ieakage onto yourself or the seat during the
zero gravity urine collection? Yes No o

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

REPRODUCIRILITY OF THER
ORIGINAL PAGE IS POOR

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes . No " ., I yes, please describe
the approximate area and quantity of urine. '

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No .
If any positioning difficulties were encountered, please describe.

QLJ “&od\_. I S f/"ffd’x e n A,

5) The air flow in the urine collecting device can best be described as:
Unnoticeable —— Cormnfortable Uncomifortable
If you wish, further describe or explain.

R e ﬁ@«ww A_/éy_,y\_, @A/ X
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6)

7)

8)

E)

What restraint/positioning devices were used during zero gravity urine

collection? Foot Hand A—— Seat Belt .
Were these restraint cliin:ig’,effective in maintaining your position during
zero gravity? Yes No » Please describe or provid

additional comments.

Was the seat/restraint combination comfortable during zero gravity urine

- collection? Yes _L—"" No . Please describe or provide

additional comments,

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes {_—————No . Please describe
and provide additional comments,

Please provide any additional comments on the performance of the system,
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Waste Collection System Questionnaire

Part II A

Zero Gravity Fecal Collection

. ("“

Test Subject No. -

P\L/) ) ) g

Date ¢/l “ple) S Trial No.

1) - Was defecation achieved? Yes L—"  No B

2) Was there any contamination of the seat or yourself during the defecation
and fecal collection? Yes No t .« If there was contamination
did it occur during the zero 'G' portion of the parabola? Yes
No . Please provide additional comments.

3) Do you feel that you were positioned appropriately for the use of the
system? Yes .. No . If no, please explain.

4) What restraints/positioning devices were used during the fecal collection?
Fooct ‘e~ Hand ! i Seat Belt == . Were the devices effective
during the zero "G" portion of the parabola? Yes _ ¢ No .
Please provide additional comments.

5) Was the seat/restraint combination comfortable during the zero "G'" portion ~
of the parabola? Yes —"" HNo . Was the combination comfort-
able during the two "G" portiom of the parabola? Yes c—"" No .
Please describe or provide additional comments.

6) The air flow in the fecal collecting device can be best described as:

Noticeable Comfortable . . Uncomfortable » If you
wish, further describe or explain. '
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7) Please provide any additional comments on the performance of the system.
& Mnﬂb M \‘E.\“'i"-’\d& )b&d/\_,q,ﬁ_au@ (:‘ ____/
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GENERAL @B ELECTRIC

Waste Collection System Questionnaire

Part I1I A

-Zero Gravity Fecal Collection

Test Subject No. ﬁ‘{, /

Date

1)

2)

3

4)

5)

6)

. kY -
Ty Vg A Trial No.

Was defecation achieved? Yes [/// No

Was there any contamination of the seat or yourself during the defecation

and fecal collection? Yes No ¢~ . 1f there was contamination
did it occur during the zero 'G" portion of the parabola? Yes
No . Please provide additional comments.

Do you feel thatt//p'were positioned appropriately for the use of the
system? Yes . If no, please explain.

What restggints/position%/;,devices were used during the fecal collection?
Foot - Hand Seat Belt . Wer’/;he devices effective
during the zero "G" portion of the parabola? Yes No .
Please provide add/710n31 comments.

Sent L Mf'ﬁ/ Lo // e / %///}L
cl/w.'o,é")z Fo %/ /O .4 5/»@ /),,ﬂ?( ,;,,Mg,»«fzr%z%

Was the seat/restraint combinatién comfortable during the zéro "G" portion
of the parabola? Yes No . Was the combinapion comfort-
able during the two '"G'" portion of the parabola? Yes No

Please describe or provide additional comments.

The air flow 1n*/he fecal collecting device can be best described as:
Naticeable Comfortable Uncomfortable . If you
wish, further describe or explain.

A (AHE codf
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7 Please provide any additional comments on the performance of the system.
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Waste Collection System Questionnaire

Part I1

Zero Gravity Urine Collection

Tesat Subject No. Z-
"2 J,.\ N .
Date <. A~/ 73 Trial No.
1) Was micturition achieved? Yes - No (,\«(_1
2) Was there any backsplash or leakage onto yourself or the seat durmg the
zero gravity urine collection? Yes No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accmnulat:on of urine in the collecting
device? Yes No \ . If yes, please describe
the approximate area and quantity of urine,

" 4) Was the urine collecting device in apprOpna.te position during the zero
gravity micturition period? Yes Y No .
If any positioning difficulties were encountered please describe.

5) The air flow in the urine collecting device can best be described as:
" Unnoticeable & Comfortable Uncomfortable
If you wish, further describe or explain,



6)

7}

8)

%

What restraint/positioning devices were used during zero gravity urine

collection? Foot A Hand Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes X, No . Please describe or provide

additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes - . No . Please describe or provide
additional comments,

Was the seat and restraint coml:;ination comfortable during the high gravity
portion of the flight? Yes f No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,



GENERAL @D ELECTAIC

Waste Collection System Questionnaire

Part I

Zero Gravity Urine Collection

Test Subject No. 3

g -~ -— 2
Date //- Ay 73 Trial No.
1} ‘Was micturition achieved? Yes L No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No &7

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes _ No L . If yes, please describe
the approximate area and quantity of urine.

- 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No
If any positioning difficulties were encountered, please desacribe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable Uncomfortable
- If you wish, further describe or explain,




6)

7}

8)

-collection? Yes

What restraint/positioning devices were u during zero gravity urine
collection? Foot Hand l//‘d Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes /e No . Please describe or provide
additional comments. -

Was the seat/ restrajm/t,eéquatmn coinioriable during zero gravity urine
: No . Please describe or provide

additional comments,

Was the seat and restraint corlr;gaﬁ!ion comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments.

Please provide any additional commewformancza of the system,



GENERAL @B ELECTRIC

Waste Collection System Questionnaire

Part I

Zero Gravity Urine Collection

Test Subject No. ‘ ‘L)

Date R Pind 7 > Trial No. L—}’

!

1) Was micturition achieved? Yes b No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No

. If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No , _— . If yes, please describe
the approximate area and quantity of urine.

" 4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes L No .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
- Unnoticeable v Comfortable Uncomfortable
If you wish, further describe or explain.



6}

7}

8)

9

What restraint/positioning devices were used during zero gravity urine
collection? Foot b Hand Seat Belt ¢ __ . .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes [~ No . Please describe or provide
additional comments,

Was the seat/restraint combination comfortable during zero gravity urine

-collection? Yes .1— No . Please describe or provide

additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes el No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,

< L ad reed o YU et
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Waste Collection System Questionnaire

Part 11
Zero Gravity Urine Collection

Test Subject No. 5

Date /| - 28— —7= ' Trial No. 2

1) Was micturition achieved? Yes ‘/ No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes : No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

REPRODUCIBILITY OF THE
.ORIGINAL PAGE IS POOR

3) Were you awatre of any pooling or accumulation of urine in the collecting
device? Yes . If yes, please describe
the approximate area and quannt of urme

' 4) Was the urine collecting device in appropriate position during the zero

gravity micturition period? Yes No .
If any posztxomng difficulties were encountered, please describe.

5) The air flow in the urine collectmg devxc an best be described as:
Unnoticeable Comfortable Uncomfortable
If you wish, further urther describe or explam

| wﬂMiJ’% (e
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6) What restraint/positioning devices were used during zero gravity urine

collection? Foot — Hand : Seat Belt .
Were these restraint devig dtla)es effectwe in maintaining your position during
zero gravity? Yes . Please describe or provide

additional comments,

7) Was the seat/restraint cembination comfortable during zero gravity urine
.collection? Yes - No . Please describe or provide
additional comments.

8) Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments.

9} Flease provide any additional comments on the performance of the system.

ﬁa"ﬂ% AQ /<( «U/%L/ LA Lo Q&J S
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Waste Ceollection System Questionnaire

Part I1 A

Zero Gravity Fecal Collection

Test Subject No. ,
Yy Cp
Datle f_l T )U OO 7 3 Trial No.
1) Was defecation achieved? Yes X No .
2) Was there any contamination of the seat or yourself during the defecation
and fecal collection? Yes __No X ., If there was contamination

did it occur during the zeroc ''G" portion of the parabola? Yes
No . Please provide additional comments.

3) Do you feel thas>?ou were positioned appropriately for the use of the
system? Yes -\ No « If no, please explain.

4) What restfaints/positioning devices were used during the fecal collection?
Foot Z& Hand Seat Belt . Were the devices effective
during the zero "G" portion of the parabold? Yes X No

Please provide additional comments.

3) Was the seat/restraint combination comfortable during the zero "G" portion
of the parabola? Yes X No . Was the combination comfort-
able during the two "G" portion of the parabola? Yes *X No

-

Please describe or provide additional comments.

6) The air flow in the fecal collectinf ievice can be best described as: -

Noticeable § Comfortable Uncomfortable .« If you
wish, further describe or explain. -
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7) Please provide any additional comments on the performance of the system 11-
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GENERAL &3 ELECTRIC

Waste Collection System Questionnaire

Part II

Zero Gravity Urine Collection

Test Subject No. ﬂ—/

Date ;7_9 ’ﬂ%ﬁéd 73 Trial No.

1) Was micturition achieved? Yes |/ No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No / . If yes, please describe
the approximate area and quantity of urine. :

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes / No ' .
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
Unnoticeable Comfortable Uncomifortable
If you wish, further describe or explain,



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine
collection? Foot 4 Hand 1/ Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravxty'? Yes v . Please describe or provide

T waw by

Mm //a,t‘zctu'—r*’ -

Was the seat/restraint combination comfortable during zero gravity urine -

collection? Yes . No . Please describe or provide
additional comments,
PYIEE " YA )

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes ,~ No . Please describe
and provide additional comments. o .

W /lﬁ'-‘ﬂé/ TP (V- %/ Alz-w-(c,éﬂ,

Please provide any additional comments on the performance of the system,
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Waste Collection System Quastionnaire
Part 11 A
Zero Gravity Fecal Collection
Test Subject No. f;“
‘Date L9  DErv )T Trial No.
1) Was defecation achieved? Yes 4~ No ' .
2) Was there any contamination of the seat or yourself during the defecation
- and fecal collection? Yes No + If there was contamination
did it occur during the zero 'G' portion ef the parabola? Yes
No . Plsase provide additional comments.

3) Do you feel that you were positioned appropriately for the use of the
system? Yes 4~ No . If no, please explain.

4) What restraints/positioning devices were used during the fecal collection?
Foot |~ Hand &~  Seat Belt L—" . Were the devices effective
during the zero "GY portion of the parabola? Yes _, .- No .
Pleace provide sdditional comments.

5) Was the seat/restraint combination comfortable during the zero "G" portion
of the parabola? Yes """ No . Was the combination comfort-

able during the two "G" portion of the parabola? Yes _,__— No '
Please describe or provide additional comments.

6) . The air flow in the fecal collecting device can be best deacribed as:
Noticeable Comfortable .~ Uncomfortable « If you
wish, further describe or explain.

_,,{4;2:2ﬁz22_;-1277-?Cjuffz g el "-/<L65F2L/Ta}£
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7) Please provide any additional comments on the performance of the system.



GENERAL B ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No. A‘

o “Z .
Date // = wlq - 7_) Trial No.
(-
1) Was micturition achieved? Yes No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes { No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes : No L~ . U yes, please describe

the a proxzmate area and quantity of urine,
ﬂ 4’”‘3

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes / No
If any positioning difficulties were encountered, please describe.

5) The air flow in the xrine collecting device can best be described as:
Unnoticeable Comfortable Uncomfortable
I you wish, further describe or explain,



6)

7)

8)

2

What restraint/positioning deviceayée used during zero gravity urine
collection? Foot Hand : Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes Lo No . FPlease describe or provide

additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes e No . Please describe or provide
additional comments, '

Was the seat and restraint combination cdmfortable during the high gravity
portion of the flight? Yes [ No =~ . Please describe ‘
and provide additional comments,

Please provide any additional comments on the performance of the system.
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Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No. 7

Date Zcf hed 7 3 Trial No. /

1)

2)

3}

4}

3)

Was micturition achieved? Yes No

Was there any backsplash or leakage onto youraelf or the seat during the
zero gravity urine collection? Yes _ No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

Were you aware of any poolmg or accumulation of urine in the collecting
device? Yes No }4/0 . If yes, please describe
the approximate area and quantity of urine,

Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes No .o
If any positioning difficulties were encountered, please describe.

The air flow in the urine collecting device can best be described as:
Unnoticeable é,._:- Comfortable Uncomfortable
If you wish, further describe or explain,



6)

7)

8)

9

What restraint/positioning devices were used during zero gpavity urine
collection? Foot Z_ Hand &— Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes LD . Please describe or provide -

additional comments,

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes -No . Please deacribe or provide
additional comments, ' '

Was the seat and restraint combination comfortable during'the high gravity

- portion of the flight? Yes - e—""No_ ' " . Please describe

and provide additional comments,

 Please provide any additional comments on the performance of the system,
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Waste Collection System Questionnaire

Part I1

Zero Gravity Urine Collection

Test Subject No. L

Date 29 Moy 2.3 Trial No.

1) Was micturition achieved? Yes )g No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No }(

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No X . [f yes, please describe
the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes Xp No
If any positioning difficulties were encountered, please describe.

5)  The air flow in the urine collecting device can best be described as:
‘ Unnoticeable K Comfortable Uncomfortable
If you wish, further describe or explain,



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine

collection? Foot X _ Hand Y Seat Belt A .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes 5 No . Please describe or provide

additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes X’ No 2%® . Please describe or provide
additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes ‘ No. . Please describe
and provide additional comments,

Please provide any additional comments on the performance of the system,
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Waste Collection System Questionnaire

Part 1l

Zero Gravity Urine Collection

Test Subject No. /[
Date Z(]_/Ud V '73 Trial No. l

1)  Was micturition achieved? Yes v No

2) Was there any backsplash or leakage onto youyself or the seat during the
zero gravity urine collection? Yes L/ No |
If yes, please describe the backsplash or leakage 1nd1ca.tmg the general
location and, approx1mate quantzty of the urine,

P 7@%@6 ,,ctqw%

3) Were you aware of any pooling or acc&mulation of urine in the collecting
device? Yes No Vel . If yes, please describe
the approximate area and quantity of urine.

4) Was the urine collecting device in appropriate position durin‘g)-ie ZeTo
gravity micturition period? Yes . : No .
If any positioning difficulties were encountered, please describe.

uajw,e LA et %ﬁéwﬁa

5) - The air flow in the urjne collecting device can best be described as:
' Unnoticeable i~ Comfortable Uncomfortable
If you wish, further describe or explain,-



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine
collection? Foot \.  Hand - Seat Belt |~ .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes No . Please describe or provide
additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes . / No . Please describe or provide
additionzl comments,

Was the seat and restraint com jat1on comfortable during the high gravity
portion of the flight? Yes . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,
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Waste Collection System Questionnaire

Part I1 _

Zero Gravity Urine Collection

Test Subject No. a??

pate 54 Yoy 73 | Trial No.

1) Was micturition achieved? Yes X No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No X

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

r

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine, :

4) Was the urine collecting device in appropriate position during the zero
gravity micturition period? Yes X No '
If any positioning difficulties were encountered, please describe.

5) The air flow in the urine collecting device can best be described as:
" Unnoticeable 5 Comfortable Uncomfortable
If you wish, further describe or explain.



6)

7)

8)

9

What restraint/positioning devices were used during zeroc gravity urine

collection? Foot X Hand X Seat Belt A .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes A No . Please describe or provide

additional comments.

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes . x No . Please describe or provide
additicnal comments.

Wae the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes : No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,



GENERAL 3 ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No. ,-2

Date 3¢ o 73 . Trial No.

1) Was micturition achieved?. Yes )( | No

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

6/};;7!,{. “ro e C /9)’)?0 uf} /ﬁ/*é %j\(.» )’775""%(

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes X No . If yes, please describe
' the approximate area and quantity of urine. :

S Er peoveE

- 4) Was the urine collecting device in approprza.te position durmg the zero
gravity micturition period? Yes No .
If any positioning difficulties were encountered, please describe.

5) - The air flow in the urine collecting device can best be described as:
' Unnoticeable X ___ Comfortable Uncomfortable
If you wish, further describe or explain.



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine

collection? Foot ‘ Hand : Seat Belt X .
Were these restraint ‘devices effective in maintaining your position during
zero gravity? Yes )c No . Please describe or provide

additional comments,

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes - X No . Please describe or provide
additionzl comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes X No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,
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Waste Collection System Questionnaire
Part Il A

Zero Gravity Fecal Collection

Test Subject No. :j;

Date 3 12 NﬁM 73 © Trial No.

1) Was defecation achieved? Yes 2 ~ No .

2) Was there any contamination of the seat or yourself during the defecation
and fecal collection? Yes No . If there was contamination
did it occur during the zero'"'G" portion of the parabola? Yes _X
No . ' Please provide additional comments. Cﬁ/ /
/

wﬂs /Ucr/ P&g;/mm/ Oy

3 Do you feel that you were positioned appropriately for the use of the
system? Yes _____ No X . If no, please explain.

LAs Too m@r‘* Baci

4) What restraints/positioning devices were jused during the fecal collection?
Foot X Hand Seat Belt / . Were the devices effective
during the zero "G" portion of the parabola? Yes S( No .
Please provide additional comments. 4

5) Was the seat/restraint combination comfortable during the zero "G" portion
of the parabola? Yes )(n Ne . Was the combdnation comfort-
able during the two "G" portion of the parabola? Yes )%i No
Please describe or provide additional comments. ,

6) The air flow the fecal collecting device can be best described as:
Noticeable jx_ Comfertable g Uncomfortable . . If you
wish, further describe or explain. :

REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR
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7) Please provide any additional comments on the performance of t;e systen.

Lnp Smmw Soms Didfico/
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csusnu@mcmc

Waste Collection System Questlonnaire

Part I1

- Zero Gravity Urine Collection -

Test Subject No. ‘éL

Date _// - 5(.) . 73 : Trial No.

1) Was micturition achieved?. Yes e No
2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No (—

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accluylation of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine.

[ yilins of ppood obape fcr

) Was the urine collecting device in aperte position during the zero
gravity micturition period? Yes No
If any positioning d1ff1cult1es were encountered, please describe.

5) = The air flow in the rine collecting device can best be described as:
' Unnoticeable Comfortable Uncomfortable
If you wish, further descri

Q/W/%W/ be or explain. , j' /Zz | ,‘,/444, 7%--

f,w&w Mant



6)

7)

8)

)

What restraint/positioning devices were used during zero gravity urine
collection? Foot / Hand : Seat Belt .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes [~ No . Please describe or provide
additional comments. -

Was the seat/restraint.combination comfortable during zero gravity urine
collection? Yes No . Please describe or provide
additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes p/ No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system.



GENERAL &3 ELECTRIC

Waste Collection System Questionnaire

Part II

Zero Gravity Urine Collection

‘ .
Test Subject No. ~

Date - /J/- 2 — 7 " Trial No.

1) Was micturition achieved? Yes No

2) Was there any backsplash or leakage onto yourself or the:ﬁe&dﬂring the
zero gravity urine collection? Yes No
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes ; No . If yes, please describe
the approximate area and quant1ty of urine.

%7?6’!‘* FmIhs mﬂ 7‘0 ot //&:J;L(cﬁgn g/Zr’u/cJ
5/7%2// é’/w‘f.

4) Was the urine collecting device in aperposition during the zero
gravity micturition period? Yes - No ‘ .
If any positioning difficulties were encountered, please describe.

5) - The air flow in the urine collecting devica/ﬁrrl;—ést be described as:
Unnoticeable Comifortable Uncomfortable
If you wih, further describe or explain.



6)

7}

8)

Kl

What restraint/positioning devices wereyed during zero {r’ayy urine

collection? Foot Hand e Seat Belt
Were these restraint device® effective in maintaining your position during
zero gravity? Yes No . Please describe or provide

additional comments,

Was the seat/re straix:t(&mbination comfortable during zero gravity urine
collection? Yes No . Please describe or provide
additional comments,

Was the seat and restraint comt:i/nat(on comfortable during the high gravity
portion of the flight? - Yes No . Please describe
and provide additional cormments.

Please provide any additional comments on the performance of the system,
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Waste Collection System Questionnaire

Part I1

Zero Gravity Urine Collection

Test Subject No. o _
Date O Nov 473 Trial No, ('3?
1)  Was micturition achieved?. Yes No v

2) Was there any backsplash or leakage onto yourself or the seat during the
ZzeTo gravity urine collection? Yes No
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes No . If yes, please describe
the approximate area and quantity of urine, - :

- 4) "Was the urine collecting device in appropriate position dﬁring the zero
gravity micturition period? Yes A No
If any positioning difficulties were encountered, please describe,

8} - The air flow in the urine collecting device can best be described as:
' Unnoticeable Comfortable ~ Uncomfortable

If you wish, further describe or explain. i) KM : il )
| ot PN it
oA U oy s



6)

7)

8)

9

What restraint/positioning devices were used during zero gravity urine

collection? Foot . Hand o Seat Belt - .
Were these resiraint devices effective in maintaining your position during
zero gravity? Yes e Neo . Please describe or provide

additional comments,

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes - |~ No . Please describe or provide
additional comments.

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes <« No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,

‘L‘W. Lfk_";,&.u.q_’td @ﬁwﬂdb“k CQ"‘*’\M% i\;-\@) p



ssusnu@mcmlc

Waste Collection System Questxonna;re |

Part T

Zero Gravity Urine Collection

Test Subject No. 7

Date 7)) ﬁw..WLV 77 Trial No.
1) Was micturition achieved? Yes y/ : No
. 2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No v

If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine.

3) Were you aware of any pooling or accumulation of urine in the collecting
device? Yes v No . If yes, please describe
the approxu'nate area and quant:.ty of urme

4) Was the urine collecting device in appropriate position during the zero
gravity micturition penod'? Yes /P No .
If any positioning d1£f1cu1t1es were encountered, please describe.

5) . The air flow in the urine collecting device can best be described as:
‘ Unnoticeable Comfortable ! / Uncomfortable
If you wish, further describe or explain.

REPRODUCIBILITY OF
ORIGINAL PAGE IS POOR



6)

7)

8)

B

What restraint/positioning devices were ysed during zero gravity urine
collection? Foot Hand jﬂ Seat Belt \.-: .
Were these restraint deviges effective in maintaining your position during
zero gravity? Yes \/ No . Please describe or provide

additional cormmentas,

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes No . Please describe or provide
additional comments.

M»«oj ﬁcaq Médj ¢ ﬂﬂ@;ﬂ/ fld' =

Was the seat and restraint combiration comfortable during the high gravity
portion of the flight? Yes No . Please describe
and provide additional comments.

Please provide any additional comments on the performance of the system,



GENERAL @B ELECTRIC

Waste Collection System Questionnaire

Part 11

Zero Gravity Urine Collection

Test Subject No.

Date - () ylev 3 - Trial No.
/Lu.,ubaf },LU— -2

1} Was micturition achieved?. Yes

2) Was there any backsplash or leakage onto yourself or the seat during the
zero gravity urine collection? Yes No | —
If yes, please describe the backsplash or leakage indicating the general
location and approximate quantity of the urine,

3) Were you aware of any pooling or accumulation of urine in the collecting
‘ device? Yes No .- . If yes, please describe
the approxu'nate area and quantity of urine,

& Qj‘k f.Lﬂ-L\ -. 2 A ‘\/{‘ Q‘.A_;,Lm f; )Z.LLL/ A.AT d /Ld ‘U’\-/Lz ,1

)&J’k—‘? /)(/0 oA AR ad AU AL /:z_} md_{@? OJ
A ,_4} Az e i :

4) Was the urine collecting device in approprla.te position durmg the zero
gravity micturition period? Yes L7 No .
If any positioning difficulties were encountered, please describe.

5) - The air flow in the urine collecting device can best be described as:
Unnoticeable /-~ Comfortable Uncomfortable
If you wish, further describe or explain,



6)

=

8)

9

What restraint/positioning devices were used during zero gravity urine

collection? Foot (- Hand ; . Seat Belt™ .
Were these restraint devices effective in maintaining your position during
zero gravity? Yes L No . Please describe or provide

additional comments,

Was the seat/restraint combination comfortable during zero gravity urine
collection? Yes (- No . Please describe or provide
additional comments,

Was the seat and restraint combination comfortable during the high gravity
portion of the flight? Yes L- No . Please describe
and provide additional comments,

Please provide any additional comments on the performance of the system.



SECTION D

MICROBIOLOGICAL PROCEDURES -
DETECTION OF BACTERIAL GAS GENERATION



1.

MICROBIOLOGICAL PROCEDURES

Procedures

Detection Of Bacterial Gas Generation

An excellent method of monitoring bacterial growth or metabolism, which is

responsible for the noxious odor produced in fecal material, is the assessment

of gas produced by manometric techniques. The most convenient instrument

for performing this is the Warburg respirometer, utilizing a culture flask

in combination with a manometer. The gas produced will increase the pressure

and be evidenced by movement of the column of fluid in the manometer. Warburg
manometers are quite sensitive to the slightest changes in the gaseous

environment from small amounts of microorganisms.

Therefore, the objective was to investigate the feasibility for utilizing
this apparatus for monitoring the residual viable microbial ability to
produce gas from cored-out samples of the human fecal material at different
progressive stages of drying, noting the point at which cessation of gas

production occurred.

Small samples (~~0.5-1.0g) of collected fecal material, were taken from the
larger (25g) samples of material, cored from the fecal material collected in
commode, and placed in Warburg reaction vessels. The reactibn vessé1s

were immediately attached and sealed to the manometers and the pressure in
each side equilibrated and the vessel with manometer sealed off. The Warburg
respirometer units were held at room température similar to that being |
practiced in the WCS. The difference in pressure, noted by displacement

from equilibrium of the liquid in the manometer arms was monitored at 5-15

minute intervals and longer.



0f course, changes in gas production could be the result of action of microbial
enzymes, even though the organisms are inhibited. Therefore, one reason for
performing the feasibility study was to determine whether this method would be
adequate to reflect the biological stability of human fecal material as it is

progressively dried.

If it appeared to be adequate, then the amount of gas produced could be
monitored precisely and quantitatively by standardizing and calibrating the

respirometers.

2. Determination Of Moisture Content Of Human Fecal Material

Initially, the method of choice for determining the moisture content of the
human fecal material was to use the Chaus Infra-Red Moisture Balance. 1In
order to verify the moisture levels it was decided to dry samples in a forced

circulation hot air oven and determine the weight loss gravimetrically.

a. Infra-Red Moisture Balance. This technique consists of the fol-

]owﬁng procedural steps and calculation:

1. Place from 1—ngof the sample of fecal material onto a dry
(tared to zero) aluminum disposable weighing dish by means
of a metal spatula (for drier samples, forceps). The material
was spread as thin as possible on the weighing dish.

2. The weighing dish was placed on the pan of the Ohaus Moisture
Balance (Model 6010). The moisture balance was located
-1n a chemical fume hood.

3. The weight of the samb]e was noted and recorded.

The term "Moisture content” here would also include the weight of any other
volatile chemicals also present in the fecal material and reflects the
weight loss as compared to the original weight of the wet material.

-2-



. - The best lamp position setting was 1-1/2 inches above the

sample and the Wattage setting selected was 20 watts. These
conditions and settings were used throughout the study.

The Tamp was turned-on by setting the Timer to 15 minutes.

. Readings of the residual weight were taken at intervals

of 15 minutes until the sample showed no further decrease

in weight. Most samples showed no further weight loss after
30 minutes of drying. Some were dried for up to 16 hours.
Generally, the drying was considered to be compiete when

two consecutive readings 15 minute apart showed no further
weight Toss at the second decimal (0.01g) place.

The percent moisture was then calculated according to the
following formula using weight in grams:

Original Weight - Final Weight
Original Weight

x 100 = % Moisture

‘Hot Air Oven Method:

Samples of the material were placed either on drying pans, dried

aluminum foil, the raw material spread as thin as posSib]e, or

on the original sampling strip as retrieved from the commode. These

samples were weighed on a Mettler analytical balance {Model H6T)1.

The sample carrier had either been tared prior to use or upon

completion of the test after it was cleaned.

The samples were placed in a preheated forced circulation hot air .

at 105°C.

1.1 Mettler Instrument Corporation, Hightstown, New Jersey
Blue M Constant Temperature Cabinet, Model OV-586A-1,
Blue M Electric Company, Blue Island, I11inois

-3-



The samples were removed at successive 30 minute intervals and re-
weighed on the analytical balance. They were returned to the oven

and dried until two consecutive weighings were constant.

The percent moisture was then calculated in a manner similar to
the other procedure, taking into account the tared weight of the

sample carrier.





